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ABSTRACT Due to the high-mobility of unmanned aerial vehicles (UAVs), actual UAV channel mea-
surements show that low-altitude air-to-ground (A2G) channels in UAV communications illustrate non-
stationary properties. This fact motivates us to develop a non-stationary channel model for UAV-to-ground
links. In this paper, we propose a three-dimensional (3D) wideband non-stationary A2G vehicle-to-vehicle
(V2V) geometry-based stochastic channel model (GBSM). In the proposed model, both UAVs and ground
terminals can be moving, which makes the model more general. In order to mimic the non-stationary channel
characteristics, parameters like the number of clusters, power, time delays, angels of departure (AoDs),
and angles of arrival (AoAs) are all time-variant. The proposed model combining a line-of-sight (LoS)
component, a ground reflection component, a cylinder model, and multiple confocal truncated ellipsoid
models has the ability to investigate the impact of UAV heights and transceivers’ movements on channel
characteristics in diverse environments. Statistical properties like temporal autocorrelation function (ACF),
spatial cross-correlation function (CCF), Doppler power spectral density (PSD), and stationary interval
of A2G channels are derived and analyzed in detail. In addition, derived root mean square delay spread
(RMS-DS), temporal ACF and spatial CCF are validated against channel measurement results. Furthermore,
by adjusting channel parameters, the proposed GBSM is sufficiently generic and adaptable to model various
UAV-to-ground communication scenarios.

INDEX TERMS Unmanned aerial vehicles, UAV-to-ground V2V MIMO channel models, non-stationary
channel models, GBSM, statistical properties.

I. INTRODUCTION

Recently, the rapid development of unmanned aerial vehi-
cle (UAV) industry calls for the need of high-speed and
reliable UAV communication technologies [1]. To meet this
urgent need, many organizations and companies implemented
research and development projects such as the “Loon” [2] by

The associate editor coordinating the review of this manuscript and
approving it for publication was Ke Guan.

Google and the “enhanced long time evolution (LTE) support
for aerial vehicles” [3] by the 3rd Generation Partnership
Project (3GPP). AT&T and Qualcomm also did optimization
for LTE on UAV communications [4]. In the forthcoming
fifth generation (5G) and beyond 5G (B5G) wireless commu-
nication networks, UAV communications would become an
important application scenario due to the high-reliable need
for control and non-payload communications (CNPCs) [5].
Besides, UAVs are appealing to serve as platforms of air base
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1) Based on our previous work in [30], the extension
for non-stationary V2V GBSM is proposed with time-
varying parameters. The proposed A2G V2V channel
model considers the impacts of different UAV altitudes
and A2G elevation angles on scattering region.

2) In order to mimic non-stationary behavior caused by
moving UAVs and ground terminals, we introduce the
birth-death process and smooth transition region to
model the cluster evolution.

3) Important channel statistical properties, such as space-
time correlation function (STCF), Doppler PSD,
RMS-DS, and stationary interval, are derived and thor-
oughly investigated.

4) The proposed non-stationary V2V GBSM is validated
by comparing the statistical properties with measure-
ment results in different scenarios. Therefore our model
can be adopted to diverse UAV-to-ground communica-
tion scenarios by adjusting model parameters.

The rest of this paper is organized as follows. In Section II,
the 3D wideband non-stationary GBSM is described. The
propagation environment, geometry relationship, cluster
birth-death, and evolution process are presented in detail.
In Section III, some significant channel characteristics such
as STCF, Doppler PSD, transfer function, RMS-DS, and
stationary interval are derived based on the proposed model.
Section IV develops the corresponding SoS simulation model
and presents the channel simulation results and analysis.
Section V concludes the whole investigation works and gives
several future research directions.

II. 3D WIDEBAND A2G V2V MIMO GBSM

In order to make proposed channel model more gen-
eral, all possible channel components are included in
our model. According to available A2G channel measure-
ments [17], [19], LoS and ground reflection components play
important roles in open field while scattering components
have more contribution in complex environments. In Fig. 1,
the general description of proposed GBSM including a LoS
component, a ground reflection component, and SB/DB scat-
tering components result from nearby and distant scatterers
is presented. Note that the scatterer movements usually have
negligible impacts on A2G channels according to previous
investigation [36]. Thus, in our proposed model, only static
scatterers are considered.

A detailed 3D non-stationary MIMO channel between
the UAV with M7y omni-directional antenna elements and
the ground terminal with Mg omni-directional antenna ele-
ments is shown in Fig. 2. The UAV-to-ground V2V MIMO
fading channel can be represented by a matrix H(t) D

Mg Mry. Since UAVs usually carry out complex operations
such as rising, diving, and hovering, the moving direction
of UAV have to be described by both azimuth and ele-
vation angles. Here 7 and 7 are azimuth and elevation
angels of the UAV moving direction, respectively. As for

VOLUME 7, 2019

FIGURE 1. A typical UAV-to-ground communication scenario with all
possible channel components including LoS, ground reflection,
SB scattering components, and DB scattering components.

FIGURE 2. The proposed 3D non-stationary GBSM for UAV-MIMO
channels (Mt D Mg D 2).

the ground terminal, since the ground terminals only can
move on the ground plane, the velocity direction can be
simply described by single azimuth angle g. To simplify
the latter calculation, velocity vectors of Tx and Rx having
expression vy D vr[cos rcos 7 sin rcos 7 sin 7] and
Vg D vg[cos g sin g O] are introduced, where vy and v are
velocities of the UAV and ground terminal.

In Fig. 2, G denotes the ground reflection point on the
ground plane. The cylinder around the Rx denotes nearby
scattering region around Rx and containing N; scattering
rays. The multiple confocal ellipsoids taking transceivers
as focal points denote the distant scattering structure and
have N; effective scattering rays on the [-th ellipsoid, where

at time 7. Considering that scatterers rarely appear in the
air or underground, we limited the scattering region to the
space on and near the ground plane. Specifically, the distant
scattering region on the ground is the cross sections of multi-
confocal ellipsoids and the ground plane. Since that intersect-
ing surface of a ellipsoid is a ellipse, we can use an expression
of the ellipse to represent the scattering region on the ground
plane. Then, as that scatterers such as buildings and trees
generally have vertical straight structure relative to ground
plan, the elliptical cylinder model could be constructed based
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FIGURE 3. The proposed 3D non-stationary GBSM for UAV-MIMO
channels projected in x-y plane.

on the truncated ellipse to represent scattering region in the
3D environment based on the elliptical truncated surface.
To facilitate readers’ understanding, Fig. 3 gives the planar
graph of Fig. 2, and the MIMO structure is removed to reduce
complexity.

A. EFFECTIVE SCATTERING REGION

Considering the movements of the UAV and ground termi-
nal, the location of Tx and Rx are time-variant. In order to
simplify the follow-up calculation, we set the projection of
ground terminal on ground plane as the origin of coordinate,
and use L7(#) and Lg(#) to represent the 3D locations of
Tx and Rx. Meanwhile, we use S;(¢) to represent the center
location of nearby scatterers distributed on the cylinder and
use S;(#); (I > 1) to represent the center location of scatterer
distributed on the truncated ellipsoids. In Fig. 2, due to the
movements of UVA and ground terminal, the distant scatter-
ing region number as / changes from the black solid part to
the blue dashed part. Therefore, the scattering region should
be calculated at different time instants.

In order to obtain the formula expression of time-variant
truncated elliptical scattering region on the ground plane,
we substitute expression of ground plane into ellipsoid to get
number / elliptical expression of truncated ellipsoid which
has time delay ; as

Ax>CBy’CCxyCDxCEyCFDO: (1)

The definition of A—F and detailed geometry derivation can
be find in Appendix and no more repetition here.

B. CHANNEL IMPULSE RESPONSE

According to the time delay line (TDL) concept, the complex
channel impulse response (CIR) of MIMO fading channel
between the p-th Rx antenna element and g-th Tx antenna
element can be represented by

-2 d
hpg(t; ) D
DI

(o M
Pi()hi;pq(1) ( 1 (2)
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in which P;(¢) denotes the time-variant power of the /-th tap,
hy:pg(t) is the I-th tap’s complex coefficient, and ; denotes
the time delay of the /-th tap.

In the above CIR expression, the whole CIR is the superpo-
sition of several taps having different propagation delays and
power, and channel components in the same tap have the same
time delays. For the first tap, obviously, the LoS component
having the shortest propagation distance and the minimum
time delay is included. In addition, since the ground terminal
in our model stay at low altitudes, the ground reflection
component has similar propagation distance and time delay.
Atlast, the radius of nearby cylinder scattering region is much
smaller than the distance between Tx and Rx,i.e., R Dios,
so SB scattering rays on nearby cylinder model can also be
included in the first tap. Therefore, the complex coefficient
of first tap have the following expression

h1ipg(t) D 1s93(1) C hyst() C RSP (1) 3)

with
r

hLOS (1) D

- ko(rp BLos(t)Crg Oros(1))
KC1
2 Frim(Vr BLos(1) 42 frm(VR OLos(1)) )

—rejko(rp 8Los(1)Cry Orer(H)C 1)

KCl1

2 Frm(V7 BRet(®)) 52 frm(VR ORet(1)) 5)
r *

BB D o fim  p—
@ KCIN.!l N;

AU 8sB,., (l‘)Cl‘q 9sBy., (NC 1:n)

h}};f(z) D

o2 SmOvT 8sg,., (1) o2 Jrm(Vr 9sB., (1) (6)

where K is the Rician factor, , and gp;| specify how much
the ground reflection and SB rays contribute to the total power
of the first tap. Note that these energy-related parameters are
normalized to satisfy . C gp:1 D 1.

The complex tap coefficient for other taps (/ > 1) of
the UAV-to-ground link is a superposition of the SB and
DB scattering components, and can be expressed as

hizpg(t) D ByP!(6) C ! (1) @)
with
*x
hSBz(t) D IO Nlhfnl A pﬁ,
S0 Bspy,, (Crg sy, (NC 1) 2 frm(VT Bspy,, (1)
o2 frm(VR Osp, (1) ®)
By D P55 lim > P
Pd NN T ol NN

&/*0p Bpp, (Crg Opp, (NC 1) 52 frm(Vr Bps, (1)

¢/2 Jrm(Vr OB, (1)) 9)

where gsp;; and pg; specify how much the SB and DB
rays contribute to the total scattered power of the /-th tap.
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Also energy-related parameters are normalized to satisfy

s C pB:y D 1. The coordinates of antenna element p
at Tx side and antenna element ¢ at Rx side, i.e., r, and rg,
are local coordinate systems (LCSs) relative to the center
of the Tx antenna array and Rx antenna array, respectively.
In our proposed analytical channel model, the number of
rays in each cluster is assumed to be infinity. In (4)—(9),
vectors represented by 8(fr) and 9(¢) denote the time-
variant arrival and departure angle unit vectors of the dif-
ferent rays in different clusters respectively. For example,
angel of arrival (AoA) and angel of departure (AoD) of
n-th ray in [-th cluster can be expressed as Osp,., (1) D

SB;: SB;: . SB; SB;: . SB
[cos & in cos R fn gin R i cos R bn o sin R "1 and
SBi:n SBi;n . SBipn SBi;n
SSBl:sn]gt) D [C(S); T CO;BT sin . ""cos
. Iin Iin Iin .
sin , "], where TR and TR denote azimuth and ele-

vation angle of departure/arrival of n-th ray in [-th cluster.
In this paper, we use von-Mises distribution, which is widely
used in wireless channel modelling, to describe azimuth AocA
(AAoA). In term of the elevation angle, since the height of
scatters is limited, cosine distribution which has upper limit
and lower limit is used to describe elevation AoA (EAoA)
[24]. The von-Mises distribution can be expressed as

ek cos( )
D——; 0< 2 10

A > o) (10)
where Iy( ) denotes the first kind zero-order modified Bessel
function, 2 (0;2 ] denotes the mean angle that the
AAoAs are mainly distributed, and parameter k gives a mea-
sure of the angel spread around the mean angle . The cosine
distribution describing the EAoAs can be expressed

f( )DrCOS(E—m); m< C m
(11)
where is the mean direction of EAoA and ,, is the

variance of . The upper limit and lower limit of cosine
distribution are ,C ,,and , m respectively. According
to the definition of scatterer center, the AAoA and EAoA of
scatterer centeris  and  respectively.

In addition, kg D 2 = denotes the wavenumber, in which

is the wavelength of the carrier. The random phase shift
and ;;, caused by reflection and scattering respectively are
independent identically distributed (i.i.d.) random variables
and they are uniformly distributed in (0;2 ]. Other related
parameters are listed and described in Table 1.

C. CLUSTER EVOLUTION PROCESS
Considering the movements of UAVs and ground terminals,
the cluster not existing in the last time instant may appear
in next time instant. Meanwhile, a cluster may exist for a
time period and disappear in the next time instant. Thus, it is
feasible to develop a non-stationary channel model based on
our GBSM by imposing the cluster birth-death process.

In the proposed non-stationary GBSM, as time goes on,
clusters appear, exist for certain time periods, and finally
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TABLE 1. Definition of significant parameters.

Symbol Definition
Dios(t) Distance between Tx and Rx
%) Elevation angle of LoS path
R Radius of cylinder scattering region
S 3D position of [-th scatterer
Adg(Adr) Antenna element spacing at Rx (Tx)
ag(ar) Azimuth angle of Rx (Tx) orientation
Br(Br) Elevation angle of Rx (Tx) orientation
hi(hs) Altitude of Rx (Tx)
frm(ftm) | Maximum Doppler frequency at Rx (Tx)
RS (BES) AAO0A/EA0A of LoS component
aZoS(BES) AAoD/EAoD of LoS component
oRT(BRT) | AA0A/EA0A of reflection component
oReT(BRT) | AAoD/EAoD of reflection component
vr Tx velocity vector
VR Rx velocity vector

disappear. A appropriate description for such a generation and
recombination phenomenon can be provided by the discrete
Markov process. The time variation of UAV-to-ground chan-
nels is mainly caused by movements of UAVs and ground
terminals. Therefore, a variable ‘“movement of scenarios” is
introduced to evaluate the variation of A2G wireless channels
in the time period from ¢ to ¢t C 1, and it can be described as

p(t; 1) D g(t; 1) C 7(1; 10) (12)

where g(t; 1t) and 7(¢; 1t) are channel variation caused
by Rx and Tx respectively and can be defined as
VA tC1t
r(t; 1) D

t
z tCls
7(t; 1t) D

vR(t) dt (13)

vr(t)dt: (14)

t
Because of the short time interval, we assume that the UAV
and ground terminal move with a constant speed in time
interval 1¢ and the equation can be simplified to

r(t; 1) D vr(t)1t (15)
r(t; 1) D vp(t)dr: (16)

Therefore, p(¢t; 1t) provides the correlation extent of
CIRs between different time instants. Introduced Markov
birth-death process described in [16] leads to the time-variant
number of clusters, L(¢), for CIR generation realizations. At a
certain time instant ¢, newly generated clusters and clusters
already existing in the previous CIR at time instant ¢t  1¢
can be processed separately. The Markov process is described
by a generation rate of clusters ( ) and a recombination rate
of clusters ( g). The expectation of the total distant scatterer
number, also defined as the initial distant scatterer number,
can be obtained by

E[L()] D -<: (17)
R
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Meanwhile, the probabilities of cluster survive from ¢ to
t C 1t can be expressed as

pt;dn)

Paur(1t)De *Pc (18)
where D, is the correlation factor depend on the scenario.
At last, the number of new clusters that is generated by the
Markov process in time period ¢ to  C 1 have the expectation
of

p(t;dr)

Ellnew(10] D (1 e K7 (19)
R
For the generation process of the new cluster, the time
delay is firstly defined by ; D 1,5(f) C @, where
€ is virtual delays of generated cluster which assumed to be
exponentially distributed, and can be realized by

eD r Iny (20)

where r , denote the delay scalar and delay spread respec-
tively, and u, follows the uniform distribution in (0,1).
Besides, 10s(¢) denotes the time-variant time delay of
LoS path which can be expressed by

Los(?) D Dyos(1)=c 21
Dros(t) D kLr(r) Lg() k (22)

where L7(¢), Lg(¢) are the locations of the UAV and ground
terminal which can be calculated as

Ly¢) DLyt 1t)Cvrlr vplt (23)
Lg(t) D Lg(x 11): (24)
Then scattering region can be calculated according to (1). The

X, y, and z components of new generated S;;, i.€., X1:n, Yin,
and z;;, have the expressions as

B n B n B n
D F'tan 1831' C Dtan IS?” C Etan? ;[‘
Al SBiy o SBin SBy,,
2tan , "(Btan® " CCtan p " CA)
SB n
y[’n D g'n tan R K
SB;:n
2n D xl;n2 Cyl;n2 tan R . ; I=>1 (25)

where F' D (D? C 2DE tan? 1§Bl;n C Ftan? IiBl;n

4BFtan? " 4CFtan »°'"  4AF), and $B, $B,
;B, ;B denote AAoA, EAoA, azimuth AoD (AAoD), and
elevation AoD (EAoD) for different rays, respectively.

In all, at the beginning, E[L(?)] distant scatters and one
nearby scatterer are generated according to cluster generation
process. With ongoing time, at the beginning of each time
period 1t, disappearing clusters are removed from CIRs and
new generated clusters are added into CIRs. At the same time,
due to the location changes of both Tx and Rx, parameters
of surviving clusters will change in time period 1¢. Hence,
we applied the evolution process to model surviving clusters.

70724

D. EVOLUTION OF SURVIVING CLUSTERS

1) Update delays: During the surviving period, the time

delay of each cluster will change according to related

distance between Tx, scatterers, and Rx. Since the

movements of scatterers usually have negligible influ-

ence on channels, we just assume every distant scat-

terer has the relative movement to dynamic coordinate
origin,

Si;n(t) D Syt 11)  vrle
S;(t) DS;(r 1dr) vwvglet; [=>1. (26)

Thus, the time-variant propagation distances of differ-
ent taps can be obtained by

Dy:tr(t) DK LR (?)

where D;:1/r(t) denote the distances between the /-th
scatterer and Tx (Rx). Then we can get the time delay
of taps caused by distant scattering region / > 1

Sink;, =1 (27)

1(t) D (Di;r(1) C Dy;r(1)=¢ (28)

where ; are path delays of the /-th taps in CIR expres-
sion. As for the delay of first tap, it can represented by
1(#)  Los(®).

2) Update power: The time-variant cluster power can be
calculated by a single slope exponential power delay
profile with the attenuation factor according to the taps’
time delay ;(¢). The cluster power can be defined
according to time-variant cluster delay ;(¢) and other
parameters by

PA()D exp (1) 10 10

1 r Y
r

where Y; follows the Gaussian distribution. Besides,
when clusters fade in and fade out, the power of cluster
will present a transition process. In order to realize
the smooth transition behaviour, the transition region is
applied while cluster appearing and disappearing [33].
Here, the power of each cluster is multiplied by the
power control factor ;(¢) defined by

1(1)
D ! arctan(z[LCC(ﬂt gl LTI) (vr CVR)])

c %; 20T (29)

in which 7; is the lifetime of the [-th cluster, and L. is
the length of the transition region. With this power con-
trol factor, the cluster birth-death process can be more
smooth. Since the proposed channel model mainly
investigate the small-scale fading, the total received
power is normalized to one, and the normalization
process can be expressed as

PP )
B0 RZK0)

Pi(t) D (30)
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3) Update angle parameters: For the scattering rays,
the position vector of the n-th scattering point in
[-th scatterers S;;, can be obtained according
to (25)(31). Note that in the dynamic coordinate, distant
scatterers S; are moving like expressed in (27), nearby
scatterer Sy is static like: S;(z) D S1(r 1r) and the
X, y, and z components of Sy, i.e., X1:, Y1:1, and 21
have the expressions as

X1:n D Rcos 2B';’1

SB;
Vi D xpptan 5"
q

2D a2 Cypltan 22 (3D
The relationship between AoA and AoD can be

obtained by geometric algorithm as

SB;. . Zm  ZTR
R D arcsin—— = (32)
s Dy;r(7)
Xi:n  XT/R
Earctan(n—); X xyrR=>0
?/';l;n D yl;n )’T/R
XI; XT/R
T arctan(—2——2)C 5 xp xrr O
Yiin  YTR

(33)

Similarly, according to geometric algorithm, the AAoA
and EAoA of DB components are equal to those of
SB components on the cylinder scattering region, and
AAoD and EAoD of DB components are equal to
those of SB components on the /-th truncated ellipsoid
scattering region. At last, in terms of LoS and ground
reflection components, we can get

LoS arcsinZDT R (34)
8 LoS(l)
Xr X
2 arctan(———F): xr xg>0
o
?arctan(u)C ;oxr xg O
Yr YR

(35)

In case of AAoD, EAoD of LoS component ]T‘OS and
LoS. LoS LoS LoS LoS
o 7> D R T D. & . The angle
parameters of the ground reflection component are

updated using the similar process: TR/"’I{ D ]T“,"1§, and
Ref D

TR arctan((zr Czr)= (xr xR)*C(rr  yr)?).
The cluster power and time delays in LoS scenario,
i.e., the power delay profile (PDP) of the proposed model,
are depicted at the time instant # D 1Is in Fig. 4. It can
be observed that clusters more likely to appear at lower
time delays the cluster with higher time delay tends to have
lower power. Fig. 5 illustrates the cluster evolution process
in non-LoS (NLoS) scenario. The expectation of cluster
number is set to E[L(z)] D 20, a smooth cluster birth-
death process can be observed when clusters appear and
disappear.
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Time delay, T, (s) x10°

FIGURE 4. A snapshot of the cluster power and cluster time delays at
tD1s (K D10, yr D 0.2, TsB, D 0.8, 1B, D 0.9, TDg, D 0.1, D 0.8,
Ar D 0.08).

Cluster birth ||

N
o

«— Cluster death

Cluster index
N
(6]

-
o

2 4 6 8 0 12 14 16 18 20
Time, t (s)

FIGURE 5. Time-variant clusters with birth death process (L(tg) D 20,
Ag D0.8,Ag D0.04, vy D10 m/s,vg D5 m/s, D¢ D10 m, Lc D 60 m).

I1l. CHANNEL CHARACTERISTICS

A. LOCAL STCF

In this paper, the normalized local complex STCF for pro-
posed non-stationary GBSM is defined as

Elhp,(Dh ppt  11)]

(36)

hpaqo(f; 1) D ¢ 5 3
E[ hpg(@) "1IE[ h pp(z  11) 7]

where () is the complex conjugate operation. Since the cor-
relation properties are completely determined by correlation
properties of each tap, and no correlation existing between
different clusters is assumed. The STCF can be expressed

B
pahgg @ LD D PUO) hpp oG A0 (B7)
ID1

In case of the first tap, i.e., the superposition of LoS, ground
reflection, and cylinder scattering components, the STCF can
be written as

(t;1r)C Ref

h];pth e

(t;1r)D LoS

h1ipghy; g

(t; 1p)

1ipghyph g

SBy (t: 1) (38)

hispghy; g
Whereas for other taps, we have

(t;1r)C P¥

hispghy g

(t; L1):
(39

;1D B

hizpghyphg hispghy:
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Applying the corresponding distribution of LoS, ground
reflection, and SB components, the STCF of the first tap can
be expressed as follows

LoS h, 00( lt)D . Jko(AL"S)e/Z 11(frn B*SCfrm C)

hi3pq

(40)
with ALS D ddr[cos( 7 LoS 7)cos IT“’Scos r C
sin IT“’ssm ] C 1dg[cos( g "Los R)COS Ilgoscos rC
sin II‘;OSsm rl, BL°S D cos( IT‘OS 7)cos %OS

cos 7C sin Ifossin 7, and CL°S D cos( ]1505 R)COS I%OS,
and

Ref (t:16)D —"—e¢ Jho(AR) 42 L1(frmBR Clm CRe)
’ K

hiipghy i

(41)
with ARf D ddr[cos( 7 Ref T)cos Refc:os r C
sin Refsin 7] C  Ldg[cos( X Ref r)cos Refeos g C
sin Refsin g], BRI D cos( Ref r)cos Refeos 7C

sin ¥6f51n 7, and CRef D cos( ,%ef R)COS Ref As for
the SB scattering components in first tap, we have
Z 712
SB;1 [e jko(ASBI)
KCI1

5By (t;16) D

h';pth;poqo
1;1
o2 1t (frmBSB1 Cfgm CSBI )]

f( SBl’ SBl)d( SB|1 I§B1) (42)

withASB1 D ddr[cos( 3P

7)cos ;Blcos r C
sin ?B‘sin r] C Ldg[cos( 2}31

B
R)COS 2 'cos g C

SBj SB SB; SBy
sin  'sin g], B>®! D cos( g T)Cos T 'cos 7 C
sin TRefsin 7, and CSB1 D cos( ' R)COS R . Besides,

for the other taps containing scattering components, we have

Z 72

SB; . _ Jko(ASBI)
hl;pth;poqo (t! 1t) D SB,I [e

I;1
o2 1z<meBSBICmecSBl>]
FC B SBha 3P 8B 43)

SB SB
where ASB1 D Ldr[cos( > 7)cos 5 'cos 7 C
. SBy . B
sin Z 'sin 7] C Ldglcos( p ' R)COS p 'cos g C
T B B
sin p 'sin gl, BSB D cos( 7 SBi 7)Cos 7 SBi

. B .

cos 7 Csin ; 'sin 7, and CSB! D cos ( R !
and

SB
R)COS R ',

DB (t; 11)

h];pth;quO
Z 7127 712
D pay [e Hk0APPD 2 Lt(frmB ! Ciem CPP1),
1;1 I;1
f( DB;. DBl)f( DB;. DB1)
d( DB’, Rohd( DB’, e (44)
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DB DB
where APB! D 1dy[cos( 7 r)cos 5 'cos 7 C

. DB . D DB

sin ;'sin 7] C ddg[cos( ;' 7)cos 5 'cos 7C
. DB; . DB DB
sin 7 'sin 7], BP® D cos( 7 7)Cos 7'
cos 7 Csin TDBIsin 7,and CPBI D cos( RB’ R)COS ,]?B’.

B. DOPPLER PSD

The Doppler PSDs of the proposed channel model can be
calculated by applying Fourier transform to local STCF with
respect to time interval 1¢, and the total Doppler PSD can be
obtained by summing Doppler PSDs of every tap as

24
Shopghp g (D3 0) D Pi(O)Shy iy 00 D3 1) (45)
DI

where fp is the Doppler frequency that jfpj < fRm Cfrm, and
Doppler PSD for each tap can be calculated as

71
Shipghiyt g (D3 DD gy (13 L)e 72 PHALs: (46)

a1

C. RMS DELAY SPREAD

RMS-DS is one of the most important measures of wideband
delay dispersion and can be calculated as the square root of
the second central moment of the channel PDP [39], i.e.,

q_
D 2-72 47)
where
) 5 )
Pi(t) 4 Pi(t) |
3 p /D . —p D! 48)
=) ' L)
Pi(t) Py(1)
ID1 D1

D. TIME-VARIANT TRANSFER FUNCTION
The time-variant transfer function of proposed wideband
model is defined as the Fourier transform of time-variant

CIR hpy(t; ) with respect to time delay
7
Hpy(f;0)D  Iyy(t; e 27 d - (49)
1

Since the time delays are discrete in our model, the integral
operation can be replaced by summation operation and time-
variant transfer function can be expressed by

24 ‘
hispg(t)e 72 110 (50)
ID1

Hpy(f;t) D

E. STATIONARY INTERVAL

The stationary interval is defined as the maximum duration
during which WSS assumption is valid. Here, method of local
region of stationary (LRS) is used to calculate the stationary
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interval [40]. Firstly, the average PDP is obtained by taking
average of Nppp PDPs as
kChyegp 1 5

hpg(ti; ) (5D

Py(tx; )D

PDP L
The average time is chosen as Nppp D 10. Then the corre-
lation coefficient between two APDPs in #; and 7, C 1t is

obtained by
Pu(ty; ) Pty Cdt; )d
c(t: 11) D . n(tk; ) Ptk )

maxf Pu(tx; )2d ;KfTh(tkC:Lt; )2d 9'
(52)

At last, the stationary interval can be calculated as the largest
interval within which the correlation coefficient beyond a
certain threshold cyresh, 1.€.,

Ts(tx) D maxfleje(ty; 1t)  Cihwesholdd: (53)
IV. SIMULATION MODEL AND RESULT ANALYSIS

In this section, an SoS simulation model is developed based
on the previous analytical model by applying finite rays num-
ber in each cluster. Besides, derived statistical characteristics
are analyzed at different time instants and scenarios. Finally,
simulation results are compared with some available UAV-to-
ground channel measurement results to validate the utility of
proposed channel model.

A. SOS SIMULATION MODEL FOR WIDEBAND A2G
CHANNELS

In the previous derivation, we use the analytical model assum-
ing infinite rays in each scatterers, and channel statistical
characteristics can be obtained by integral computation of the
AoAs and AoDs. However, integral computation cannot be
realized in channel simulator design. Hence, in order to make
our channel model more practical, a SoS simulation model is
developed by replacing integral computation with summation
computation. Since in the integral computation, variables of
integration are AoAs and AoDs, discrete AoAs and AoDs
are introduced in the SoS model and other parameters are
identical to those of the analytical model.

To obtain discrete AoAs and AoDs following certain dis-
tribution, the method of equal volume (MEV) is applied. The
main idea of this method is applying inverse function of inte-
gration to generate the set of T ;; ,-g?gl meet the condition
as

ZiZi

o1
FCi)dd DA

: (54)

1

The detailed description of this method is shown in [34].
Based on the MEV and our proposed model, the correspond-
ing channel characteristics of SoS simulation model can be
obtained by applying the discrete angular parameters and
summation computation in derivation of channel character-
istics in analytical model. Because of the limitation of length,
there is no more repetition.
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FIGURE 6. Analytical and simulation normalized temporal ACFs at
different time instants (fc D 2.5 GHz, vg D 3 m/s, vy D 30 m/s,
h; D2m,K D 0.3, L(tg) D 10, Ag D 0.8, A D 0.08).

B. CHANNEL CHARACTERISTICS ANALYSIS
In our simulation process, we consider a low-altitude UAV
communication scenario, and the following parameters are
chosen unless otherwise specified: f, D 2:5 GHz, Dyos(t D
0) D 1000 m, vg D 3 m/s,vr D 30m/s, 7 D =4,
D =4, D =24, D =12; +t D =6, p D
=3; g D =12, hy D 2 m, D ,k D 10,
> D =24,L(txp) D 10, ¢ D 0:8, g D 0:08. Note
that in this paper, both movements of the UAV and ground
terminal are taken into account. Considering that scatterers on
the ground are mainly buildings, lamps, trees, etc., the heights
of these scatterers are limited so the distant scattering EAoAs
are set range from O to =12. After repeatedly verification,
the rays number in each scatterer is choosed as 50 in our
SoS simulation model, which ensures both the accuracy and
simplification.

Fig. 6 shows the temporal ACFs 5, (17) for analytical
model and simulation model at different time instants. Tem-
poral ACFs can be calculated as by setting 1dg D 1dr D 0
in (36). In different time instants, the temporal ACFs present
shifting and the main reason is the changing of Doppler
frequencies. It can also be seen that temporal ACFs of ana-
lytical model and simulation model match with each other at
different time instants, which validates the correctness of the
parameter generation method.

Fig. 7 presents the spatial CCFs hpthuq(ldR) at Rx side
for different time instants. Spatial CCFs can be calculated
by setting 17 D 0 in (36). The variation of CCFs is due to
the angular parameter shifting caused by movements of the
UAV and ground terminal. Meanwhile, simulation results are
compared with analytical results to ensures the correctness of
our simulations and derivations.

Fig. 8 illustrates the Doppler PSDs of scattering compo-
nents at different time instants. By analysis of Doppler PSD
for scattering components in our simulation, it is observed
that the Doppler PSD drift over time due to the movements
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FIGURE 7. Analytical and simulation spatial CCFs at Tx side at different
time instants (fc D 2.5 GHz, vg D3 m/s, v D30 m/s, hy D2 m, K D 0.3,
L(tp) D 10, Ag D 0.8, Ag D 0.08).

FIGURE 8. Analytical and simulation normalized Doppler PSDs at
different time instants (f¢ D 2.5 GHz, vg D 3 m/s, vy D 30 m/s,
hy D2m, K D 10, L(tg) D 10, Ag D 0.8, Az D 0.08).

of UAV and ground terminal. Also the analytical results are
compared with simulation results.

Fig. 9 presents the time-variant transfer functions of both
non-stationary and WSS simulation model. In order to make
proper comparison, we put both non-stationary and WSS
transfer functions in colormap figures. We set the centre
frequency to 2.5 GHz and band width to 10 MHz. At the
beginning ¢ D 0s, WSS model and non-stationary model have
similar transfer function. As time goes on, transfer function of
non-stationary model tends to have more frequent fluctuation.
Therefore, our simulation model indeed presents more non-
stationary channel properties of UAV-to-ground channels.

Fig. 10 compares the stationary interval in LoS and NLoS
scenarios. In the NLoS scenario, the power of LoS and
ground reflection components are set to zero, and the total
power of scattering components are normalized to one. In the
comparison results, the mean value of the stationary interval
in LoS scenario is larger than that of the NLoS scenario.

70728

FIGURE 9. Time-variant transfer functions of WSS model and proposed
non-stationary model (fc D 2.5 GHz, vg D3 m/s,vyf D30 m/s,h; D2 m,
K D 0.3, L(tg) D 10, Ag D 0.8, Ag D 0.08).

FIGURE 10. The stationary intervals with respect to time in LoS and NLoS
scenarios (fc D 2.5 GHz, vg D 3 m/s, vi D 30 m/s, hy D 2 m, L(tg) D 10,
Ag D 0.8, Az D 0.08).

Besides, the stationary interval in NLoS scenario presents
more frequent fluctuations than LoS scenario.

Fig. 11 gives the complementary cumulative distribution
functions (CCDFs) of the stationary intervals with differ-
ent UAV and ground terminal moving velocities. It can be
observed that the higher moving velocities will reduce the
periods of stationary intervals. The reason is that the higher
velocities will lead to fast channel changing.
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FIGURE 11. The CCDFs of stationary intervals with different UAV and
ground terminal velocities for proposed model (fc D 2.5 GHz, vg D 3 m/s,
vy D30 m/s, hy D2 m, L(ty) D 10, K D 10, Ag D 0.8, Ag D 0.08).

FIGURE 12. Comparison of RMS-DS with proposed model, cylinder
model, and measurement data (fc D 2.5 GHz, vg D 3 m/s, vi D 30 m/s,
hy D2m, L(tg) D 10, Ag D 0.8, Ag D 0.08, other parameters are in Table 2.

TABLE 2. Definition of simulation parameters.

C. MODEL VALIDATION
In order to verify the utility of our proposed model, we look
for the A2G channel measurement results of RMS-DS, tem-
poral ACF, and spatial CCF. Firstly, we give the fitting result
of RMS-DS. The model validation simulation parameters are
set according to measurement settings in [39]: f. D 2:5 GHz,
Diost D0 DSOOm,hy D2m, + D , r D =4,
7 D 0. The fitting parameters can be found in Table 2.

Fig. 12 compares the RMS-DS with proposed model, sin-
gle cylinder model in [24], and measurement results at sce-
nario 1 (open scenario) and scenario 2 (residential scenario).
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FIGURE 13. The comparsion of proposed GBSM and measurement results
for (a) temporal ACFs and (b) spatial CCFs. (a) fc D 2.5 GHz,

D | os(t DO) D 1000 m, vg D 10 m/s, vi D40 m/s, yr D &, yg D n/4,

& DO,hy D10 m, ¢(t DO) D /3. (b) fc D 2.6 GHz, DD 500 m, y; D =,
YR Dn/4,6 DO, hy D10 m, ¢(t DO) D /6.

The single cylinder model also limited the scattering region to
a certain height near the ground plane. It can be observed that
proposed model has better fitting with measurement results
compared with single cylinder model, which because that in
our model different elliptical cylinder scattering regions are
defined as different TDL structure with definable parameters.
But for cylinder model, it’s hard to define the scattering
region at certain time delay.

Fig. 13 presents the comparison of temporal ACFs and
spatial CCFs for measurement data and proposed simulation
model. In Fig. 13(a), temporal ACF was obtained as flown
distances divided by UAV velocity [35]. Theoretical temporal
ACF was obtained from the proposed model with the param-
eters setting: fo D 2:5 GHz, D1,s(r D 0) D 1000 m,
vRDlom/S,VTD40m/S, TD , RD :4,TDO,
hy D 10 m, >(r D 0) D =3. In Fig. 13(b), we matched
the simulation received spatial CCF with measurement data
from [38]. The theoretical result of spatial CCF in Fig. 13(b)
was obtained with simulation parameters as f, D 2:6 GHz,
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Diost D O)D5OOm, D , gD =4, r DO,
hy D10m,”(t D 0) D =6.1Itcan be found that the proposed
simulation model also match well with measurement results.

V. CONCLUSIONS

In this paper, we have proposed a wideband non-stationary
UAV-to-ground V2V GBSM, which is able to investigate
the time-variant UAV-to-ground channels. Both movements
of UAV and ground terminal have been taken into account.
Besides, the cluster evolution process has been introduced
to represent the scenario changing with respect to time.
In order to make our model more accurate, the effective
scattering region has been limited to near the ground plane
and transition regions have been applied to provide a smooth
cluster birth-death process. Based on the proposed model,
some important channel characteristics have been derived,
such as STCF, Doppler PSD, time-variant transfer function,
RMS-DS, and stationary interval. The simulation results
match the analytical results very well, showing the correct-
ness of both derivations and parameter generation method.
In addition, the RMS-DS, temporal ACF, and spatial CCF of
the proposed channel models have been verified by measure-
ments results, which confirms the correctness of our proposed
model and simulation process. In the future, we plan to
investigate the A2G channel model in millimeter wave band
and evaluate UAV-aided communication performance based
on our channel model.

APPENDIX

CALCULATION OF EFFECTIVE SCATTERING REGION
According to the property of the ellipsoid, the / th tap delay
scattering region having time delay ; correspond to scatter-

ing region which has the propagation distance ;c between
LT, Sl, and LR.

k Lt S; k Ck L S kD IC. (55)

Substituting the expression of ground plane z D 0
into (55) and through further simplifying processing we can
get effective scattering region on the ground plane

Ax>CByY’ CCxyCDxCEyCFDO (56)
where
AD4c ) 4y’
B D 4(c |)* 4xp?
CD 8xryr
DD 4xTH
ED 4yTH

F D 4z%(c ) H?
2 2 2 2.
HDc ;Cxp"Cyr“Cazp ZR”:

In order to facilitate the calculation and expression, the ellipse
general expression is used rather than the standard expression
in [28].
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