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Abstract The fth generation (5G) wireless communication networks a re being deployed worldwide from
2020 and more capabilities are in the process of being standa rdized, such as mass connectivity, ultra-reliability,
and guaranteed low latency. However, 5G will not meet all req uirements of the future in 2030 and beyond, and
sixth generation (6G) wireless communication networks are  expected to provide global coverage, enhanced
spectral/energy/cost e ciency, better intelligence leve | and security, etc. To meet these requirements, 6G
networks will rely on new enabling technologies, i.e., air i nterface and transmission technologies and novel
network architecture, such as waveform design, multiple ac cess, channel coding schemes, multi-antenna tech-
nologies, network slicing, cell-free architecture, and cl oud/fog/edge computing. Our vision on 6G is that it
will have four new paradigm shifts. First, to satisfy the req  uirement of global coverage, 6G will not be limited
to terrestrial communication networks, which will need to b e complemented with non-terrestrial networks
such as satellite and unmanned aerial vehicle (UAV) communi cation networks, thus achieving a space-air-
ground-sea integrated communication network. Second, all spectra will be fully explored to further increase
data rates and connection density, including the sub-6 GHz, millimeter wave (mmWave), terahertz (THz),
and optical frequency bands. Third, facing the big datasets generated by the use of extremely heterogeneous
networks, diverse communication scenarios, large numbers of antennas, wide bandwidths, and new service
requirements, 6G networks will enable a new range of smart ap plications with the aid of arti cial intelligence
(Al) and big data technologies. Fourth, network security wi Il have to be strengthened when developing 6G
networks. This article provides a comprehensive survey of r ecent advances and future trends in these four
aspects. Clearly, 6G with additional technical requiremen ts beyond those of 5G will enable faster and further
communications to the extent that the boundary between phys ical and cyber worlds disappears.

Keywords 6G, vision, network architecture, air interface and transm ission technologies, space-air-ground-
sea integrated network, all spectra, arti cial intelligen  ce, network security.
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1 Introduction

The fth generation (5G) wireless communication networks are beirg standardized and deployed world-
wide from 2020. Three major communication scenarios of 5G are eahced mobile broadband (eMBB),
massive machine type communications (mMTC), and ultra-reliable andlow latency communications
(URLLC). The key capabilities include 20 Gbps peak data rate, 0.1 Gbps user experienced data rate,
1 ms end-to-end latency, supporting 500 km/h mobility, 1 million devices’/km? connection density, 10
Mbps/m? area tra c capacity, 3 times spectrum e ciency, and 100 times energy e ciency compared
to the fourth generation (4G) wireless communication systems. Vaous key technologies such as the
millimeter wave (mmWave), massive multiple-input multiple-output (MIM O), and ultra-dense network
(UDN) have been proposed to achieve the goal of 5GLJ.

However, 5G will not meet all requirements of the future in 2030+. Researchers now start to focus
on the sixth generation (6G) wireless communication networks. Oneof the main distinguishing features
of 5G is low latency or more speci cally guaranteed (deterministic) latency, which needs deterministic
networking (DetNet) to guarantee end-to-end latency with punctuality and accuracy that future use cases
demand. The 6G will have additional requirements of high time and ph&e synchronization accuracy
beyond what 5G can deliver. Additionally, 6G will have to provide near 100% geographical coverage,
sub-centimeter geo-location accuracy and millisecond geo-locatiompdate rate to meet use cases. As 5G
networks are still limited to some typical scenarios, remote areasugeh as villages and motorways are not
well covered, which limits some applications such as driverless vehicledNon-terrestrial and speci cally
satellite communication networks are needed to complement the teestrial networks for cost-e ective,
seamless, and ubiquitous service availability. Unmanned aerial vehicl@UAV) communication network
is important for fast response in harsh and di cult environments. M aritime communication network is
needed to provide ships with high quality communication services. WhilemmWave can provide Gbps
level transmission data rate in 5G, Tbps level transmission data ra¢ will be needed for applications
such as high quality three-dimensional (3D) video, virtual reality (VR), and mix of VR and augmented
reality (AR), where terahertz (THz) and optical frequency bands can be candidate bands. Faced with
the big datasets generated by using extremely heterogeneoust®rks, diverse communication scenarios,
large numbers of antennas, wide bandwidths, and new service regements, 6G networks will enable a
new range of smart applications with the aid of arti cial intelligence (A1) and machine learning (ML)
technologies. One automation level is for improving the network peformance itself in many aspects, for
example, quality of service (Qo0S), quality of experience (QoOE), serity, fault management, and energy
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e ciency.

Up to 5G, tra c on the network is dominated by video or streaming ap plications. Besides all appli-
cations and requirements mentioned above, we can learn from 5G tdile Internet applications [2] that
wireless networked control of robotic objects (e.g., automated dving or factory logistics) is a new ex-
citing application for cellular technology, but this also generates newchallenges. When analyzing the
network tra ¢ generated by these applications, many mobile objects must share sensor as well as control
information, which overburdens a centralized control system. Irstead, distributed control systems using
Al are becoming a focus in research and development. In particulafederated learning shows to be a
promising approach, where dataset correlation algorithms are distbuted over mobile robotic objects and
aggregated learning happens over the cloud. Interestingly, this gnerates a completely new class of net-
work tra c, with large bandwidth and widely varying latency demands . It is highly likely to assume that
these and equivalent Al applications will not only overtake but dominate the network tra ¢ demands of
6G. This is untouched soil, which makes it exciting and very challenging aithe same time!

In comparison with the 5G network, 6G wireless communication netwoks are expected to provide
much higher spectral/energy/cost e ciency, higher data rate (T bps), 10 times lower latency, 100 times
higher connection density, more intelligence for full automation, sib-centimeter geo-location accuracy,
near 100% coverage, and sub-millisecond time synchronization. Newir interface and transmission
technologies are essential to achieve high spectrum e ciency andreergy e ciency, including new wave-
forms, multiple access approaches, channel coding methods, misintenna technologies, and proper com-
bination of all these diversity techniques. In the meanwhile, novel etwork architectures are needed,
for example, software de ned network/network functions virtu alization (SDN/NFV), dynamic network
slicing, service-based architecture (SBA), cognitive service argtecture (CSA), and cell-free (CF) archi-
tectures.

However, softwarization comes at a cost, as we can learn from 5Gegloyment. The use of commercial
o -the-shelf (COTS) servers versus domain speci ¢ chips in a virtualized radio access network (RAN)
implies a large increase in energy consumption, countering measuré&s improving energy e ciency. This
results in the current fact that 5G networks consume more powerthan 4G networks, but of course at
a delivery of a higher bandwidth. In contrast, we should deliver networks that at the time of their
introduction do not exceed the previous generation's power needsFor 6G we therefore will require a
new computing paradigm to support all bene ts of softwarization without bearing the costs of energy
consumption.

Computing technologies such as the cloud computing, fog computingand edge computing are im-
portant for network resilience, distributed computing and processing, and lower latency and time syn-
chronization. In order to solve the limitations of 5G including the drawback of short-packet, provide
the delivery of high-reliability, low-latency services with high data rates, system coverage and Internet
of everything (IoE) [3], and to meet the demands of mobile communications of the year 2038nd be-
yond [4], 6G network should make the human-centric, instead of machine-@ntric, application-centric, or
data-centric, as the vision p]. To meet these requirements, 6G wireless communication networkwill
have new paradigm shifts. Our vision of 6G network is illustrated in Figure 1. First of all, 6G wireless
communication networks will be space-air-ground-sea integratechetworks to provide a complete global
coverage. The satellite communication, UAV communication, and maitime communication will largely
extend the coverage range of wireless communication networks.olprovide a higher data rate, all spectra
will be fully explored, including sub-6 GHz, mmWave, THz, and optical frequency bands. To enable
full applications, Al and ML technologies will be e ciently combined with 6G wireless communication
networks to have a better network management and automation.Furthermore, Al technology can enable
the dynamic orchestration of networking, caching, and computingresources to improve the performance
of next-generation networks. The last but not the least trend is the strong or endogenous network secu-
rity for both physical layer and network layer when developing it. Industry verticals, such as cloud VR,
Internet of things (IoT) industry automation, cellular vehicle to ev erything (C-V2X), digital twin body
area network, and energy e cient wireless network control and federated learning systems will largely
boost the developments of 6G wireless communication networks. Awverview of 6G wireless networks
is shown in Figure 2, where the performance metrics, application scenarios, enablingethnologies, new
paradigm shifts, and industry verticals are given.

The organization of this paper is shown in Figure3. The limitations of 5G, the requirements of 6G,
and the 6G vision are introduced in Sectionl. In Section 2, the performance metrics and application
scenarios of 6G wireless networks, as well as example industry verals are presented. The enabling
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(Color online) An overview of 6G wireless communication net

works.

technologies, including the air interface and transmission technolaogs, and novel network architectures
for 6G wireless networks are given in Sectior8. The new paradigm shifts, i.e., the global coverage,
all spectra, full applications, and strong security, are presentd in Section 4. Conclusions are drawn in
Section 5. The abbreviations in this paper can be found in Appendix A.
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Section 3: Enabling technologies

Section 5: Conclusion

Figure 3 (Color online) Organization of this paper.

2 Performance metrics, application scenarios, and example industry verticals

2.1 Performance metrics and application scenarios

Compared to 5G (IMT-2020) [6], 6G networks are expected to achieve superior performance anthve
more performance metrics, as illustrated in Figure4. The peak data rate for 5G is 20 Gbps, while for 6G
networks it can be 1{10 Tbhps with the aid of THz and optical frequency bands. The user experienced data
rate can achieve a Gbps-level with these high frequency bands. Eharea tra c capacity can be more than
1 Gbps/m?. The spectrum e ciency can increase 3{5 times, while the network energy e ciency must
increase by more than 100 times compared to 5G to make-up for theacrease in data rate by 100 times.
This can be achievable by applying Al to achieve much better networkmanagement and automation.
The connection density will increase 10{100 times owing to the use aéxtremely heterogeneous networks,
diverse communication scenarios, large numbers of antennas, amide bandwidths. There are multiple
types of mobility introduced by satellites, UAVs, and ultra-high-speed trains, which can move with a much
higher speed of larger than 500 km/h in comparison to the existing terestrial terminals. For a selected
set of applications, the latency is expected to be less than 1 ms. Indalition, other important performance
metrics should be introduced, e.g., cost e ciency, security capaciy, coverage, and intelligence levelT].
As a comparison, Bell laboratory proposed some key performanceetrics in March 2019. The peak
data rate is expected to be more than 100 Gbps. The user experiead data rate is 1{10 Gbps. The
connection density is 16 devices/km?. The latency is expected to be less than 0.3 ms. The energy
e ciency is expected to be 10 times compared to 5G. The capacity is gpected to be 10000 times of
5G systems. Other metrics include 10 cm level indoor positioning acgacy and 1 m level outdoor
positioning accuracy, and six \9" reliability. In [ 8], the authors proposed the key performance metrics
as> 1 Tbps peak data rate, 1 Gbps user experienced data rate, 10{T0 s latency, 1000 km/h mobility,
10’ devices/km? connection density, 1 Gbps/n? area tra ¢ capacity, and 10{100 times energy e ciency
and 5{10 times spectrum e ciency compared to 5G. The authors in [9] showed a similar vision on
the key performance metrics of 6G networks. However, none ofhese publications has yet taken the
kind of tra c and the performance criteria into account which will be demanded to serve distributed
Al for implementing wireless network control systems for tactile Internet applications, as mentioned in
Section 1. For this eld of application, much understanding must be generated over the next years to
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Figure 4 (Color online) Performance metrics of 6G communication net works.

design and dimension 6G networks to match the upcoming bandwidth latency, reliability, as well as
resilience demands which are set by the applications.

While 5G mainly concentrates on eMBB, mMTC, and uRLLC, 6G networks will largely enhance and
extend the application scenarios. In §], the authors named the enhanced three scenarios as feMBB,
umMTC, and enhanced-uRLLC (euRLLC). Several other application scenarios, such as LDHMC, and
ELPC, are also promising. In H], these three scenarios were named as the ubiquitous mobile ultra-
broadband (uUMUB), ultra-high-speed with low-latency communications (UHSLLC), and ultra-high data
density (uHDD), respectively. In [10], apart from the three scenarios, the authors also illustrated otter
applications, including Al, mobile ultra-wideband, and super loT.

The international telecommunication union (ITU) released the 6G initial research schedule in February
2020. Its 6G vision and technology trends study are expected todcompleted by 2023. The ITU-T focus
group technologies for network 2030 (FG NET-2030) was establigkd by ITU-T Study Group 13 at its
meeting in Geneva, 16{27 July 2018. It intends to study the capabiliies of networks for the year 2030
and beyond, when it is expected to support novel forward-lookingscenarios, such as holographic type
communications, extremely fast response in critical situations andhigh-precision communication demands
of emerging market verticals.

The potential use cases to widely support the human-centric commnication concept in the 2030s
contain communications of wearable devices, integrated headsetsnplantable sensors, human bond com-
munications, smart cars, smart manufacturing, and Industry 4.0and robotics [4,11]. In addition to con-
ventional mobile communication devices (e.g., mobile phones and lapt), taking health-related wearable
devices into consideration, the transmit power and frequency bad used in these new communication de-
vices should be strict constraints. As these devices will work on théiuman body and collect required
data, the device weight and the security of data should be consided when designing them 4].

In summary, our vision on 6G application scenarios is that it will include the strengthened three 5G
scenarios and other new scenarios, as shown in Figute For the strengthened three 5G scenarios, i.e.,
feMBB, umMTC, muRLLC, MBRLLC, and ERLLC scenarios, the perfo rmance will be largely improved
in 6G. A variety of potential new application scenarios are also enable by 6G, such as (1) human-centric
services, (2) long-distance and high-mobility communications, (3) gtremely low-power communications,
(4) convergence of communications, computing, control, localizabn, and sensing, (5) space-air-ground-
sea integrated networks, (6) distributed Al (e.g., federated leaning) applications, (7) remote holographic
unmanned systems, (8) Internet of bio-nano-things, to name adw [12]. A comparison of 5G and 6G
requirements of key performance metrics and application scenargis illustrated in Figure 6.
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2.2 Example industry verticals

The current 5G wireless communication networks have shown the ssibility to be the fundamental
infrastructure of modern information society. There have been eme potential industry verticals based
on 5G networks and it will be deepened in future 6G networks. Here w emphasize on example industry
verticals, including cloud VR, IoT industry automation, C-V2X, digita | twin body area network, and
energy e cient wireless network control and federated learning ystems.
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Figure 7 (Color online) Cloud VR reference architecture [ 17].

2.2.1 Cloud VR

VR technology has been employed in several professional verticalgich as education, healthcare, and
military [ 13{16] over the last few years. Because VR provides great immersive aridteractive experiences
by breaking through cost and risk constraints in the physical world it has signi cant potential to reshape
our daily life and work eventually. Because VR is a computer-generatd world, computing power is one
of the key requirements for immersive experiences. Mobile VR is enii@ned to be the future owing to its
lower price, compact size and portability. However, the processingapability of the mobile VR devices
cannot meet the high- delity VR requirements. This inevitably leads t o unsatisfactory QoE. An ideal
VR system must satisfy all the three requirements at the same time cheap, high-quality graphic, and
portability.

Thanks to the advancement of 5G and multi-access edge computinMAEC) technologies, the idea
of cloud VR has been turned into an approachable target. Figure7 presents a cloud VR reference
architecture [17]. We started to see cloud VR services o ered by telecommunication perators since 2018,
such as China Mobilé), LG Uplus? and China Telecon?®). The popularity of cloud VR may be attributed
to several bene ts to customers, developers, and operatorsFor customers, cloud VR enables them to
enjoy high-quality VR service experience anytime and anywhere witbut buying expensive terminals. For
developers, cloud VR allows them to gain more revenue by reaching ot massive customers and reduce
porting costs. For operators, cloud VR can be a prime use case to\terage the use of 5G and MAEC.
Most importantly, it can help operators to embrace the digital business transformation, from the tra c
operation to experience operation, from connectivity to cloud plaform and services.

Despite small scale solutions already exist today, there are sevdrarucial challenges which should
be improved towards 6G era. We summarize the most important aspet as follows. Firstly, cloud VR
platforms require the usage of mobile edge computing (MEC) with exensive accelerators which lead
to high investment cost. Secondly, the cloud VR services require @ésemely low latency which is a key
challenge for better customer experience. Last but not least, th cloud VR architecture allows the research
community to optimize the processing pipeline. To solve the problemsa thorough understanding and
exploration of existing academic and industrial research and devefument can help to improve the cloud
VR system towards 6G.

A set of graphics processing units should provide rendering serviseio run multiple VR applications
simultaneously for di erent customers in a commercial deployment senario. In order to save the invest-
ment cost, it must bring together many technologies to function. For general purpose, foveated rendering
is employed to improve the rendering performance. In cloud VR, thefoveated rendering is helped to

1) China mobile launches cloud-based VR service with Huawei 2018.
huawei-helps-china-mobile-fujian-release-worlds- rs t-operator-cloud-vr-31764/
2) LG Uplus to launch 5G-based cloud VR game service. http://www.koreatimes.co.kr/www/tech/2019/07/133 _271632.html .
3) China Telecom Sichuan powers cloud VR with dual-gigabit s ervices. https://www.huawei.com/en/about-huawei/

publications/communicate/88/china-telecom-sichuan-c loud-vr-dual-gigabit

https://www.telecomtv.com/content/vr-ar/
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reduce the computational loads in the cloud and lower the transmis®n bandwidth. Authors in [ 18] in-
troduced the method to lower the amount of shading by using eye+iacking. The key contribution of their
study is to demonstrate how the presence of foveated renderincan improve the rendering performance by
reducing the eld of view. Authors in [ 19] presented a cloud VR system based on the simulator platform
SIGVerse that collects human gaze-controls and interpersonal<haviors by using immersive interfaces.
Their experiments reveal the e ectiveness of the cloud VR systemwith foveated rendering. Authors
in [20] conducted experimental evaluations of DeepFovea, an Al-assid foveated rendering process and
achieved more than 14 times compression on RGB video with no signi cat degradation in user-perceived
quality. Their results indicate that deep learning (DL) based foveation would signi cantly reduce the
rendering load.

To provide an ultimate immersive experience, reducing latency is onefdhe biggest technical challenges
of a cloud VR system. After the frames are computed on edge clouservers, they have to be captured and
encoded before being transmitted over the downlink 5G network. bw-latency video compression schemes
are introduced to improve the e ciency and customer experience incloud VR. Authors in [ 21] presented
an optimized codec to accelerate the encoding process. They déep the methodology by introducing
some rendering information such as the camera location, object lation, and the distance between the
camera and object to reduce the encoding complexity. The experiental results demonstrate that it is
possible to save 42% of encoding time without degrading the graphicuglity. Authors in [ 22] explored
the approach to interpolate the frames by introducing motion estimation. They use image homography
technique for better motion prediction and introduce a dedicated irterpolation algorithm for accurate
interpolation. The experimental results reported that they achieve 18% speedups on the whole encoding
process.

From local rendering to cloud rendering, there are dierent rendeing pipelines, just as the oine
rendering pipelines for Im production have undergone di erent evolutionary paths. The local render-
ing process consists of four conceptual stages: application, geetry processing, rasterization, and pixel
processing. The cloud rendering process consists of 4 more stageiser input capture and transmission,
application, geometry processing, rasterization, pixel processiy frame capture and encoding, frame
transmission, and frame decoding and processing. The slowest gress in the pipeline will be the bottle-
neck and which sets the limit for the end-to-end system. It is necesary to optimize the performance of
the cloud rendering pipeline. Authors in [23] designed a VR framework, which split the foreground inter-
actions and background environment for each frame. This systenemploys a split rendering architecture
running on both the client and the server to reduce the computational loads in server. The experimental
results demonstrate the split architecture can satisfy the requiements of latency and performance. Au-
thors in [24] proposed a revised planar map rendering pipeline to improve the péormance and reduce
the latency.

2.2.2 10T industry automation

Industry 4.0 is the short term for the fourth stage of the industrial revolution. Compared to the third
stage of the industrial revolution, which uses electronics and infamation technology (IT) to achieve
manufacturing automation, Industry 4.0 aims at bringing the industrial production with signi cantly
improved exibility, versatility, usability, and e ciency based on the ¢ yber-physical system. As the
vision of future smart manufacturing, Industry 4.0 will further int roduce information and communication
technology (ICT) approach, for instance, integration of the 10T and explore the advantage of ubiquitous
connectivity services in industrial manufacturing domain [25]. Owing to the strong focus on machine
type communication and ultra-low latency and high-reliability communic ation, 5G as \one size ts all"
solution makes a perfect match with Industry 4.0.

However, owing to the peculiarities of such vertical industry, there are many challenges to be considered
as well, for instance, the diversity of use cases with demanding redpgments in terms of network perfor-
mance, challenging propagation environment with potential high interference, consideration of brown eld
installations which may require seamless integration, speci ¢ safetyand security concerns and hurdles of
cross-industry terminologies. In order to tackle the above mentimed issues and establish a cross-industry
common understanding, the 5G alliance for connected industries ahautomation (5G-ACIA) was estab-
lished in April 2018. It is a global forum for addressing, discussing, ad evaluating relevant technical,
regulatory, and business aspects with respect to 5G for the indugal domain. It re ects the entire
ecosystem and all relevant stakeholder groups, ranging from opating industry players (industrial au-
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Table 1 Industrial use cases and requirements [ 26]

Availability Cycle time  Typical payload # of

Use case (high level) Typical service area

(%) (ms) size devices
Printing machine > 99.9999 <2 20 bytes > 100 100 m 100 m 30 m
Motion control Machine tool > 99.9999 <05 50 bytes 20 1I5m 15m 3m
Packaging machine > 99.9999 <1 40 bytes 50 10m 5m 3m
Cooperative motion control > 99.9999 1 40{250 bytes 100 < 1km?
Mobile robots Video aperated > 99.9999 10{100  15{150000 bytes 100 < 1km?
remote control
MSZ:Z;C\’;;?' Asriiﬂlt;ynzzgﬁr:ezr > 99.9999 48 40{250 bytes 4 10m 10m
safety functions Mobile cranes > 99.9999 12 40{250 bytes 2 40m 60m
Process automation (process monitoring) > 99.99 > 50 Varies 10000 devices per km 2

tomation companies, engineering companies, production system mafacturers, and end-users), the ICT
industry (chip manufacturers, network infrastructure vendors, and mobile network operators), academia,
and other groups R6]. 5G-ACIA has de ned the areas of applications and use cases forubomation in
manufacturing domains that will utilize 5G technologies.

Application areas. (1) Factory automation, (2) process automaion, (3) human-machine interfaces
and production IT, (4) logistics and warehousing, and (5) monitoring and predictive maintenance.

Typical use cases. (1) Motion control, (2) control-to-control, (3) mobile control panels, (4) mobile
robots, (5) massive wireless sensor networks, (6) remote aceeand maintenance, (7) AR, (8) closed-loop
process control, (9) process monitoring, and (10) plant asset magement.

One use case may apply to one or more application areas. Such de iins and clari cations are also
accepted by the 3rd generation partnership project (3GPP) R7] as the motivation of 5G system design
in order to support vertical industries. Other than de ning the us e cases, it is also important to lay
out the speci ¢ requirements, especially the challenging ones. Tablé indicates some typical use cases
with clearly stated performance requirements 26]. Among all these, motion control is one of the most
challenging closed-loop control use cases in industrial automationAs a motion control system, it is for
controlling moving/rotating certain components on machines, which requires ultra-high reliability and
low latency, deterministic communication capability, etc. Certain motion control use cases maybe even
di cult to be ful lled by 5G. Hence they could be considered as the initia | use cases for 6G.

2.2.3 C-v2X

V2X is a key enabler for autonomous vehicles which holds great promés in improving both road safety
and trac eciency [ 28]. C-V2X is a standardized V2X solution speci ed by 3GPP to provide commu-
nication capability with low latency, high reliability, and high throughput for vehicle-to-vehicle (V2V),
vehicle-to-pedestrian, vehicle-to-infrastructure, and vehicleto-cloud.

There are two signi cant versions of C-V2X, namely long term evolution vehicle (LTE-V) and new
radio vehicle (NR-V) [29,30]. LTE-V is developed based on the long term evolution (LTE) system and
primarily provides key information delivery and exchange for basic r@ad safety. NR-V is based on the 5G
NR system and enhanced to support more stringent requirementsn latency, reliability and throughput
for advanced V2X applications, such as platooning, high-level autnomous driving, extended sensor and
remote driving. NR-V aims to achieve 3 ms or lower latency, 99.999% tebility and even 1 Gbps data rate
for extended sensor information. Key technologies for NR-V to met these key performance indicator
(KPI) requirements include e ective wireless resource scheduling ad powerful MEC. Many methods
have been proposed to optimize resource scheduling on PCS5 inteda B1{33]. The MEC architecture
has been de ned well by 3GPP V2X applications and the MEC platform (servers) can be deployed
either inside of a cellular network, or at the roadside with a connectio to the cellular network. The
choice will depend on both the business model and related policies. Witthe help of MEC, C-V2X has
the capability to support cooperative perception, cooperative conputing, and cooperative decision for
autonomous vehicles. The computing task o oading strategies hae been investigated extensively for
distributed sensor data computing.

With the accelerated permeation of Al, autonomous functionalitiesand the intelligence level of vehicles
will surely progress. The next-generation C-V2X should provide a gstemic solution to support the
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Figure 8 ICDT-based C-V2X architecture.

cooperation among the key players in an intelligent transportation gystem (ITS), and should extend
its fundamental capability from information delivery to end-to-end information processing, including
information acquisition, delivery, computing, storage, security, saring, and utilization. Some technology
challenges and solutions have been reported. Moreover, the follamg issues need to be further addressed.

(1) ICDT-based C-V2X architecture and air interface. An information, communication, and
data technology (ICDT) based C-V2X architecture is the cellular network architecture with the full
virtualized network resources (communication resources, comging resources, and storage resources)
which can be exibly scheduled for C-V2X communication, computing, and data storage. All the C-V2X
functionalities inside of network are dynamically generated accordig to driving demands.

Figure 8 shows the scope of C-V2X functionalities with the multiple-level distributed architecture.
The architecture points out the integration trend of cloud, network, edge, and mobile equipment. The
network resources, data, and capabilities are controlled globally fioC-V2X applications. Both the control
nodes and computing nodes include central nodes and distributedaodes.

The access nodes, i.e., base stations (BSs) or roadside units, arsponsible for network access. The
future C-V2X architecture should support the deterministic tran smission, in additional to the enhanced
performance of latency, reliability, and throughput. Synchronization is the premise. To enable cooperative
perception for the vehicles equipped with several radars, lidars,ameras, and other sensors, some of access
nodes should have multiple functions, namely positioning, sensing, ahsynchronization. High-accuracy
positioning is a key issue for C-V2X. All these capabilities should be expsed for V2X applications.

The future C-V2X may introduce massive MIMO with mmWave bands, visible light communications
(VLC), and THz communications to support cooperation among ITS players. These new technologies not
only provide enhanced transmission performance, but also providpositioning, sensing, and 3D imaging
capabilities. So, the future C-V2X air interface should be designed wh a uni ed wireless waveform for
the simplicity of purpose.

(2) C-V2X technical verications and testing. A lot of test studies for C-V2X have been
carried out all over the world. But it is still a dicult work to test the C -V2X functionalities and
performance for the typical V2X use cases in the eld testing scearios [34]. The digital twin provides
virtual representations of systems along their lifecycle and shouldbe developed to a good method for
C-V2X based autonomous driving test. By using the digital twin mapping, the real automatic driving
vehicle test under the virtual complex road environment can be relized based on the virtual simulation
test environment. Actually, an autonomous vehicle can build a virtual driving environment as the digital
twin of real road environment by real time cooperative perceptionbased on cloud computing and edge
computing. All the decisions for driving behaviors are made from thedigital twin environment.

(3) New spectrum for C-V2X. The spectrum requirements of C-V2X sidelink communications for
autonomous driving are studied in B5]. In a NR-V system, the broadcast mode is for the status infor-
mation and environmental information delivery and the groupcast mode is for negotiation and decision
messages in autonomous driving. The spectrum requirement for badcast maybe at least 30{40 MHz,
while the requirement for groupcast can be neglected. As mentiorteabove, massive MIMO with mmWave
bands, VLC, and THz communications introduce abundant new spettum resources for C-V2X. The spec-
trum requirement evaluations with a reasonable methodology and asumptions for these potential C-V2X
technologies need further work.
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2.2.4 Digital twin body area network

In 2016{2018, Gartner listed digital twin as the top ten strategic technology development trends for three
consecutive years and believed that digital twin would produce disrptive innovation. Multinational en-
terprises such as Siemens, Dassault, PCT, and ESI all arrange digit twins. Dassault, Hisense, and other
companies try to realize the dynamic monitoring and simulation of human body operation mechanism
and medical equipment, accelerate drug research and developnteepidemic prediction and tracking, etc.

In 2019, the rst 6G summit also proposed that \devices connect gnses and motion control, and the
digital world and the physical world are intertwined", and devices and surrounding network infrastructure
monitor health status [36].

Under the current network conditions, digital technology is mainly used in the monitoring of macro-
physical indicators and the prevention of dominant diseases. Theaal-time and accuracy need to be further
improved. With the arrival of 6G technology and the further matur ity of interdisciplinary subjects such
as bioscience, materials science, and bioelectronics medicine, it is exqted to realize a complete \digital
twin of the human body" in the future, that is, through the extens ive application of a large number of
intelligent sensors ¢ 100 devices/person) in the human body, to accurately carry out inportant organs,
nervous system, respiratory system, urinary system, musculd®letal, emotional state, etc. The real-time
\image mapping" forms an accurate replica of the virtual world of the whole the human body, and
then realizes the real-time monitoring of the personalized health det of the human body. In addition,
combined with the results of magnetic resonance imaging, computetbmography (CT), color ultrasound,
blood routine, urine biochemistry, and other professional imaging ad biochemical examination, the use
of Al technology can provide accurate assessment and timely inteention of individual health status,
and can provide an important reference for the next step of acciate diagnosis and personalized manual
program of professional medical institutions B7].

Digital twin body area network can simulate virtual human body thro ugh 6G and ICT; can track
all-weather, predict disease in advance; can also simulate operatioand medication for virtual human
body, predict e ect with virtual human, accelerate drug research and development, reduce cost, so as to
improve human life quality.

The digital twin body area network is powerful in the management of epidemic by cloud layer, fog
layer, and sensor layer computing, as illustrated in Figure9 [38]. Take the coronavirus (COVID-19)
epidemic management as an example, the following processes will bepexienced.

(1) A digital twin network that transmits health information to the p ersonal network slice of edge
computing in real-time.

(2) Through the depersonalization model of secure multi-party cenputing, the anomaly is found by
comparing the deployment of fog computing.

(3) The channel resources of the Internet of heaven and earttare allocated to the remote cloud
computing center through the independent gateway.

(4) Doctors nd the source of infection by tracking the source of crowd behavior through non-contact
detection of digital twins.

(5) Simulate survey and verify clinical drugs through the digital twin to speed up the data process.

(6) In the process of isolation, emotional interaction between paients and their families is carried out
through synesthesia network.

There is a strong connection between traditional mobile communicabns and micro-mobile communi-
cations in body, body surface, and body domain, as illustrated in Figue 10[39]. The network architecture
features of digital twin body area network include the following.

(1) Small and exible. In the 5G era, edge computing and network sliégng take enterprises or parks as
the smallest unit, and in the 6G era, will be even smaller to individuals.

(2) Fog computing and intelligent collaboration. Intelligent selection and collaboration of multiple
networks promote network management autonomy.

(3) Open Al crowdsourcing mode. On the basis of SDN before 5G eraligital twins are developed, the
proportion of uplink data is greatly increased, and more ne-grained open Al can realize the data value
of enterprises and individuals.

(4) Privacy and security. Secure multi-party computing, blockchain, and privacy data does not come
out of the body network, only the model leaves the body network,which not only ensures the security
and privacy, but also highlights the value of data and remaining compting, storage, and bandwidth
resources.
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Figure 9 (Color online) The schematic of the digital twin body area ne twork to help manage the epidemic.

(5) Green and energy. Self-generating equipments such as smathoe treading power generation and the
energy-saving mode of exible scheduling of computing tasks, solvehe last kilometer of the development
of wearable agents such as capsule robots in the human body.

2.2.5 Energy e cient wireless network control and federated leaning systems

The world is moving towards applications that massively use correlatio of data for analytics. A new
example is the ght of pandemics as COVID-19 with the help of proximity data collected in mobile
devices, which then has to be correlated across the network to skedown the spread of the diseas®.
Also, for automated driving across intersections with a diverse sebf participants (bicycles, pedestrians,
cars, two-wheelers) it seems important to combine mobile and xed snsors, e.g., lidar and radar, to learn
the situation and control the tra ¢ as needed, in a distributed con trol approach.

Both simple examples, the mobile terminal enabled big data analytics aplication, as well as the
mentioned tactile Internet application, clearly show that we will require a 6G network to massively
support the data tra c required for implementing distributed learn ing algorithms. Depending on the
algorithms split, the latency requirement can be high 6 1 ms) or can be relatively low ¢ 10 ms). The
amount of data that need to be transported, however, will be reahing a new level of magnitude when
comparing it to the video and streaming dominated tra ¢ of 5G netwo rks.

The natural approach for preparing 6G networks for these uneplored new tra ¢ requirements is to
build on further softwarization of the network functions. This allow s to freely adapt to a fairly unde ned
newly developing requirement. However, when relying on COTS serveechnology for implementation,
this comes at the cost of increase in power consumption. The unpoedented need for compute power
will not be served in an energy e cient COTS server, as Moore's law is attening. That is to say, we
cannot rely on semiconductor scaling to compensate the increase IBOTS server power consumption.

4) PEPP-PT. www.pepp-pt.org
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Hence, the only solution foreseeable today is to build domain speci campute engines for 6G which will
complement COTS servers and reduce the energy consumption byaers of magnitude. Today we rely on
exactly this approach for implementing ML e ciently. For 6G we will hav e to nd an equivalent solution
by designing domain speci ¢ machines40,41] which complement today's COTS servers and Al engines.

3 Enabling technologies

In order to achieve the aforementioned system performance mats, lots of novel enabling technologies
will be used in 6G wireless communication networks. In this section, wevill rst introduce the new air
interface and transmission technologies, followed by network ardkectures of 6G.

3.1 Air interface and transmission technologies

Air interface and transmission technologies provide the connectiorbetween the user terminals and 6G
wireless communication networks. Here we will focus on several aspts including new waveforms, multiple
access, channel coding, CF massive MIMO, dynamic spectrum shiag and accessing, blockchain-based
wireless accessing and networking, photonics de ned radio, and nitirconnectivity (MCo) technique for
uRLLC.

3.1.1 New waveforms

(1) Overview of current waveforms. The waveform is a signal shape in the physical medium
formed by a specic method. A exible waveform needs to consider arious parameters, including the
time/frequency localization, robustness to time/frequency dispesions, spectral e ciency, latency, and
peak to average power ratio (PAPR) 2]

In the development of 5G standard, many kinds of orthogonal frguency-division multiplexing (OFDM)
waveform schemes are studied to reduce the out of band radiationThese schemes include the multi-
carrier system with sub-band ltering and the multi-carrier system with sub-carrier Itering. The former
includes universal ltered multi-carrier and Itered OFDM, and the la ter includes generalized frequency
division multiplexing (GFDM) and Iter bank multi-carrier (FBMC). The s election of the new waveform
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transform transform

Figure 11 OTFS Tx and Rx.

needs to consider not only the above performance, but also thedme structure design, the exibility of
parameter selection, the complexity of signal processing algorithrand so on. To exibly support di erent
applications, multi-service OFDM has been studied. In future systens, the new waveform should also
support exible slicing of the network.

The band above 52.6 GHz is considered as a potential band of 6G syshs. Transmitters (Txs) above
52.6 GHz have higher PAPR requirements, because frequencies ale052.6 GHz are faced with more
di cult challenges, such as higher phase noise, extreme propagatio loss owing to high atmospheric
absorption, lower power ampli er e ciency, and strong power spectral density regulatory requirements,
compared to lower frequency bands. Therefore, it is necessary tstudy the waveform suitable for higher
frequency bands. Single-carrier system has been proved to be arective low PAPR transmission method
and has been applied to the IEEE 802.11ad standard. With the increse of bandwidth, the exibility of
single-carrier transmission to use large bandwidth is limited. In 2], multi-carrier transmission combined
with single-carrier frequency-domain equalization was studied. Itsbasic idea is to use Iter banks to
realize a carrier aggregation and single-carrier frequency-domaiaqualization on each carrier to reduce
PAPR and receiver (Rx) complexity.

High-speed mobility is still a limitation of traditional mobile communication systems. With the de-
velopment of future high-speed train (HST) and the demand of highspeed data transmission, how to
improve the transmission rate in high mobility scenario is still a challengefor 6G in the future. A new
waveform modulation technique, named as orthogonal time frequacy space (OTFS) modulation was
studied in [43,44]. OTFS modulates the signal to the delay Doppler domain, and equivaletly transforms
the time-varying multipath channel to the time-delay-Doppler domain. OTFS can also be viewed as
modulating each symbol onto one of a set of two-dimensional (2D) mhogonal basis functions, which was
speci cally designed to combine the time-varying multipath channels.

The Tx and Rx of OTFS are shown in Figure 11. The transmitted time domain signal in OTFS can be
obtained by rst applying the 2D inverse symplectic nite Fourier tra nsform (ISFFT) to baseband (BB)
data x(n), followed by Heisenberg transform. At the Rx, the received signar is de-vectorized into a
matrix, and then followed by a Wigner transform as well as a sympledtc nite Fourier transform (SFFT).
OTFS with advanced Rx can achieve a much better performance tha traditional OFDM, especially in
the high mobility scenario. However, OTFS also has many unsolved is&s. The channel estimation and
pilot design are more challenging than OFDM R5], and the equalization becomes more complex than
traditional OFDM [ 43]. The combination of OTFS with high-order MIMO should also be studied in the
future.

(2) Extreme low-power waveform design. Current and novel mainstream waveforms, e.g., (win-
dowed) OFDM, GFDM, or OTFS, are being used or proposed in combin&on with high modulation
cardinality (e.g., 256 quadrature amplitude modulation (QAM)) and wit h multiple antennas. These
waveform technologies have been driven by maximizing the spectra ciency. The approach is following
the correct optimization target for carrier frequencies below themmWave band.

At the Rx side these waveform technologies require for analog-talgital (A/D) converters with a
resolution of typically 10 bits and beyond. A data rate in the order of 100 Gbps to 1 Thps quickly
leads to a circuit whose A/D converters alone exceed 10 W power ceumption [46] within terminals.
The result is that the power consumption of terminal transceiverswill become dominated by the A/D
converters.

However, spectral frequency bands which are being discussedrf6G data rates are to be reaching
beyond 70 GHz, possibly into the THz region. At these frequencieshte available bandwidth is not scarce.
Hence, even when needing to support data rates of 100 Gbps ane¥yond, a multi-beam link requires less
than 5 bit/s/Hz spectral e ciency per beam.

This new boundary condition allows to leave the path of designing moreand more spectrally e cient
but energy ine cient multi-carrier modulation schemes. Instead, modulation schemes can be designed
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around optimizing the power consumption of the underlying assumpions on the A/D converter.

The goal of dimensioning an A/D converter is to produce a number ofconversion steps per second
which must be a multiple of the data rate. At current and future nan o-scale semiconductor technologies
the voltage swing is very low, but achievable time resolution is high. Aclreving the highest gure-of-merit
of an A/D converter, i.e., the minimum energy per conversion step is g/en at 1-bit A/D converters, at
the required number of conversion steps per second.

Therefore, a new design paradigm for 6G waveforms could be to ndnodulation schemes which require
very low-resolution A/D converters, the minimum being 1-bit A/D con verters. One approach can be the
novel waveform design \zero-crossing modulation" 47]. Another approach could be to use continuous
phase modulation (CPM) [48]. Further approaches are clearly going to be proposed, as the pssing need
for a waveform solution which allows for the terminal's A/D converter power budget to be clearly below
1 W is imminent.

3.1.2 Multiple access

Multiple access techniques de ne how bandwidth resources are shed among mobile users and have been
recognized as key milestones for the migration of cellular networks4p, 50]. For the past generations
of mobile networks, orthogonal multiple access (OMA) has been usk where orthogonal bandwidth
resource blocks are rst generated in the time, frequency, or cde domains (e.g., time slots, sub-carriers,
and spreading codes), and then allocated to users in an orthogohaanner, i.e., one resource block is
solely occupied by a single user. The success of OMA in the past-ggagon mobile networks is mainly
due to the fact that it can be implemented in a low complexity way, although it has been known since
Shannon's work on multiple access channels that the spectrum e ciecy of OMA is sub-optimal [51].
Non-orthogonal multiple access (NOMA) is a paradigm shift for the design of next-generation multiple
access techniques. The key idea of NOMA is to encourage the spaain sharing among mobile users,
where the superior spectral e ciency gain of NOMA over OMA is obtained by opportunistically utilizing
the users' dynamic channel conditions or heterogeneous QoS neigements [52]. Take the power-domain
NOMA as an example p3]. Multiple users with di erent channel conditions are served at the same time,
frequency, and spreading code. As such, NOMA avoids spectrally ancient situation in which valuable
bandwidth blocks are solely occupied by users whose channel conidibhs are poor. Sophisticated multi-
user detection techniques are used by NOMA to ensure that multi-acess interference owing to spectrum
sharing is e ectively suppressed with reasonable computational cmplexity.

NOMA was originally developed for 5G mobile systems, where its superiospectral e ciency has
been demonstrated by extensive theoretic studies as well as exjpmental trials carried out by academia
and industry. However, the vision that NOMA should replace OFDM in 5G systems was not ful lled.
Instead, NOMA was used as an optional transmission model for domlink transmission. We note that this
setback for the NOMA standardization progress is not because tare were no enough interests in NOMA.
Despite of the huge interests from industry and academia, there @ still some technical reasons and
arguments which cause the di culty for the standardization of NOM A. Take multi-user superposition
transmission (MUST) as an example, which is a study item in 3GPP Releas 14 to use NOMA for
downlink transmission [54]. There were 15 proposals by di erent industrial companies. Such tvergence
resulted in a compromised situation, where MUST was included in 3GPP Rlease 15 as an optional mode
only [55]. Another example is NOMA, which is a study item in 3GPP Release 16 to us NOMA for uplink
transmission. With more than 20 di erent forms proposed to NOMA, the 3GPP working group could
not reach consensus, which resulted in the fact that NOMA was notincluded in 5G NR [56].

Therefore, an important lesson from the standardization of 5G-NOMA is to avoid divergence, which
means that the convergence is the top priority to develop a uni ed famework of 6G-NOMA.

From the technical perspective. Such a unied NOMA framework stould retain the superior per-
formance promised by di erent 5G-NOMA forms, e.g., supporting massive connectivity, realizing excel-
lent user fairness, and striking a balanced tradeo between enengand spectral e ciency. It is worth
pointing out that most existing 5G-NOMA forms have been developedfor particular purposes. For ex-
ample, sparse code multiple access (SCMA) was developed primarily ®upport massive connectivity for
MmMTC, whereas power-domain NOMA is well known for its ability to incre ase the system throughput
for eMBB [57]. Therefore, a general framework is crucial for the deployment bNOMA in 6G systems,
where sophisticated tools, such as multi-objective optimization andmulti-task learning, will be useful to
establish such a framework.
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From the practical implementation perspective. The uni ed NOMA fr amework needs to be robust
against dynamic wireless propagation environments and users' coptex mobility pro les. To realize a
robust NOMA transmission, instead of relying on users' instantan@us channel conditions which can be
rapidly changing in practice, the use of users' heterogenous QoSquirements could be more reliable in
practice [58], because users' QoS requirements are changing in a much slow mamnIn particular, users
with low QoS requirements can be grouped with users with demanding QS requirements for spectrum
sharing, which can signi cantly improve spectral e ciency. When th ere are users with heterogenous
mobility pro les in the system, the use of the delay-Doppler plane hasbeen shown to yield more degrees
of freedom for the system design, compared to the use of the ceentional time-frequency plane B9, 60].

From the standardization perspective. The uni ed NOMA framewor k should be general enough to
represent the key features of di erent industrial NOMA forms based on spreading, power-di erence and
scrambling, and can also be adapted to emerging communication scarios and user case$[l]. Take MEC
as an example, which is a new type of services provided to mobile usef®?]. Initial studies have shown
that the use of the NOMA principle can reduce the delay and energy ansumption of MEC o oading, and
therefore it is important to ensure that 6G-NOMA can e ectively su pport the MEC functionality [ 63,64].
Another example is massive multiple access, which is to realize the visiothat massive loT will be
supported in 6G. The key challenge for massive multiple access is howw tconnect a huge number of
devices featured by short-packet transmissiong5]. Initial studies have shown that the use of NOMA can
support semi-grant-free transmission, which can reduce handstking signaling compared to grant-based
transmission and also avoid the QoS guaranteeing issues compareal tandom access protocolsg)].

3.1.3 Channel coding

The development of channel coding was inspired by Shannon's piongeg work [67], predicting that an
in nitesimally low bit error rate (BER) can be achieved with the aid of ch annel coding upon attaching
redundant information to the transmitted messages. Over the pa&t 70 years since Shannons legendary
contribution, numerous forward error correction (FEC) codes have been proposed, which can be broadly
classi ed into block codes and convolution codes.

The 5G standards specify three rather di erent modes of operaibn, namely the eMBB mode, the
URLLC mode conceived for diverse mission-critical scenarios and ally, mMTC for industrial and loT
applications. Naturally, these three modes have rather di erent geci cations, in particular in terms of the
tolerable delay, which is extremely low for the uRLLC mode, which was pedominantly designed for low-
latency control applications, such as channel quality signaling and eheduling information. Turbo codes,
as well as low-density parity-check code (LDPC) and polar codes68] were compared §9] in terms of their
error correction capability, exible code-rate and codeword lengh recon guration, their ability to support
hybrid automatic repeat request (HARQ), their complexity and num erous other considerations 7Q.
Ultimately, LDPCs were chosen for protecting the eMBB data chanrels, because they are quite exible
in terms of their code rates, code lengths, and decoding delay, whitlsonveniently supporting HARQ [ 70].
By contrast, polar codes have found favor for the low-delay conbl channels, as discussed in7p, 71] in
the light of a rich set of performance results recorded for diverseodeword length. Further design lessons,
performance results, and the extension of polar codes to quanio coding can be found in 72].

(1) Next-generation polar codes. Polar codes have been adopted as the control channel coding
scheme in 5G, but it is promising to further explore their potential also in the context of the delay-tolerant
data channels in a detailed performance vs. complexity comparisonTo elaborate a little further, it has
been shown in ¥3] that they exhibit no error oor under successive cancellation (SQ based decoding,
which provides the theoretic basis for the application of long polar cdes in mobile communications. As a
further inspiration, the simulation results of [ 74] have demonstrated that the BER performance of polar
codes relying on cyclic redundancy check (CRC) aided successivernzzellation lists is better than that of
LDPC using similar parameters.

The e cient combination of polar codes with high-order modulation schemes | including multi-level
polar coded modulation B8] and bit-interleaved polar coded modulation [75] deserves further attention
with the goal of improving the attainable throughput. Polar codes have the capability of conveniently
adjusting the code rate with the ne granularity of 1/ N. By contrast, the granularity of turbo-coded
and LDPC coded multi-level modulation is signi cantly less exible than t hat of polar codes. During the
code rate allocation of polar coded modulation, only the reliability of the polarization channel should be
considered and the polarization channels having high reliability should le chosen for the transmission of
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the original information bits. However, the complexity of computing the polarization channel reliability

is rather excessive§8,76]. Hence, designing low-complexity code word constructions is a pivaed research
issue. Furthermore, optimally mapping the polar encoder's output to the modulator's input is also a
challenging task, because the number of legitimate mapping scheméshuge, as argued in§9,70]. Hence
nding near-optimal low-complexity mapping schemes is a promising research area.

To elaborate a little further on the code construction of polar codss, it must take the speci c channel
characteristics into account, and it directly a ects both the choice, as well as the performance vs. com-
plexity of the decoding algorithm. Hence conceiving bene cial code @nstructions both for additive white
Gaussian noise and fading channels has attracted substantial rearch interest. The associated polariza-
tion channel aspects have been investigated in7fl, 72, 77], complemented by a range of low complexity
code constructions, but there is a paucity of literature on innovatve code constructions conceived for
fading channels 8{80].

Even though having exible code parameters is of salient importancemost of the existing polar codes
have a length, which is an integer power of 2 and limits their practical gplication. Hence, similarly to
their older counterparts, typically puncturing and shortening are used for appropriately adjusting both
the code length and code rate, which imposes a performance degiaion. Hence speci ¢ kernel matrices
have been used for constructing polar code having exible length wiout puncturing and shortening
in [81,82]. In this context, multi-kernel based code construction is a promisng future research direction.
Finally, conceiving powerful soft-decision aided turbo-style detetions schemes exchanging soft extrinsic
information between the polar decoder and the soft-output demdulator is critical for designing powerful
next-generation transceivers.

Stochastic LDPC and turbo decoder implementations have a rich liteature owing to their numerous
bene ts, primarily owing to their fault-tolerance [ 83,84]. Surprisingly, their stochastic polar decoder
counterparts have hitherto not attracted much attention apart from [85{90]. Hence this is a promising
research area worth investigating.

(2) Next-generation FEC in the turbo-transceiver era. Historically, the rst iterative detec-
tion aided channel decoder was Gallager's LDPC decode®]], but it was not until the discovery of turbo
codes that the full bene ts of iterative soft-information exchange between the decoder components be-
came widely acknowledged92]. In simple conceptual terms, the iterative exchange of soft-infomation
seen at the right of Figure 12 [93] is bene cial, because the decoder components refrain from makina
hard-decision until they arrive at a consensus and become su cietly con dent in their decision. More
guantitatively, it was shown in [ 94] that Berrou's turbo code is indeed capable of outperforming a simila
complexity convolutional decoder by about 2 dB at the BER of 10 4, provided that a su ciently long
turbo interleaver is used.

Since the discovery of Turbo code, a large variety of concatenatecoding schemes have been conceived,
e.g., several potent concatenated schemes, namely parallel catenated code (PCC) P2] and serially
concatenated code (SCC)95]. Indeed, there are also powerful hybrid concatenated codes (ELCs) [83,
84, 96] that rely on diverse constituent codes and worth exploring in the fiture. The above-mentioned
turbo principle relying on iterative soft information exchange may be employed for detecting any of the
above schemes.

(3) Parallel concatenated schemes. The component encoders are typically convolutional encoders,
binary Bose-Chaudhuri-Hocquenghem (BCH) codes however havelso been used, for example, in9].
At the encoder, the input information bits are encoded by the rst constituent encoder (Encoder 1)
and an interleaved version of the input information bits is encoded bythe second constituent encoder
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Figure 14 Three-stage serially concatenated encoder and decoder.

(Encoder 11), where represents an interleaver (also termed as acrambler). The encoded output bits
may be punctured, hence arbitrary coding rates may be obtained.Furthermore, this structure can be
extended to a parallel concatenation of more than two-componencodes, leading to multiple-stage turbo
codes 85].

(4) Multiple-component turbo codes for HARQ. A particularly bene cial family of PCC is
the class of multiple-component turbo codes§6], which rely on unity-rate code components. They are
eminently capable of supporting HARQ. Brie y, during the rsttran smission, no redundancy is assigned,
hence the overall code-rate is unity. If the CRC indicates a decodig failure, a di erently scrambled
version of the same information is transmitted, hence the decodenow has 50% redundancy, and the
overall code-rate becomes 1/2. In case of continued CRC failurea total of N dierently interleaved
versions of the original information are transmitted, which results in an overall code-rate of 1/N.

(5) Serially concatenated schemes.  The basic structure of an SCC P5] is shown in Figure13. The
SCC encoder consists of an outer encoder (Encoder I) and an innencoder (Encoder Il), interconnected
by an interleaver. The introduction of the interleaver scrambles the bits before they are passed to the
other constituent encoder, which ensures that even if a specic Iv has been gravely contaminated by
the channel, the chances are that the other constituent decodeis capable of providing more reliable
information concerning this bit. This is a practical manifestation of time-diversity. Iterative processing
is used in the SCC decoder, and a performance similar to that of a clagc PCC may be achieved$5]. In
fact, the serial concatenation constitutes quite a general strature and many decoding/detection schemes
can be described as serially concatenated structures, such asaée used in turbo equalization 87, 94],
coded modulation B8,89], turbo multi-user detection [97,98], joint source/channel decoding P 101], and
LDPC decoding [10Z. Similarly, a serially concatenated scheme may contain more than tw@omponents,
as in advocated in L03{106]. Figure 14 shows the schematic of a three-stage SCQ.(3 106].

(6) Irregular FEC: the EXIT-chart-aided design era. In the early days of FEC design, a
criterion was that of maximizing the Hamming distance of the legitimate codewords, which was rather
closely related to minimizing the BER even for transmission over Gaudan wireline channels. More
explicitly, designers wanted to maximize the Hamming distance betwee all pairs of legitimate codewords.
The family of BCH codes satis ed this design criterion P4]. The Viterbi decoding of convolutional
codes relied upon the maximum likelihood sequence estimation (MLSE)lgorithm [107], which does not
minimize the BER, but the erroneous sequence estimation probability However, in 1974, Bahl, Cocke,
Jelinek, and Raviv (BCJR) had invented another optimal decoding algorithm for the family of linear
codes, which acquired the fond co-notation of the BCJR decoderlpg. Although it was capable of
directly minimizing the BER, its performance remained similar to that of MLSE, despite its signi cantly
higher complexity. Hence the BCJR decoder remained dormant untilthe invention of turbo codes, which
required an algorithm that provided bit-by-bit con dence metrics f or the decoder. After decades of using
diverse code design criteria, a historic breakthrough was discoved by Ten Brink in the form of the
powerful analytical tool of extrinsic information transfer (EXIT ) charts [109117, which visualizes the
convergence behavior of iterative detection aided turbo-receivs.
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3.1.4 CF massive MIMO

Inter-cell interference is a main limitation to conventional cellular networks. In order to overcome the
interference problem, inter-cell cooperation has been studied in TE under the name of coordinated
multi-point (CoMP) transmissions or network MIMO. However, the p erformance gains of CoMP are still
limited under the traditional cellular architecture.

Massive MIMO is one of the key techniques to improve the spectral eiency for 5G NR. Theoretical
results have shown the channel hardening e ect of massive MIMO s the antennas increases to in nity.
However, considering the correlation between antennas, codebk-based beamforming is usually used to
reduce the complexity of multi-user joint precoding in practical implementation [113.

Recently, CF massive MIMO was proposed to overcome the inter-deinterference by breakthrough
the cellular architecture [114]. From the point of view of BB transmission, the performance gain of
CF massive MIMO comes from the joint processing of a large number fogeographically distributed
remote antenna units (RAUs) [115 116]. CF massive MIMO has been shown to achieve higher spectral
e ciency than centralized massive MIMO and small cell [117]. Our recent prototyping system in large-
scale distributed MIMO has demonstrated that the data rate of 10Gbps could be achieved by a 128128
large-scale distributed MIMO (or CF massive MIMO) with 100 MHz bandwidth [118. However, CF
massive MIMO is also facing some obstacles such as high implementati@omplexity, high requirement
of backhaul/fronthaul, and di culty in synchronization and channe | state information (CSI) acquisition.
At present, researchers have studied the capacity of CF massilIMO. The results have shown that in
the i.i.d. Rayleigh fading channel, when the number of BS goes to in nite the channels have asymptotic
orthogonality. Moreover, when each BS is equipped with an approgate number of antennas (for example
5{10), CF massive MIMO also has a channel hardening e ect 119.

Considering scalability, maximum ratio combining (MRC) reception and maximum ratio transmission
(MRT) precoding are usually used in CF massive MIMO. Although they have asymptotic optimality, the
results of [L2Q also show that MRC/MRT cannot fully exploit the spatial multiplexing g ain of CF mas-
sive MIMO. Using zero forcing (ZF)/minimum mean squared error (MM SE) receiver or ZF/regularized
zero-forcing (RZF) precoding can achieve better performance Ut it would signi cantly increase system
complexity, which is the primary factor restricting the CF massive MI MO's application.

Owing to the need for joint processing, a large backhaul capacity ineeded between BSs and the central
processing units (CPUs). This is especially true for the joint detecton of uplinks, where a large forward
link capacity is needed. How to design signal processing methods toinimize the backhaul capacity
requirements needs further study.

The exploitation of CF massive MIMO capacity gain depends on the acarate CSI. First of all, precise
clock synchronization between BSs is required. One way to solve thsynchronization issue is to use
hardware, for example, using nodes equipped with high-precision ghal positioning system (GPS) or
nodes using high-precision synchronization protocol, such as IEEER588. Another way is to send an
over-the-air synchronization signal between nodes. Like massiv®lIMO, in CF massive MIMO, time
division duplex (TDD) mode is usually assumed to reduce overhead. Heever, in practice, owing to the
non-ideal characteristics of radio frequency (RF), reciprocity @libration is needed. Because the nodes of
CF massive MIMO are deployed in di erent locations, reciprocity calibration requires that the over-the-
air calibration signals are transmitted among the nodes. Thereforeowing to the in uence of inter-node
link signal-to-noise ratio (SNR) and the variations of the channel, the accuracy and the frequent of the
calibration need to be further studied.

A further important aspect of the CF massive MIMO is the scalability of the power control. The main
problem is that while globally optimal policies are known and can be compted in principle (see, e.g., 114
for the max-min fairness policy), these policies do not scale neither iperformance nor computationally.
For example, itis not known under what exact fading distributions th e max-min fairness rate will approach
zero when the size of the network increases. Also, the computatial load grows very unfavorably with the
system size. A remedy is to partition the access points (APs) into clgters and associate each user with
one or more such serving clustersiP1]. This facilitates the use of local power control mechanisms that
can achieve performance well comparable, though naturally inferig to that of global max-min fairness
optimization.
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3.1.5 Dynamic and intelligent spectrum sharing and accessing

It is a challenging task to support the stringent requirements of 6Gon peak data rate and massive access
owing to the limited spectrum resources. Although new spectrum bads such as THz and VLC bands are
considered for 6G usage to support the peak data rate transmigsn, it is highly desirable to utilize the
low frequency bands, such as sub-6 GHz band, in an e cient mannerfor the bene ts of broad coverage,
low cost, and massive access support. Thus, cognitive radio (CRethniques 122,123 need to be used to
support dynamic and intelligent spectrum sharing and accessingl24,125 in both licensed and unlicensed
bands.

Dynamic spectrum sharing in unlicensed bands. One approach is to @pate 6G networks in un-
licensed spectrum in addition to the licensed bands. In sub-6 GHz bath the most interest lies in the
industrial, scienti c, and medical (ISM) bands in 5 GHz spectrum, as there are several hundred MHz of
spectrum bandwidths available. However, there are a wide variety bapplications such as WiFi, in the
ISM bands. Thus, an access protocol needs to be de ned for 6Getworks to operate in the unlicensed
band, similar to LTE unlicensed (LTE-U), or LTE license assisted accass (LTE-LAA) [ 126{128].

Symbiotic radio (SR). SR is a recent evolution of CR and spectrum shang. It enables massive access
in a spectrum- and energy-e cient manner. Building on ambient backscatter communications 129 130,
SR supports the massive access from loT devices by passively retng the signals received from the
cellular Txs [131], such as BSs or mobile stations (MSs). Therefore, the MS, BS, oratlicated 10T
receiver can collect the massive access data together with the celéw data. It is interesting to note that
the 10T transmission shares the same spectrum, and the same irdstructure of the cellular network,
and the adding of the loT transmission can even help the cellular trasmission owing to the multipath
diversity [132. Therefore, the new system is called SR network133.

Al for dynamic spectrum sharing. The design of spectrum sharing échniques typically requires
extensive information exchange among the systems. The networ&nvironments in 6G will become more
and more dynamic and complex, which imposes di culty in implementing dynamic spectrum manage-
ment. Al is becoming an e ective enabler to support dynamic spectum management to tackle these
challenges. For example, using deep reinforcement learning (DRL)when operating in the unlicensed
band, the LTE network is able to learn the WiFi tra c in order to desig n a proper protocol to assist
fair coexistence 12§. The secondary system in CR network is able to design the modulatiomnd coding
scheme by learning the operational pattern of the primary systen[133. In symbiotic radio networks, the
user association problem can be solved with limited environmental infanation using DRL [134].

3.1.6 Blockchain-based wireless accessing and networking

Blockchain is a disruptive technology for the IoT. Initially devised for cryptocurrencies (e.qg., bitcoin [L35),
blockchain has been widely deployed in the areas beyond the nanciatector. As the name suggests,
blockchain is a chain of informative blocks connected by hash pointer for recording and storing a public
shared database. The mathematical property of hash pointersan prevent a con rmed blockchain from
tampering because any change to a block will a ect its hash value andurther in uence all child blocks.
Usually, blockchain is distributed and it maintains a group of active nodes, known as miners, in a
peer-to-peer (P2P) network through a speci ¢ consensus pragss named mining. Currently, blockchain
can do more than simple transactions in cryptocurrencies but run Tring-complete programs, namely
smart contracts, in a distributed manner, e.g., Ethereum [L36. Smart contracts are veri able scripts in
blockchain and can enforce a variety of digital actions, such as atientication, control, among others.
Being able to establish multifold trust relationships between network entities and unite multilateral
groups without any middleman, blockchain provides a promising solutia for integrating and sharing vari-
ous resources across di erent parties in wireless networks, makinit attractive to upcoming 5G and future
6G networks. Indeed, in the 2018 mobile world congress (MWC) andederal communications commission
(FCC) outlined their vision of blockchain deployment in future networ king for 6G. Recently, a decentral-
ized, trustworthy wireless access paradigm enabled by the blockelin technology, namely blockchain radio
access network (B-RAN), was proposed with its prototype 137,138, as shown in Figurel5. B-RAN can
build trusted physical links between service providers and clients whe supporting, e.g., spectral sharing,
cooperative transmissions, multi-hop data brokers, D2D communiations, etc. [137,139. By e ciently
pooling and sharing a variety of network resources, blockchain casupport and enhance a number of
services, such as MEC 140, IoT applications [141, 147, energy trading [143, V2X connections [144],
and network slicing [145. Owing to its distributed nature, B-RAN inherently supports feder ated-style
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Figure 15 (Color online) An illustration of blockchain-based networ ks.

learning at the bleeding edge 146, 147]. In principle, B-RAN plays as a multi-sided platform [147], by
leveraging network e ects and attracting more participants, to deliver intelligence services to every corner
of the network via the integration and coordination of communication, computing, caching, and control
units.

Currently, the blockchain-based networking is still in its infancy, wit h many problems unsolved. First,
cryptocurrency blockchains can usually safeguard security buts er a relatively long latency, also known
as the security-latency tradeo [14§. It still needs more investigations to achieve shorter latency for he
delay-sensitive wireless serviceslf#9. Second, current blockchain technologies are facing the scalabil-
ity problem, which limits the network throughput of blockchain based networks. Studies that analyze
and design new blockchain structures may help remove this obstaclgl50, 151]. Third, most consen-
sus mechanisms, e.g., proof-of-work, consume a large amount afezgy to achieve resistant and robust
performance against misbehaviors and are thus unsuitable for male devices with limited power and
capability [137,142). Hence, energy e cient consensus mechanisms are urgently need in mobile envi-
ronments.

3.1.7 Photonics de ned radio

To o er super-broadband mobile services, 5G adopts an NR frequacy band above 6 GHz for small
cells. One of the typical frequency bands is 28 GHz, for high-speedireless transmission faster than
10 Gbps. However, owing to limitation of available RF resources, it wold be rather di cult to increase
the transmission capacity of radio in frequency bands below 100 GHz The THz band featuring an
extremely large bandwidth available between the mmWave and infrare radiation [152 153 is expected
to o er over 100 Ghps to accommodate the exponential increasingvireless data tra ¢, so they have been
recognized as promising candidates for future 6G serviced%4).

The THz spectral range is not exploited to its full potential owing to the current limitations in sources
and detectors. To open the frequency range for applications, pdtonic solutions have been at the techno-
logical forefront. Photonic techniques are desirable solutions fommWave and THz generation in terms of
their energy e ciency, bandwidth, and above all, their tuning range . Methods of generating THz frequen-
cies based on photonic heterodyne mixing techniques can not only excome the bandwidth limitation
of electrical components but also e ectively promote the seamlesitegration of ber and wireless net-
works [155, for example, THz-over- ber (ToF) or ber-to-the-antenna ( FTTA) architectures. Thus, the
advantages of the huge bandwidth of ber communication and high nobility of wireless communication
make the ber-THz- ber seamless communication system a promisiig choice 56, 157].

At the THz Tx, the optoelectronic conversion of data signals from the optical to the THz can oer a
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Figure 16 (Color online) Concepts of direct O/T and T/O conversion.

variety of advantages over conventional all-electronic approacés, including wideband tunability of the
THz carrier frequency, and the opportunity to utilize advanced optical modulation and multiplexing
mechanism for the generation of multi-gigabits data streams befa conversion to the THz domain. As
shown in Figure 16, the BB waveform is rst modulated onto an optical carrier at freq uencyf, and sent
to the local optical to THz (O/T) converter. The optical signal is t hen translated to a THz carrier by
photo-mixing with a local oscillator (LO) laser tone at a frequency frx: o in an ultra-fast uni-traveling-
carrier photodiode (UTC-PD). The THz data signal is radiated into t he free space by an antenna. At the
Rx, the THz signal is converted to the optical domain by means of arultra-broadband optical modulator,
thus leading to high-density photonic integration without all-electro nic down-conversion to the BB or to
an intermediate frequency. The THz data signal is received by a hor antenna (HA), ampli ed by a THz
ampli er, and then fed to a Mach-Zehnder modulator (MZM) for mod ulation onto an optical carrier at
frx:Lo. After modulation, the optical signal contains an upper and a lower modulation sideband. An
optical bandpass lter (BPF) is used to suppress the carrier and b select one of the modulation sidebands.
It is expected that the combination of direct O/T and T/O conversio n in ultra-compact devices has the
potential to greatly accelerate THz communications and to advane the integration of THz wireless links
into ber-optic infrastructures.

The full deployment of the THz wireless communication technology is &cing multiple challenges. While
photonics technologies can help in terms of link e ciency, generatinghigh data rates, the system still
needs more output power at the Tx, in particular for applications such as backhaul, where the distance
will have to reach 1 km [158. Another challenge is related to the energy consumption, as the wéless data
tra ¢ will soon be the highest consumption of energy per habitant in the world [159. Such challenges
will still require developments of technologies to generate more posr at the Tx while increasing the
overall system e ciency. The primary technology that could improv e both the power at the Tx and
the overall e ciency of the system is \photonic integration”. Phot onic integration will naturally reduce
coupling losses, such as the loss from ber to chip and in particular tle loss between the laser and the
photo mixer [160. It should also enable the use of multiple antenna systems that wouldead to advanced
active array antennas to compensate for the path loss and allow fosome tracking. However, even with
such developments, there is still a clear need for ampli cation at boh the emitter and Rx, thus low-noise
and wide-bandwidth THz ampli ers for both Tx and Rx are also at key priority [ 161]. Application of
advanced signal processing techniques, such as the compressshsing, multi-antenna precoding, and
others is also required in order to develop an e ective medium accessontrol.

In addition, the graphene-based technology for THz technologiess also a promising area of develop-
ment, in particular for enhanced detection and emission using grapéne-based eld-e ect transistors, and
modulators in graphene-based metamaterials162 163. Although the current performances are not at
the state of the art compared with photonics-only-based technigies, the physical properties of graphene
are indeed encouraging. In particular, the development of room teperature detectors would be interest-
ing to enhance the detection sensitivity of the system. Finally, evey radio wave at frequencies< 3 THz
should be regulated, and a global consensus for its use for passized active services needs to be reached.

3.1.8 MCo for uRLLC

In 5G, the uRLLC is designed to support the mission-critical applications, such as autonomous vehicles
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and industrial Internet, which require a high level of reliability and low latency. According to the 3GPP,
the main objective of the uRLLC is to minimize the latency down to 1 ms while ensuring packet error
rates of less than 99.999%. As is known, in 4G, reliability is obtained bytie HARQ procedure. However,
the strict latency constraint in the uRLLC does not endorse multiple retransmissions. Fortunately,
researchers in industry and academia have found several new amaches to solve this con icting problem
and proposed some advanced techniques in 5G. In order to increashe probability of successful access,
the grant-free technique has been standardized where the useguipment (UE) can initiate a transmission
without sending any service request to acquire a dedicated scheting grant. In addition, the uRLLC can
occupy the resources which are already assigned to other type$applications by introducing a preemptive
scheduling mode, once it has data to transmit. The other related tehniques include mini-slot, control
resource set, and packet duplicate64).

Naturally, the uRLLC in future 6G is expected to have better ability t han its 5G version. This is driven
by the factor that the mission-critical applications, such as robotics and autonomous systems, hunger for
higher reliability and lower latency, as described in Subsection 2.2.2. lteus take smart factory as an
example. Increasing the reliability of communications is one of the madscritical and challenging tasks
for massive production. Reliability also plays an important role in multi-f actory production, because the
failure of one entity may induce a vigorous chain reaction to the othes. If the end-to-end reliability
and latency can reach 99.99999% and 0.1 ms in future 6G, the prodticity and products quality are
deemed to be improved signi cantly. On the other hand, some upcorimg new applications will blur the
boundary between the eMBB and the uRLLC. For example, it is widely accepted that as a full immersive
technique, extended reality (XR), will emerge in many commercial sevices in the future. XR is expected
to encompass augmented mixed, and VR technique can capture alhe perceptual inputs stemming from
human senses, cognition, and physiology3]. However, current 5G cannot support XR owing to its
inability to deliver huge data in a very low latency. Combining the eMBB and uRLLC may generate
a new application scenario in future 6G, which is characterized by highr reliability, lower latency, and
higher data rate.

Because the latency of a communication system is mainly determinedybthe intrinsic packet length
or time slot, the new uRLLC requirements mentioned above pose an nprecedented challenge to the
basic principle for 6G's design. This is because the reliability and latencyof a communication system
are inherently contradictory with each other. Fortunately, the p otential solution can be found in recent
information-theoretic achievements in nite packet length regime. In 2010, built upon Dobrushin's and
Strassen's previous asymptotic results, Polyanskiy et al.165 provided a uni ed approach to obtain tight
bounds onR (coding rate), as a function of n (packet length) and P, (packet error probability). The
rationale behind this approach is that whenn is nite, R becomes a random variable composed of channel
capacity and dispersion. Channel dispersion is also a random variablmtroduced as a rate penalty to
characterize the impact of n. On the other hand, the probability that the coding rate is smaller than
R gives the packet error probability P.. Because the latency constraint can be illustrated equivalently
by packet length n, this nding paves a possible road to enhance the system performee of the uRLLC
from an information-theoretic point of view [166].

One of the promising solutions to support both higher reliability and higher data rate is the application
of MCo technique, because it can provide a communication framewérto make the diversity via multiple
routes to the destination [167]. From the recent information-theoretic achievements on nite packet
length, we learn that the MCo transmission can be modelled as a singleyput multiple-output (SIMO)
system with short packets and its reliability is highly dependent on the number of antennas. In this
case, the design principle of 6G's URLLC turns into the following mathematical problem. For a given
data rate R and packet length n, how many antennas are needed to support the desired reliabilityP?
Solving this problem would provide important guidance for designing pactical systems, because it would
yield minimum implementational cost. In addition, for a given number of antennas, as the variance of
information density achieved by a capacity-achieving distribution, the channel dispersion is introduced
to show how far the data rate is deviated from the capacity owing tothe shortening of packet length.
In other words, the key issue to solve this problem is to nd out the relationship between the channel
dispersion and the antenna number under certain conditions.

Another potential solution to balance the reliability and high data rat e with low latency is the dis-
tributed antenna system (DAS) technique [16§, which is naturally an extension of the MCo. Basically,
DAS is implemented through massive separated RAUs and is especiallyseful for providing quality cov-
erage of a speci ¢ area, such as an industrial plant. Similar to the M®, DAS sends the data to the same
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Figure 17 (Color online) A high-level overview of SDN architecture [ 171].

Southbound interfaces

destination through multiple radio links, and moreover it can take advantage of exible balance between
reliability and data rate. The reason behind is that the DAS can be treated as a distributed MIMO [168§.
Therefore, a tradeo can be made between diversity and spatial mitiplex by exploring the inherent
property of MIMO [ 169. Supposing that the spatial degree of freedom (DOF) of the distibuted MIMO
is dof, a full multiplex gain (i.e., highest data rate) can be obtained if the number of dof independent data
streams is transmitted to the destination. Alternatively, a higher r eliability will be achieved at a cost of
a reduced data rate, provided that a number ofd < dof independent data streams are sent at the Tx. As
a special case, a maximum reliability but with a minimum data rate will be achieved if all the RAUs send
an identical data stream to the same destination, which is the same @the SIMO case. More importantly,
this approach can be easily extended to multi-user scenarios with t balanced uRLLC performance.

3.2 Network architecture

In order to better realize requirements of 6G wireless networks, e novel network architecture should

be studied and applied according to network characteristics and sgci cations. Here we will discuss 6G

network architectures in terms of SDN/NFV, network slicing, SBA, CSA, deep edge node and network
(DEN?), CF/cell less, and cloud/fog/edge computing.

3.2.1 SDN/NFV

(1) SDN and its evolution. SDN is a network architecture that breaks the vertical integration
in traditional networks to provide the exibility to program the netw ork through (logical) centralized
network control. It separates the control plane and the data plane, in which the control plane or the
control function is logically centralized at one or a set of control enities called SDN controllers, while
the data plane is simpli ed and abstracted for network applications and services requesting through the
SDN controllers [170.

From high level, the SDN architecture can be divided into four planes,i.e., data plane, controller
plane, application plane, and management and administration plane, a shown in Figure17 [171]. The
data plane consists of distributed network elements that forwardand route the data packets to the SDN
controllers according to the instructions made in the controller plare via the southbound interfaces,
also called data-controller plane interface (D-CPI). The controller plane is composed of one or a set of
logically centralized SDN controllers, which are responsible for trankting the applications' requests and
exerting more granular control over the network elements. It al® provides relevant information up to the
applications. Thus, the controller plane plays the role of the bridge letween the data plane and application
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plane. The application plane consists of applications and communicatetheir requirements towards the
controller plane via the northbound interfaces, i.e., application-cortroller plane interface (A-CPI). The

management and administration plane was recently proposed by openetworking foundation (ONF) and

Internet engineering task force (IETF). This plane is responsible ér provisioning and monitoring the
networks [170{173.

The SDN architecture is programmable, agile, and cost e ective, m&ing it a key enabler for 5G. SDN
can be used to provide an overall framework to enable 5G to functio across a control plane and better
data ows for data moving across the 5G network. Many advancenents of applying SDN in 5G have been
made [L74. However, there are also many problems in terms of deployment, tiability, security and so on.
First, deploying SDN in existing networks will incur economic, technicd, and organizational challenges.
SDN deployments will incur considerable cost in the initialized equipmenttransformation and professional
training. 5G networks will inevitably increase the complexity of SDN design and deployment. Second, to
guarantee URLLC in 5G, a fast and expensive out-of-band wide a@network between SDN controllers and
switches will be needed, which will pose the huge challenges on the rdbidity of SDN networks. Third,
because SDN controllers are logically centralized and run on Windowsrd.inux operating systems, the
risk of being attacked or failures will also increase. Thus, security islso a fundamental challenge172.

In the future 6G, the hybrid SDN may be promising to e ectively allevia te the above challenges. Hybrid
SDN refers to a networking architecture where both centralized ad decentralized paradigms coexist and
communicate together to di erent degrees to con gure, contrd, change, and manage network behavior
for optimizing network performance and user experience. It is cosisted of the traditional network and
the pure SDN network, and thus can reap the bene ts of both two networks. For hybrid SDN, the
e ective management of heterogeneous paradigms and the proable interaction between two networks
is of particular importance [172 173. Besides, with the introduction of Al to communication networks,
the increased automation of SDN networks is expected.

(2) NFV and its evolution. NFV is a network architecture where network functions are implemented
in software that runs on top of general-purpose hardware such s high volume servers. It transforms
the network functions originally implemented on dedicated hardware such as middleboxes or network
appliances, to software running in the cloud environment or on genl-purpose hardware L70.



You X H , et al. Sci China Inf Sci January 2021 Vol. 64 110301:27

A high-level overview of the NFV architecture is shown in Figure 18. In general, the NFV architecture
is composed of three main components: NFV infrastructure (NFV), virtualized network function (VNF),
and NFV management and orchestration (NFV M&O). The NFVI prov ides the necessary virtual resources
to support the execution of VNFs. The VNF is the network function implemented in software running
over the NFVI. It is usually accompanied by the element managementystem (EMS). The NFV M&O
covers the orchestration and lifecycle management of physical a@hsoftware resources supporting the
NFVI, and also the lifecycle management of VNFs. The NFV M&O also interacts with the operations
support system (OSS) or business support system (BSS) landspa so that NFV can be integrated into
an existing network management landscapel[75, 176].

Although both SDN and NFV use network abstraction and virtualizat ion techniques, they are quite
dierent. SDN aims to separate network control functions from network forwarding functions, while
NFV aims to abstract network forwarding and other networking fu nctions from the hardware on which it
runs. SDN abstracts physical networking resources, like switchg routers and so on, and moves decision
making to a virtual network control plane which will decide the trac forwarding. In this approach, the
hardware continues to direct and handle the tra c. While NFV aims to virtualize all physical network
resources beneath a hypervisor, it allows the network to grow witlbut the addition of more devices. For
example, when SDN executes on an NFV infrastructure, SDN forwels data packets from one network
device to another. The SDN's networking control functions for rauting, policy de nition and applications
run in a virtual machine de ned by the NFV. Thus, NFV provides basic networking functions, while
SDN controls and orchestrates them for speci c usesl[77]. In conclusion, NFV is closely related to SDN.
They are highly complementary to each other, but not dependent @ each other. They can be mutually
bene cial and accrue greater value. For example, by adopting SDNechniques, NFV can enhance its
performance [L7§.

NFV is a key enabler for 5G, which helps to virtualize the various appliarces in the network. In
5G, NFV will enable virtualization of cloud RAN, which will help to deploy th e networks and reduce
the capital expenditure. Besides, NFV will provide infrastructure for network slicing, which permits
a physical network to be separated into multiple virtual networks to support di erent RANs or various
services. Future, NFV will enable the 5G networks to support sericed-based architecture by dynamically
creating service chains. Therefore, NFV makes the 5G networksl&stic and scalable, improves the agility
and simpli es the management [L79.

However, the M&O of SDN and NFV is still an open challenge in 5G and 6Gwhich faces the complexity,
reliability, security, and multitenant issues. First, although the man agement responsibility for the various
parts of the network and service provisioning is well de ned in the SOIN and NFV, the entire complexity
of the M&O will increase signi cantly for the separation of control and management, the multivendor
system, the improved functionalities, real-time resources allocatin, dynamic network conditions, and
network slicing. Second, owing to the increased complexity of the M&, it is more likely for the network
to have the unexpected and unforeseen \black swan" type of failtes, which may be hard to deal with.
Thus, the SDN and NFV face issues in terms of reliability and security. Third, the 5G and 6G network
is expected to be multitenant, where network operators and serice providers share the same physical
infrastructure. Thus, the network M&O has to deal with the corr esponding multitenant issues 18(.

3.2.2 Network slicing and its improvement

Network slicing is a network architecture that enables the multiplexing of virtualized and independent
logical networks on the same physical network infrastructure 181]. A network slice is a logically isolated
end-to-end network that is tailored for a particular service type with agreed upon service-level agreement
(SLA).

The concept of network slicing can be traced back to the late 1980s/hen the concept of the slice
was rst introduced in the networking eld. Next-generation mobile network (NGMN) then de ned the
network slicing in the context of 5G [182. As depicted in Figure 19, the network slicing concept mainly
consists of three layers, namely the service instance layer, the tveork slice instance layer, and the resource
layer. Each service instance represents a service provided by theetwork operator or third party. The
network slice instance provides the service instance with the requéd network characteristics, i.e., a
service instance is realized by a network slice. A network slice instaecmay be fully or partly, logically
and/or physically, isolated from another network slice instance. Eah network slice may contain zero,
one or more sub-network instances, which may be shared by two anore network slices. A sub-network
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Figure 19 (Color online) Network slicing conceptual outline [ 183].

instance can be a network function running on the physical/logical esources 183.

Network slicing builds a set of dedicated networks each customizeaf one type of services. Thus it can
guarantee improved performance, better scalability, enhancedaliability and security, etc. [184]. Di erent
slice types are de ned in [L85: (i) eMBB; (ii) MMTC; and (iii) uRLLC. Network slicing is based on SDN
and NFV and thus inherits most of the problems and challenges fromltiem, i.e., the slice M&O in terms
of the complexity, reliability, security, and multitenant issues.

In addition to the challenges inherited from SDN and NFV, network slicing has some additional con-
siderations that must be addressed in the future 6G. (i) Slice isolatia. Isolation is the most important
property of network slicing, meanwhile, it is also the main challenge foiits realization. To guarantee the
service quality of each slice, di erent areas of isolation should be rdi&ed, including tra c, bandwidth,
processing, and storage. In this case, the main challenge is the dwstration and control that need to be
implemented to harmonize the di erent isolation techniques in di erent domains, while there is still not a
holistic and nal standardized network slice architecture for this. Besides, the isolation techniques signif-
icantly rely on the SDN and NFV technologies, which are not yet mature. (ii) Dynamic slice creation and
management. To accommodate di erent services and meet diverseequirements, the e cient dynamic
slice creation and deletion is necessary. However, it is challenging toeate or delete slices because it has
to guarantee that these operations have no e ect on the curretly running slices, which involves the isola-
tion and security issues. Besides, the network slices should be able scale dynamically with the varying
load. Thus, e cient sharing is needed, which will also cause some issgelike isolation and security. In
this context, the lifecycle management of network slices is a criticaproblem to be solved 180, 184).

3.2.3 SBA and its evolution

To meet the diverse requirements of services and introduce new 1séces with as little impact as possible
on other entities in the network, SBA has been introduced for 5G coe network [186, 187]. Figure 20
depicts the reference SBA for 5G core network. The authenticabn server function (AUSF), as the
name implies, is an authentication server. It holds the extensible autentication protocol (EAP) for
authentication. The access and mobility management function (AMF) hosts all mobility management
related functionality and terminates the non-access stratum (NAS) and N2 reference point messages.
NAS messages are sent between the UE and the AMF for mobility mangement, and between the UE
and session management function (SMF) for session managemenf.he policy control function (PCF)
provides a policy framework incorporating network slicing, roaming,mobility management, and the SMF
controls the user plane function (UPF) for session management (g., session establishment, modify, and
release). The unied data management (UDM) stores subscriber dta and pro les, and the UPF is
the user plane gateway serving the UE by connecting the RAN node$o the data network (DN). The
application function (AF) enables dynamic policy and charging contrd for applications. The UE is the
mobile terminal, and the next-generation radio access network (NGRAN) is the new air interface for
5G. The DN may be, for example, operator services, Internet aeess, or third-party services. There are
also two new de ned functionalities, network function repository function (NRF) and network exposure
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Figure 20 SBA for 5G core network [ 188].

function (NEF). NRF can provide registration and discovery functionality to network functions, for them
to discover and communicate with each other. NEF o ers an interface gateway which allows external
users, such as enterprises or partner operators, the ability to mnitor, provision and enforce application
policy such that users can be inside the operator network188, 189.

The SBA is based on the related technologies across cloud computingirtualization, microservice,
stateless service, etc. Cloud computing provides on-demand cormaping to the SBA. Virtualization realizes
more exible and e cient resource management and usability. Microservice is an emerging and useful
architectural design pattern, where the network is divided into small-granularity, highly cohesive, and
loosely coupled services. Each service can realize a speci ¢ functality. Thus, microservice can enable
the SBA with exibility, granularity, and independent scaling [ 189. The case study and deployment
considerations about the SBA in 5G can be found in 190. However, the SBA also brings new security
challenges to 5G and 6G. The SBA introduces the set of security féares that enable network functions
of the SBA to securely communicate within the serving network doman and with other network domains.
These include network function registration, discovery and authaization security aspects, as well as the
protection for service-based interfaces. SBA domain security is aew security feature in 5G and 6G. To
ensure security between UEs in the SBA, security mechanisms sucks transport layer security and open
authorization are needed 191].

3.24 CSA

Diversi ed objectives, changeable service scenarios and persdized user requirements not only require
6G network to have a large capacity, ultra-low delay, but also a remakable degree of plasticity. In the face
of the ever-changing business requirements in the distributed so@rio, a 6G network service architecture
should have enough exibility and scalability and be able to make very ne-grained adjustments to the
network in the control layer.

However, the SBA of 5G core network is based on coarse-grainedm guration, which lacks real-time
perception and dynamic adaptation to the change of service demah Hence, the SBA of 6G core network
should be signi cant cognitive function, i.e., CSA. The CSA has two fedures. First, it can accurately
recognize target behaviors, scene semantics, and user charegstics. Second, it adjusts the network
services adaptively and dynamically through the uni ed service destdption method. These features are
supported by a cognitive interface, the lightweight learning agent,and the distributed service analyzing
module. With the cognitive interface, the 6G core network has the #&ility of situation cognition and can
perceive the change of service demand in a very ne-grained way. ien the lightweight learning agent
makes the decision according to gained information by rule matching oapproximate reasoning. At the
same time, the distributed service analyzing module evaluates the seice running state and provides a
reference for the decision making of a lightweight learning agent. Ths, a complete cognitive closed loop
of perception, decision-making, and evaluation is formed in the CSA.

Moreover, 6G core network functions will further sink to the edgeof the network, i.e., edge core. With
CSA and edge core, 6G core network will leverage edge computing form a multi-center architecture
to provide e cient, exible, ultra-low delay, and ultra-large capacit y network services. The original 5G
core network running in the cloud will no longer directly participate in t he control of the network. It just
helps edge cores to communicate with each other. With core netwérsinking to the edge, the network
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response delay is reduced, and the exibility of network managemenis improved. Besides, owing to the
sinking deployment of the core network, the CSA will realize the wholenetwork coverage from the core
network to the UE. On this basis, the UE can adopt a variety of comnunication modes and can switch
seamlessly when service scenario and requirement change. Edgeecsupports service adaptation, service
migration, service collaboration, and service evolution through distibuted service agents running in edge
core. Taking service migration fL92 193 as an example, edge core discovers migration requirements and
completes migration decisions through service cognition and invokegarious modules through the north
interface of the network layer to realize various processes suclsatate data transmission, cell handover,
and user session switching. The whole process ensures low delay amahsparency for users.

In this CSA enhanced by edge Al, 6G will further evolve from currert \human-machine-thing" in-
teractions to \hnuman-machine-thing-genie" interactions [194. These new ubiquitous, social, contextual,
consciousness-based communication and control scenarios réguintelligent service coordination of the
real world and virtual world, as well as the e cient collaborative com puting of various end devices and
network nodes [L95. With the help of such intelligent and collaborative computing scheme,the 6G
network can fully provide the ubiquitous immersive IoE services, inclding virtual scenarios and real
scenarios by sensing various types of objective and subjective mfmation.

However, current service capabilities of 5G network are no longerlae to meet the requirements of future
immersive I0E services. In the 6G era, end devices with various Al gaabilities will seamlessly collaborate
with a variety of edge and cloud resources. This \device + edge + clod" distributed computing architec-
ture can provide dynamic and extremely ne-grained service compting resources on-demand196. With
the maturity of Al technology and the reduction of Al hardware co sts, more and more smart end devices
such as smart phones, AR/VR glasses, smart cameras, and smaiftV, also including other 10T devices,
will constantly increase in users' daily life [L97. The collaborative Al services among distributed end
devices will become an important enabling technology for 6G. Therefre, how to integrate these scattered
Al capabilities, and nd the optimal combination of services to provid e the best experiences for users
based on di erent scenarios and user needs is a problem that mara€turers need to explore.

3.2.5 DEN?

As next-generation mobile communication networks target more orvertical industry scenarios, the com-
munication technology innovations at local scope become more imptant. The overarching bene t of
DEN? is to bring the communication services and intelligence towards the ege in order to realize the
vision of pervasive intelligence. By doing so, it is not only possible to pus the network performance to
the upper limit, but also possible to explore the industry-grade isolaton that is essential requirements to
empower many industrial use cases in a cost-e ective way.

However, a single deep edge node cannot leverage the power of kedgcale system. A huge amount of
relatively independent and isolated edge networks (e.g., in the ordeof millions) also cannot leverage the
power of digital transformation platform at a larger scale, which may even become the hurdles of future
industry innovation. Hence, the essential design of DEN is to have large-scale networking based on
cooperative and controllable deep edge node entities. Figur2lillustrates the architecture of DEN?. The
goal of DEN? is not only about to provide the computational and intelligent capabilit y to the edge, but
also an architectural revolution that enables deep convergencefavireless communication and computing
resources at the deep edge network with real-time adaptive collabvation, which is di erent from MEC
or fog computing.

It has the vision to establish an ultra-high-performance platform which could provide uni ed access for
all kinds of industry and non-industry terminals. On the other hand, DEN? is envisioned to become the
key innovation platform for the future mobile communication system. In order to design DEN?, there are
a few enabling technologies to consider, e.g., industry terminal pasthrough, the convergence of wireless
and core networks, full autonomous self-driving network, new nevork protocols such as identi cation
and address separation, perception, and user-centricity.

It also has the vision to enable highly distributed Al with moving the inte lligence from the central cloud
to the deep edge nodes, to allow reducing latency, costs, and seity risks, thus making the associated
business more e cient. The key capability of the DEN? from this perspective is native Al support, which
covers data accessing, storage, processing, inferencing, kredge distribution, etc. Hence, DEN should
consider how to handle data security and privacy as well as how to mvide e cient synchronization on
data and service by default, which requires a simpli ed but high-perbrmance solution that could be done
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Figure 21 (Color online) An illustration of DEN 2,

through the reconstruction of the protocol stack. DEN? also needs to consider how to support real-time
collaboration among deep edge node entities.

3.2.6 CF architecture

Since it was rst introduced in 1970s [198 199, cellular networks have become a core structure of mobile
networks. Cellular networks o er many advantages in terms of prectical implementations and the use of
radio resources. However, the main inherent limitation of cellular netvorks is the boundary e ect: the
users at the cell boundary receive weak desired signal (due to patoss) and strong interference from other
cells. As a result, these cell-edge users perform badly. The boundeae ect is not a problem in the past
and current mobile networks. This is the reason why the cellular-basd topology is still the key option for
mobile networks for many decades. However, in beyond 5G and fute 6G communication systems, the
high demand on data rate certainly will cause ultra-densi ed and heerogeneous BSs/APs deployment.
While, with the density of BSs/APs, the cell coverage becomes smalfe The distance between BSs/APs
has been reduced to tens of meters in 5G networks. Such densi tian of future wireless networks leads
to more interference which makes the boundary e ect a main bottlmeck of cellular systems. From
information theory, Refs. [116,200 have shown that cellular networks are hitting the physical limit to th e
area spectral e ciency. Whatever the advanced technologies weise, we cannot overcome the boundary
e ect. Although there have been many techniques proposed in thdast decades such as network MIMO,
CoMP with joint transmission, and distributed antenna systems, their ability to overcome this bottleneck
is limited. This is because these techniques are still based on cellularrsictures and/or require too
complicated co-processing and high deployment costs. In additionat the issue of network convergence
owing to the boundary e ect, future wireless networks face manyfurther issues, such as load balancing,
handover overhead, interference management, to name a few.oFexample, heterogeneous communication
networks need to interconnect with each other, and thus many isses in terms of routing, protocol, and
management raise.

To solve the above problems, the CF (or cell-less) massive MIMO netarks have been proposed in1[17]
as a practical and scalable version of network MIMO. Figure22 shows a general system model of CF
massive MIMO where many (thousands or more) APs jointly serve may user terminals in the same time-
frequency resources. All APs are distributed in a large area (e.g.he whole city) and connected to one or
several CPUs. A speci c design of CF architecture using the SDN aatrollers for high-density smart city
is illustrated in Figure 23 [201]. In this example, compared with the traditional cellular networks, where
a (mobile) terminal needs to be associated with a BS/AP in advance, inthis network, a terminal can
decide to access several BSs/APs via di erent uplinks and downlinkgdepending on the wireless channel
status and its demands. As a result, BSs/APs do not need to maintén a list of associated terminals.
Instead, the associate control in the SDN controller will decide whib BSs/APs the terminals should
be associated via the control link. Moreover, the transmission camol in the SDN controller will create
dynamic uplinks/downlinks and backhaul links to support the joint tr ansmission or reception between
terminals and BSs/APs. That means the BSs/APs in the same group an cooperate with each other to
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realize the joint transmission and reception for a speci ed terminal[201].

CF massive MIMO has been attracted a lot of research interest, ad become one of the promising
candidates for beyond 5G and towards 6G wireless communication syems R0 204. The main bene ts
of CF massive MIMO are as follows.

High network connectivity (coverage probability). In CF massive MIMO, there are no cells, and
hence, no boundary e ects. In addition, because the APs are distbuted over the whole coverage area,
the macro-diversity gain can be obtained. As a result, CF massive MMO can provide very high network
connectivity. All users in the networks can be o ered very good sevices.

Huge spectral and energy e ciency. Similar to colocated massive MMO, CF massive MIMO o ers
many degrees of freedom, high array and multiplexing gains owing tokte use of many service antennas
(APs) to serve a much smaller number of user terminals. ThereforeCF massive MIMO can o er very
high spectral e ciency and energy e ciency.

Simple linear signal processing and low-cost devices. Because thennoer of APs is large, together
with the law of large numbers, in many propagation environments, CF massive MIMO can have the
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favorable propagation and channel hardening properties. With faorable propagation, linear processing
schemes, such as maximum ratio (MR), ZF, MMSE, can be used becaa they are nearly optimal. With
channel hardening, the signal detections, power control, and sigaling control can be done based only
on the statistical channel knowledge (large-scale fading). This sipli es the system signal processing
signi cantly. In addition, in CF massive MIMO, each AP has a few antennas. Therefore, CF massive
MIMO is expected to be built by low-cost, low-power components andsimple signal processing APs.

To achieve completely the above bene ts of CF massive MIMO, many hallenges need to be tackled.
Some important future research directions on CF massive MIMO ardisted below.

Scalable signal processing. Inlf17], MR processing is proposed to be used at the APs. With MR
processing, each AP just uses its local channel estimates to prede the symbols intended for all terminals.
There is no sharing of instantaneous CSI among the APs. The commication between the CPUs and the
APs is mainly limited to the payload data and power control coe cients . MR processing is simple and
can be implemented in a distributed manner to o er good performane. Other linear processing schemes
such as ZF and MMSE are much better than MR processing in terms ofhe system performance 205|.
However, they cannot be directly implemented in a distributed manne. So the system is not scalable,
i.e., it is not implementable when the number of APs/terminals grows large. Thus, designing a scalable
signal processing that performs closely to the ZF and MMSE schenseis a challenging and important
research direction.

Scalable power control. In CF massive MIMO, because the APs and teninals are distributed in a
very large area, the near-far e ects and inter-user interferece need to be controlled properly. Therefore,
power allocation is very important. In [117, 206], the power controls are proposed to maximize the
minimum rates and the energy e ciency of the system, respectively These power controls are done at
the CPU via solving a sequence of convex second order cone progrs, under the assumption that the
CPU has perfect knowledge of large-scale coe cients of all AP-teminal links. These schemes are not
scalable with the network size (the number of APs/terminals). In[121], a distributed power control scheme
is proposed where the power control is done at the APs with local kawledge channel conditions. This
power control scheme works well, and most importantly, is scalableHowever, compared to the centralized
scheme in 117], the performance of this distributed power control is still far below. In addition, because
this scheme is a heuristic power control, its performance dependslat on the propagation environments.
Scalable power control is still a very important open problem of CF masive MIMO.

3.2.7 Cloud/fog/edge computing

(1) The evolution of computing technologies. Over the past decades, computing paradigms have
evolved from distributed computing to centralized cloud computing. Now the pendulum swings back.
Cloud computing is an architecture with centralized resources and ranagement in the clouds, referring to
data centers, backbone Internet protocol (IP) networks andcellular core networks p2]. Owing to central-
ized resources and management, it enables end devices and consumwith elastic on-demand resource
allocation, reduced management e orts, exible pricing model (pay-as-you-go), and easy applications
and services provisioning 207]. However, this main advantage of cloud computing | consolidated re-
sources and management | is also its main weakness. Centralized resirces and management mean that
functions and controls are located far from where tasks are gemated. Owing to long physical distance,
limited communication bandwidth, intermittent network connectivity , etc., cloud computing alone cannot
meet the requirements of many delay-sensitive applications in 5G, sh as automatic driving. Aiming
at providing cloud computing capabilities at the edge of the network,in 2014, the industry speci cation
group within European telecommunication standards institute (ETSI) proposed MEC. As de ned by
ETSI, MEC is a network architecture that provides IT and cloud-co mputing capabilities within the RAN
in close proximity to mobile subscribers R0g. In March 2017, the ETSI expanded the scope of MEC
and after that replaced the term \mobile" by \multi-access" [ 207]. The edges of non-mobile networks
are also being considered in MAEC. Fog computing, rst initiated by Cisco, is further promoted by
OpenFog consortium to extend and generalize edge computin@@9. The OpenFog consortium de nes
fog computing as \a system-level horizontal architecture that dstributes resources and services of com-
puting, storage, control, and networking anywhere along the cotinuum from cloud to things" [ 210{217.
This thanks to the proliferation of smart devices, which can connetwith each other and provide shared
and exible resources along the cloud-to-things continuum, driving the new service model call fog as a
service technology 213. A key di erence between MEC and fog computing is that MEC functions only
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Figure 24 (Color online) Multi-tier computing network architecture , which integrates cloud, edge, and fog computing technolog ies
to enable intelligent services for anything at anytime and a nywhere [ 216].

in stand-alone mode, while fog computing has multiple interconnectedayers and could interact with the
distant cloud and the network edge P07,214. In [215, the combination of Al and edge computing was
introduced for dealing with several emerging future communicationissues.

(2) An integrated multi-tier computing network. Cloud computing, edge computing, and fog
computing are not competitive but interdependent. They complement each other to form a service con-
tinuum, and fog is the bridge that connects centralized clouds and tstributed edges of the network P09.
For example, together with the edge, fog ensures timely data praessing, situation analysis, and decision
making at the locations close to where the data is generated and shitd be used. Together with the cloud,
the fog supports more intelligent applications and sophisticated serices in di erent industrial verticals
and scenarios, such as cross-domain data analysis, pattern regation, and behavior prediction. Thus,
an integrated multi-tier computing paradigm involving collaborations b etween cloud computing, edge
computing, and fog computing is inevitable in the future.

Multi-tier computing networks can be thought of as a large companywith a top-down, multi-tier orga-
nization structure: managers and employees at di erent levels in tle company have di erent resources,
capabilities, and responsibilities in terms of data access and proceasg, task assignment, customer de-
velopment, and decision making, as shown in Figure24 [216. Cloud computing is equivalent to the
top hierarchical level in the company, possessing the most informtan sources, the strongest analytical
intelligence, the maximum storage space, and the highest decisionaRking authority. As such, cloud
computing is expected to handle challenging tasks at the global levekuch as cross-domain data analysis
and processing, abnormal behavior diagnosis and tracing, hiddenrpblem prediction and searching, new
knowledge discovery and creation, and long-term strategic plannig and decisions. Edge computing, on
the other hand, is equivalent to front-line sta, having the least resources and capabilities but being able
to directly interact with customers in di erent application domains. T herefore, edge computing is good
at handling delay-sensitive tasks at the local level, such as data coli#ion, data compression, informa-
tion extraction, and event monitoring. Between the cloud and the elge within the network, there is fog
computing, which is equivalent to midlevel management in the company Like an e cient management
system with many levels of resources, duties, and responsibilitiespdg computing is a hierarchy of shared
computing, communication, and storage resources that can colladratively handle complex and challeng-
ing tasks at the regional level, such as cross-domain data analysisjulti-source information processing
and on-site decision making for large service coverage. Becausesusequirements are usually dynamic
in terms of time and space, fog computing can provide a exible apprach to incorporate distributed
resources at di erent geographical or logical locations in the netwrk, thus o ering timely and e ective
services to customers.
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4 New paradigm shifts

To realize the performance metrics and application scenarios of 6Ghe current 5G wireless communication
networks are expected to have four new paradigm shifts, i.e., glob&overage, all spectra, full applications,
and endogenous network security. Global coverage utilizes satelitcommunication, UAV communication,
terrestrial communication, and maritime communication to achieve a space-air-ground-sea integrated
network. All frequency spectra will be fully explored, including sub-6 GHz, mmWave, THz, and optical
frequency bands. Full applications will be combined with communications, computing, control/caching,
and Al to enable higher intelligence. Endogenous network security il also be considered when developing
6G networks, both for physical layer and network layer.

4.1 CGlobal coverage: space-air-ground-sea integrated net works

There have been some preliminary studies on the integration of di eent networks, including the integra-
tion of 5G and satellite network [217 220, 5G and UAV network [221{223], and space-air-ground inte-
grated networks 224 227]. However, the comprehensive integration methodologies of spa@gr-ground-
sea networks for global coverage have not been well studied. Irhis subsection, we rst summarize the
recent advances, technical challenges, and potential opportuties in satellite communication networks,
UAV communication networks, and maritime communication networks, respectively. Then, we introduce
a feasible integration approach of space-air-ground-sea netwks and shed light on the future research
directions toward the space-air-ground-sea integrated 6G sysim.

4.1.1 Satellite communication network

Satellite communication networks can provide valuable benets, e.g.,seamless wireless coverage, for
extending current terrestrial communication networks, and aredeemed as promising solutions to be in-
corporated in future wireless network architectures P14 220,228 229, as shown in Figure25. Multi-beam
satellites have been widely adopted in satellite communication systemsas they can provide increasing
wireless data rates. Commonly for multi-beam satellite communicationsystems, a four-color frequency
reuse scheme where adjacent beams are allocated with non-oveptang frequency spectrum (or di erent
polarizations) is adopted to mitigate the co-channel inter-beam inerference. Recently, a more aggressive
full frequency reuse scheme has been advocated to enhance #pectral e ciency of satellite communica-
tions further. Nevertheless, the inter-beam interference owingo full frequency reuse should be carefully
considered. Note that it is usually not straightforward to extend the interference mitigation approaches
widely adopted in terrestrial communication networks to satellite communication networks owing to the
signi cantly di erent channel propagation properties and the pra ctical satellite payload limitations.

There exist plenty of technical challenges associated with future aellite communication networks.

(1) Accurate modeling of the satellite channels is of vital importanceto the physical layer transmission
design of satellite communication networks. Dierent from the terrestrial propagation environments,
satellite wireless channels usually exhibit distinctive propagation progrties, e.g., low rank properties
and long propagation delay. Therefore, satellite channel propeies need to be further investigated and
characterized.

(2) With the capability of enhancing the spectral e ciency and ener gy e ciency, etc., massive MIMO
has been widely recognized as a core ingredient of cellular wireless wetrks for 5G and beyond. The
application of massive MIMO in satellite communication networks is rather challenging due to, e.g., size,
weight, cost, power consumption, feeder link restrictions, etc. Bployment of massive MIMO for future
satellite communication networks should be carefully designed with tle potential practical concerns taken
into account.

(3) Similar to the terrestrial cellular counterpart, satellite commun ication networks will involve multi-
ple satellites, which cooperatively provide services to user terminalsSome typical multi-satellite network
architectures include cooperative satellite transmission by sharinghe same orbit window, di erent clus-
ters, and multi-satellite relay transmission, etc. Resource allocatia poses one key challenge in satellite
communication networks.

(4) As a complementary solution for global seamless and ubiquitousaverage, satellite communications
will play important roles in 5G and beyond. It is widely expected that satellite communication networks
will be integrated into the 5G and beyond terrestrial communication networks. The major challenges
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Figure 25 (Color online) Integration of terrestrial and satellite co mmunication networks.

in the integration of satellite and terrestrial communication networks are related to the physical layer
transmission and media access control (MAC) protocols, e.g., raman access, HARQ, etc.

4.1.2 UAV communication network

With the inherent properties such as exibility, mobility, and adaptive altitude, UAVs have been consid-
ered as an indispensable component and a promising technology in fute wireless networks. UAVs can
either be used as new aerial communication platforms230,231], i.e., BSs, or be served as new aerial users
in di erent scenarios [232. We rstly classify UAVs according to di erent altitude platforms, s o-called
low altitude platform (LAP) and high altitude platform (HAP), respec tively. When UAV is applied to
the actual specic wireless network, in addition to the capability of the UAV itself, its environmental
status, such as its own ight altitude and other factors must also be considered. According to the ying
altitude of UAV, the corresponding communication network can be dvided into two types: LAP-based
communication networks and HAP-based communication networks.

LAP-based communication network has many unique characteristis, such as diverse and changeable
topologies, switching constraints, and 3D transmission charactéstics. With regard to topology structure,
the meshed UAV structure has a good performance in terms of reliality and exibility. In [ 233, the
performance of mmWave UAV mesh network in beam management andetwork self-healing was studied.
In addition to the above characteristics, there are three mechaisms playing important roles in LAP-
based communication networks. Firstly, in order to complete military or civilian tasks, LAPs should
be moved to the target regions by using a variety of e ective movenent control mechanisms, which
include single-LAP movement control and multi-LAP cooperative mecanisms. The authors in R3]]
proposed a relatively simple mechanism to control all UAV nodes' deised trajectory, which minimized
the total ight distance of all UAVs in motion. Secondly, after LAPs are moved into target regions,
networking mechanisms take e ect in LAP networks, which can improve QoS and network resource
utilization e ciency. Besides, good network mechanisms can respod well to con guration changes in
LAP networks. Thirdly, transmission mechanisms can help LAP-basel communication networks provide
reliable and high-speed data transmission. In234], the authors proposed a broader neighbor discovery
scheme in term of network recovery, which can improve the packetielivery ratio and reduce the total
network disconnection time by increasing the transmission power ofHello' messages. Furthermore, in
the civil eld, LAP networks also face various challenges related to rtwork security [235.

HAP-based communication networks have withessed an unprecedted improvement in providing mo-
bile communications and broadband wireless access services. As giyal HAP-based communication
network, the airborne network have several unique characterigcs. First, most of these network nodes



You X H , et al. Sci China Inf Sci January 2021 Vol. 64 110301:37

will have multiple links to achieve network reliability, high capacity, and lo w latency. Second, most of the
nodes will be mobile so both the network links and the network topolog will vary with time, some faster

than others. Third, the distances between adjacent nodes will vey signi cantly, from hundreds of meters

to tens of kilometres. Fourth, the power supply to the nodes will belimited, so the energy e ciency of

each node impacts not only the operation cost, as in the case for teestrial networks, but also commercial
viability. Fifth, when applicable it would be highly desirable for antennas on the airborne platforms to

be conformal in order to meet the aerodynamic requirements and @ntain mechanical integrity.

Compared to conventional BSs or other aerial platforms, the adantages of HAP-based communication
networks are their abilities of wide area coverage, favorable HAP4gund channel characteristics, rapid
deployment, and quick response to temporal and spatial tra ¢ demand [236]. Firstly, in consideration of
the above advantages, HAP-based communication networks havattracted several prospective studies.
The authors in [237] proposed single HAP and multiple HAP LTE cellular capacity analysis andintegrated
LTE technology into HAP-based communication networks. The study in [238 aimed at evaluating a pilot-
based estimation technique for single-carrier frequency division mnitiple access (FDMA) LTE deployed via
HAPs and analyzed the single-carrier FDMA performance on HAPs wih pilot-based channel estimation.
In [239], the authors proposed a novel framework for maximizing the sumate of a relay-aided HAP drone
wireless system when the CSI was not available, which can provide baalband wireless connectivity to
ground users e ectively. The authors in [240Q investigated a vertical framework to backhaul/fronthaul
small-cell base stations via networked ying platforms, which utilized HAPs and free space optics to
transport tra ¢ between the access and core networks. Secodly, owing to the special stratospheric
transmission characteristic, the HAP channel model shows di eraces with other UAV channel models in
the 3D transmission nature. The authors in R41] proposed a non-stationary 3D wideband geometry-based
stochastic model (GBSM), which is more practical to characterizethe HAP-MIMO channel. Thirdly,
there are several key challenges for future HAP-based commurdation networks. These key challenges
include safety and regulations, seamless integration with existing nevorks, optimized telecommunications
payload, optimized signal processing and protocols, needs for higgpeed backhaul/fronthaul links [236)],
as well as interference dynamics and limited energy22.

Similar to satellite communications, UAV can be a promising solution for anergency wireless systems
in cases of natural disasters or severe ground disruptior2B4,235. In comparison, UAV shows lower cost,
lower latency, and better SNR than satellite communications. Howeer, the high velocity of UAV leads to
dynamic channel characteristics over time and space in air-to-gnond and air-to-air communications. The
non-stationary channel of UAV also brings some challenges to covage and connectivity. In addition,
airframe shadowing is also a challenge caused by the structural dige and rotation of the UAV [ 233.

Some possible future research directions on UAV are listed below.

(1) When UAVs are used as ying BSs, the battery draining of UAVs could cause network nodes to
fail. Therefore, the UAV charging or replacement scheme needs tbe investigated to ensure the network
coverage function normal.

(2) ML can be used to predict the users' mobility and their load distribution, which enables cache-
enabled UAVs to dynamically optimize their deployment and trajectory. E cient methods need to be
developed to combine ML with cache-enabled UAVs.

(3) It requires a new multiple access technology to make use of UAVand mmWave technologies in 5G
communication systems. Besides, mmWave technologies need to bevastigated during harsh weather
conditions.

(4) In drone-aided networks, UAVs can provide a variety of servies, such as caching, computing,
network controlling, and drone cells. In such networks, UAV schedling needs to be investigated to
achieve high energy e ciency.

(5) UAV communications involve some security and privacy problems sch as eavesdropping and jam-
ming. These problems may pose threats to personal information, it needs to be comprehensively
investigated.

(6) High-speed mobility support and con ict avoidance are other challenges that need to be developed
in the future.

(7) In order to make the UAV communications more e cient in practic e, more practical channel models,
including humidity, temperature, obstacles, suburban and urban evironments, need to be investigated.

(8) Antenna aperture e ciency, scanning angular range and scaming speed are some of the issues to
be addressed.
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ology for service-centric and software-de ned network-

4.1.3 Maritime machine-type communication network

The oceans cover more than 70% of the Earth's surface, and the ternational maritime shipping industry
is responsible for the carriage of around 90% of world trade. Althogh 5G is all about enabling revolu-
tionary use cases, maritime communication, particularly, maritime machine type communication (MTC)
has not yet received enough attention in the 5G community. It can ke foreseen that maritime MTC wiill
become an imperative component in the evolving landscape of the camunication system beyond 5G.

Progresses in loT in the maritime domain for the modernization and mdilization of maritime re-
lated businesses as well as maritime safety and tra ¢ managementantinue to challenge the traditional
maritime communication systems, which have gradually shown their inompetence in meeting the ever-
increasing demand and unique requirements from maritime loT. Thes requirements and challenges in-
clude: (1) ubiquitous connectivity and service continuity, (2) tra ¢ nonuniformity, (3) service-centricity,
(4) device heterogeneity, (5) simplicity and reliability, (6) capacity and scalability, (7) inter-operationality,
and (8) radio spectrum internationality [ 243.

The unique requirements of maritime loT warrant not only a unique network and air interface design
but radio spectrum allocation as well. To materialize this concept, we ®ed the following.

System architecture. The rst and foremost requirement of maitime MTC is the provision of
ubiquitous connectivity between vessels and shore over open ogeaworldwide to ensure maritime service
continuity. This poses a unique and serious challenge because unlikertestrial cellular communication
where wide area wireless coverage is provided via mass deploymentB®®s, it is obviously unrealistic to
cover the open oceans with such BSs. The solution is the deploymemtf a satellite MTC network to
form a space-earth integrated maritime MTC system as graphically illistrated in Figure 26 [244. Solid
lines denote physical interfaces and dashed lines denote logical imfaces. The control station can be
either the satellite space station or shore station. This space-e#n integrated system provides seamless
global maritime MTC to support various maritime 10T services, includin g navigation, observation and
monitoring, and dynamic networking for emergencies, enabling globamaritime information resources
management, coordination, and optimization.

Air interface. Communication at sea diers signi cantly from its land- based counterpart. The
unique maritime MTC requirements impose great challenges to not onlythe maritime MTC network
architecture but also the air interface [245. At least three types of wireless communications can be
identi ed for a full- edged maritime MTC system: (1) satellite commun ication for o shore and worldwide
coverage, (2) terrestrial communication for nearshore high-ta ¢ area deployment where higher spectral
e ciency/capacity and latency are critical, and (3) proximity commu nication for maritime 10T proximity
services.

Radio spectrum. International spectrum has been allocated for raritime MTC by ITU [ 24€]. Specif-
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Figure 27 (Color online) International frequency allocations for ma ritime MTC [ 243, 246].

ically, as shown in Figure 27, frequency channels 2087, 2088, 75, 76, as well as channels 288d 2028 in
the very high frequency (VHF) maritime mobile communication band (156{174 MHz) are allocated for
the maritime MTC proximity communications. Also, in the VHF maritime mo bile communication band,
paired channels 24, 84, 25, and 85 are allocated to the maritime MTCédrrestrial communication, with
the lower legs (i.e., channels 1024 and 1085) to uplink, and upper legs.d., channels 2024, and 2085)
to downlink for frequency division duplex (FDD) operation. Paired channels 26 and 86 are dedicated to
satellite with the lower leg channels 1026 and 1086 to uplink, and uppeleg channels 2026 and 2086 to
downlink. These channels can also be used as duplex channels (botplink and downlink) for optional
TDD operations.

While still in its early stage of development, the maritime MTC technology, backed up by the interna-
tionally allocated VHF spectrum, will continue to evolve beyond 5G with the culmination and synergy
of various technological e orts to bring the maritime loT concept one step closer to reality.

4.1.4 Space-air-ground-sea integrated networks

It is generally recognized that, owing to their limitations of radio spedrum, service geographical area
coverage, and operation cost, 5G terrestrial communication netorks alone cannot achieve ubiquitous,
high-quality, and high-reliability services at anytime and anywhere, especially in coping with the upcoming
trillion-level connections of I0E devices in remote areas. In orderd provide truly ubiquitous wireless
communication services globally, it is imperative to develop a space-aiground-sea integrated network to
achieve worldwide connectivity and make various applications accefide especially in remote areasg26,
247,248. Dierent from the traditional terrestrial coverage, the 6G spa ce-air-ground-sea network will
integrate underwater communication networks to support broadsea and deep-sea activities. However,
the underwater communication exhibits di erent propagation characteristics from terrestrial networks,
and the complex and unpredictable underwater environments can ause plenty of issues to be resolved,
such as intricate network deployment, severe signal attenuationand physical damage to equipment249.

In the space-air-ground-sea integrated network, various netarking technologies have their pros and
cons in providing services, in terms of coverage, transmission delathroughput, reliability, etc. Via ef-
fective inter-networking, di erent network segments can coopeate to support seamless service access and
enhance service provision in an e cient and cost-e ective manner. Specially, satellite communications
can complement terrestrial networks for service access in areagth limited or no terrestrial network cov-
erage (e.g., remote areas, disaster scenarios, and open seasgak¥iwhile, the complementary properties of
satellite link (wide coverage) and ber-optical backbone (high datarate) can be considered as alternative
backbone technologies to wireless backhaul. UAV communications cahelp to alleviate the terrestrial
network burden and to enhance service capacity in congested lotians with highly dynamic data tra c
load. In addition, the satellites/UAVs with remote sensing technologies can support the reliable acqui-
sition of monitoring data and assist terrestrial networks for e cie nt resource management and planning
decisions 250.

The space-air-ground-sea integrated network can have a layedeheterogeneous architecture in essence.
It is vital to consider the e ciency of the dynamic collaboration of mu lti-dimensional heterogeneous
resources in the integrated system, for data transmission, pragssing, sensing, and caching2bl]. To
facilitate e cient operation and management in the integrated netw ork with multi-dimensional resources
and highly dynamic networking environment, an SDN-based hybrid ard hierarchical control architecture
should be in place, as shown in Figure8. Speci cally, massive network information is required at the
SDN controllers to e ectively make centralized decisions on networkoperation and service provisioning.
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Such information includes statistical data and periodic updates on ser mobility, temporal and spatial
distribution of service demands, QoS requirements, and networkasource availability. The network control
architecture should be versatile and exible.

Hybrid control architectures for di erent scenarios. The SDN controllers incur high signaling over-
head for network management owing to the collection of massive neirk information [225. To avoid
the unnecessary signaling overhead for e cient resource utilizatio, distributed control architectures are
suitable for services in remote areas. Speci cally, owing to low user ehsity, resource management in
such scenarios is relatively straightforward, and distributed algoithms can generally achieve satisfactory
performance in local operation without involving SDN controllers. In urban/suburban scenarios, on the
other hand, the network management is complex, resulting from hip service demands, multi-dimensional
resources, and complicated communication environments. Henc&DN controllers are bene cial in these
scenarios to maximize service quality and network performance.

Hierarchical control architectures for urban/suburban scenaios. For scalability, SDN controllers
in urban/suburban scenarios should be organized in a hierarchical enner, where SDN controllers at
di erent levels target at network operation in di erent scales, i.e., for local, regional, national, and global
domains. For instance, each RSC schedules transmission and praséng within its coverage area with
fast response, while the local controllers coordinate the RSCs tollacate resources in the neighborhood
of multiple RSCs. Further, the central controllers act as coordingors for the local controllers to perform
network-wide resource management for end-to-end service deity and seamless coverage even in high
mobility situations.

To e ectively integrate various network segments with di erent scales and diverse radio access tech-
nologies in the space-air-ground-sea network, there exist manyhallenges and opportunities that require
further studies, including the following.

Mobility management. In the integrated network, there are multiple types of mobility introduced by
satellites (especially low Earth orbit (LEO) satellites), UAVS, ships, terrestrial users (especially vehicular
users), and other maritime devices. All the diverse mobility patterns should be properly accounted for
the network operation and service provisioning. For seamless mobiljtmanagement, it requires innovative
engineering solutions, especially for vertical hando between hetegeneous network segments, in addition
to horizontal hando within the homogeneous segment. When coniglering an LEO satellite network as
the backhaul, its capacity is constrained by the highly dynamic satellite constellation topology and the
limited contact duration among LEO satellites, which further complicates the decision process in selecting
satellite or terrestrial backhaul.

Transport networking protocols. The transmission control protocol (TCP)/IP protocol suite has
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been widely used in both terrestrial and satellite networks. Howeve as the protocol suite was originally
designed to support best-e ort services in the wireline Internet with arbitrary network topologies, it has
some limitations when applying to the future integrated network. Fir st, satellite communication networks
(e.g., Starlink) have dynamic but deterministic topologies, which will deviate even more from random
topologies in the Internet in coming years with densely deployed LEO atellites. Second, LEO satellites
have high mobility and the communication delay varies signi cantly. The large variations of round trip
time (RTT) can a ect the transmission rate and degrade the TCP performance. Third, the transmission
rate asymmetry in satellite uplink and downlink channels also a ects the TCP performance. A low-
rate uplink reduces the arrival rate of acknowledgments (ACKs) and the increase of the TCP sending
rate, leading to poor channel utilization in the downlink. Last but not least, with emerging network
virtualization technology such as in 5G cellular systems, the future inegrated network will be logically
circuit-switching under the network slicing framework. As a result, in-path network intelligence can be
achieved for e ective and e cient transport protocols, di erent from packet switching in the Internet that
relies only on end nodes in transmission controlZ52. Further research is necessary to exploit various
characteristics of the integrated network in networking protocds for maximal performance.

Routing strategies. The routing strategy in LEO satellite networks and UAV group networks is a
major issue. When utilizing the LEO satellite networks to support long-distance communications, inter-
satellite routing is indispensable to provide a reliable data transmissiorpath for satellite users. Basically,
LEO satellite networks are characterized by limited on-board procasing and storage capabilities, dynamic
network topology, uneven data ow, and high bit error rate. A LEO satellite network uses a constellation
of several similar satellites to provide wireless networking servicesotthe Earth [253. The LEO satellite
network topology in the whole inter-satellite communication processis time-varying and redundantly
connected multipath may exist, which causes fast retransmit and ecovery and delayed acknowledgments.
Several cooperative routing algorithms for satellite networks hae been proposed to improve the net-
work throughout and end-to-end delay performance 254259. In UAV group networks [260 261], the
mobility and altitude of UAVs, transmitted power, inter-UAV distanc es, extraneous noise, uneven UAV
access users' tra c distribution in both spatial and temporal dom ains, will largely a ect the routing
protocol [262] and conventional routing protocols fail to work. Several novelrouting algorithms have
been proposed recently for UAV group networks to achieve betteperformance P63 268. Nevertheless,
routing strategies which can adapt to high mobility, dynamic topology, and di erent routing capabilities
in LEO satellite networks and UAV group networks are still in their early stage and need further studies.

Energy e ciency. Dierent from terrestrial BSs which are mostly ¢ onnected to the power grid at
all time, the UAVs and satellites are powered by a battery and/or sdar energy. The propulsion energy
required to maintain the aloft and mobility of UAVs dominates their energy consumption, while the
intense radiation and space-variant temperature a ect the satdlite energy consumption. With limited
battery and solar energy capacity, the ight duration of UAVs is short and satellite functionalities for
transmission, processing, and sensing can be severely constraind herefore, improving energy e ciency
to increase the endurance of UAVs/satellites in the integrated netvorks remains a critical but challenging
research topic.

The 6G wireless networks are envisioned to provide global coveragsupport disparate radio access
technologies, make use of all available radio spectra, and achieverahg network security. Di erent from
the traditionally evolved wireless communication networks, the layeed heterogeneous space-air-ground-
sea integrated system will embrace high dynamics of the future 6G @tworks in provisioning diverse
services with multi-dimensional resources. It is essential to leveige groundbreaking and cutting-edge
techniques for system management and service optimization. Reneadvances in SDN, Al, and network
slicing technologies provide enabling tools for seamless integration tiie heterogeneous network segments
to maximize the bene ts from their complimentary characteristics to support various new use cases and
applications.

The SDN-based hybrid and hierarchical network control architecure will play an important role in
e cient network control and inter-segment operation, and dyna mic networking. Further, network slicing
based resource management potentially can enhance customizedrgice provisioning to di erent users
with di erent granularities in various coexisting applications. Considering the massive and complex
network information in the large spatial-temporal domains within the space-air-ground-sea integrated
system, innovative Al-assisted engineering solutions are requirefbr automation in system operation and
control, to achieve exibility and scalability in system management, to make proactive and real-time deci-
sions, and to maximize the overall performance of the integratedystem. Particularly, Al is a promising
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tool to automate and optimize network slicing, including determining the optimal slicing granularity,
monitoring service level agreement for each service type, and thslice adaption in a dynamic network
environment with uncertainties. In user mobility management, Al-based techniques should be developed
to facilitate analysis and prediction of user mobility patterns for location-dependent big data informatics
services such as in smart transportation. In addition, further research is required to investigate Al-based
joint resource management for communication, computing, sensip, and caching in the di erent network
segments. There exist various challenges and opportunities in expling contemporary Al techniques
for the space-air-ground-sea integrated system. Various modidased optimization solutions developed in
the past few decades for communication networks provide usefuhsight and pave a way for developing
new Al-based solutions that are optimized for and pertain to spaceair-ground-sea integrated network-
ing. Painstaking e orts from both academia and industry are required over the next ten years to meet
technical challenges towards developing the space-air-grouncka integrated system.

4.2 All spectra: sub-6 GHz, mmWave, THz, and optical frequen cy bands

While sub-6 GHz and mmWave bands have been widely investigated, THand optical frequency bands
need further investigation. Owing to their varying wavelength and bandwidth, their channel propagation

characteristics have large di erences and should be carefully studd. Here we summarize works on
channel measurements, propagation characterization, and ctrel models for di erent frequency bands.

Then, we try to propose a general channel model framework foall frequency bands.

4.2.1 Sub-6 GHz bands

Sub-6 GHz bands have been the primary working frequency in the tind generation, 4G, and 5G owing
to wide coverage capabilities and low cost469, which are also indispensable in 6G. The propagation
characterization and channel models in sub-6 GHz bands have beeaxtensively investigated in 5G. The
signal fading in propagation mainly originates from two aspects: larg-scale fading depending on path-loss
and shadowing, as well as small-scale fading coming from multipath ppagation. Generally, the models
of small-scale fading can be divided into two categories, deterministiand stochastic. Deterministic
channel models aim to provide a realistic and site-speci c descriptionof the channel between Tx and
Rx. Stochastic channel models condense the channel characigtics to a statistical description, e.g.,
the power delay pro le (PDP). To close the gap between the above wo approaches, a spatial channel
model (SCM) has been developed to incorporate not only a random BP but also a random angular
pro le by 3GPP [27(. Furthermore, as the standardized 3GPP 3D SCM model has beenrpposed for
LTE-Advanced (LTE-A) to provide additional exibility for the eleva tion dimension, thereby allowing
modeling for 2D antenna systems 271]. To lay a solid foundation for 5G, many general 5G channel
models that can support various 5G communication technologies an@&dapt to di erent scenarios have
been proposed, such as COST 2100 channel mod&l7p], 5GCMSIG channel model P73, and 3GPP TR
38.901 channel modelZ74. However, in 6G, the higher performance requirements pose a neehallenge
for channel modeling to support more technologies and scenariosjcluding massive MIMO, direct V2V,
and HST scenarios.

4.2.2 mmWave bands

Spectrum has become scarce at traditional microwave bands, artius mmWave communication operating
between 30 GHz and 300 GHz is considered as a promising technology provide ultra-high capacity in

the future-generation systems 275. mmWave wireless communication systems signi cantly di er from

the conventional mobile communication systems using sub-6 GHz bals, which should consider the
propagation characteristics and hardware limitations.

It is known that the target data rate of sub-6 GHz 5G mobile communications is Gbps level, and
the target data rate of 5G mmWave is about 10 Gbps. There are twokey ways to increase the wireless
transmission data rate: one is by improving the spectral e ciency and the other is by using large frequency
bandwidth or spectrum resource. The spectrum resource in the imrowave frequency band has been
applied to various wireless systems and is nearly exhausted. Theiak, in order to achieve the goal of
about 10 Gbps data rate, people explored the mmWave spectrum source in 5G. Although we can nd
much more spectrum resources in the mmWave band than in the micnwave band, improving the spectral
e ciency is still essential to achieve high data rates. In this context, the massive MIMO technology
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was proposed for 5G mmWave to improve the spectral e ciency, bu at the expense of using tens or
even hundreds of RF chains and antennas, which means high fabrittan cost, power consumption, and
volume. Furthermore, additional challenges are the A/D and digital-to-analog (D/A) converters with
high sampling rates for wide frequency bandwidth and the real time pocessing of massive data.

The key observation from eld channel measurement results is thammWave propagation introduces
severe path loss which increases with carrier frequencies rapidly. Herefore, directional transmission
using large antenna arrays at both BSs and UEs is imperative to comgnsate the distance-dependent
path loss with high antenna gain and reduces the multi-user interfeence, corresponding to the increase
of signal-to-interference-plus-noise ratio (SINR). Thanks to the shorter wavelength at mmWave bands,
large antenna arrays can be emitted in a certain physical size wheas the aperture of the array with the
same number of elements will be remarkably enlarged below 6 GHz. Cdyming with full-dimension or 3D
beamforming technology, mmWave communications can provide exas DOF in beam sweeping and not
dramatically worse coverage range. Moreover, although the potgial of mmWave directional transmission
is exciting, ultra-dense small cell networks is necessary to redudie average propagation distance and
ensure the sum capacity of mmWave networks. The other distinguising feature of mmWave systems is
their vulnerability to blockage. Penetration losses at mmWave bandsare much larger than those at lower
frequency bands and seem to be site-related (e.g., building structes, materials, and incident directions).
On the other hand, di raction is extremely weak owing to the smaller wavelengths of mmWave signals in
comparison with the dimensions of surrounding objects, while re etion becomes rich which will enhance
the coverage in actual mmWave networks.

To progress the deployment of mmWave networks in real environmets, there are some new consider-
ations for the optimum network design and the coverage enhanceemt from channel measurement and
modeling perspectives.

High-e cient and exible channel sounder design. It is essential to fully understand the channel
characteristics based on channel sounding data. However, deigp extensive channel measurement cam-
paigns have been conducted in multiple indoor and outdoor environmets at several mmWave candidate
bands, there is an unfair comparison of mmWave channel charactistics across di erent frequency bands
and scenarios employing di erent channel sounders. Thereforeexible channel sounders are needed
to support su ciently high measurement speed, frequency bands exibility, and multiple measurement
scenarios.

Full-dimension channel characterization. With the increase of the btal number of antenna elements
and carrier frequency, far- eld distance of large antenna arraywill signi cantly increase, leading to
spherical wavefront property within the coverage radii of mmWawe small cells. On the other hand,
to leverage spatial diversity or 3D beamforming technology, it is cruial to record spatial propagation
characteristics (especially in elevation plane) where several souimty methods with respect to di erent
antenna con gurations are promoted, including: (1) rotated directional antenna, (2) uniform virtual array,
(3) RF switch based antenna array, and (4) beamforming based pased array. Combining with high-
resolution parameter estimation algorithms, more e ective multipath components (MPCs) characterized
by power, delay, and angles can be estimated based on original data

Multiple transmission schemes and applications. Existing mmWave chanel models mainly concen-
trate on feature extraction from eld channel measurement data or simulation data to describe frequency-
dependent and site-speci ¢ channel characteristics in a more gemal manner. However, mmWave prop-
agation characteristics are sensitive to the deployment environmats and transceiver con gurations, cor-
responding to di erent transmission schemes and application. Morever, it is crucial to take account of
the potential mmWave network architectures during measuremei planning which may bene t by more
precise system con gurations. For example, cell radii will increasevith the increase of BS antenna height
because more di raction and re ection signals over surrounding buldings can be received in dense urban
environments. Conversely, medium range BSs placed at 2{3 m are ehacterized by requirements derived
from microcell scenarios (e.g., street canyon), roadside scenasipand relay schemes.

4.2.3 THz bands

Traditionally, the 26.5{300 GHz frequency band is de ned as the mmWave band and 300{10000 GHz as
the THz band. In recent years, however, the de nition of 100{10000 GHz (or 0.1{10 THz) as the THz
band has been commonly accepted.

With the explosive growth of data tra c in wireless communication sys tems, THz frequency bands
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have been envisioned as a promising candidate to provide large bandith and supply su cient spectrum
resources for near future 6G276{278. Speci cally, THz communication is able to realize high transmis-
sion rates from hundreds of Gbps to several Tbps. In addition, TH band commendably bridges the gap
between mmWave and optical frequency bandsZ79. Compared with mmWave frequency bands, THz
communication possesses large transmission bandwidth and bettesecurity performance.

In contrast with optical frequency band, THz communication is much easier to tracking and alignment
of beam, and adapts inconvenient climate conditions including fog, dat and so on. Enabled by these
obvious advantages, extensive researches of THz communicatidrave been developed worldwide. The
United States, Japan, and the European Union have o cially deployed 6G technology, achieve the enhance
mobile broadband with a peak data rate greater than 100 Gbps, andolan to adopt THz band above
0.275 THz. In November 2019, 6G technology research and develment working group and overall
expert group were established, indicating the o cial start of 6G research in China. Furthermore, the world
radiocommunication conference 2019 (WRC-19) has allocated the Aiz frequency band from 0.275 THz
to 0.475 THz for mobile and xed communication services 280].

In the forthcoming 6G wireless networks, THz communications are gpected to support a wide variety
of application prospects. Owing to the strong directionality and high path attenuation of THz waves, THz
communication is applicable for indoor communication scenariosZ81]. Based on the features of high data
rates and low latency, it is available for THz communication to bring the better services to human life and
facilitates the high-quality applications for di erent indoor scenario s. Notably, one of the most promising
indoor scenarios is the wireless data centeB2. For the moment, the architecture of the traditional data
centers is based on wired connections, and the wiring complexity anthaintenance cost of the wired data
centers is extremely high. To this end, the concept of wireless dataenters has been proposed to solve the
problem existing in the traditional case. Besides the potential indoo THz application scenarios mentioned
above, THz communication will also be used for the secure communitian scenarios R83. When the
UAVs accomplish the reconnaissance mission, the undistorted highednition (HD) video information
can be transmitted to other combat units, e.g., UAVs, manned airciafts, and tanks. In terms of the
integrated space information networks, there are some typical Hz communication applications, such
as the satellite cluster networks, inter-satellite backbone netwoks, and satellite-to-ground networks. In
contrary to the ground THz communications, the space applicatiors in the atmosphere-free environment
do not su er from the atmosphere attenuation, which is vital for t he long-distance space communications
at THz band. Moreover, micro and nano scale communication scen&s are some potential applications
in near future 6G, such as on-chip THz communication, nanoscale b, nanoscale sensing networks.

In general, there are three kinds of THz communication systems tht are widely developed, including
solid-state based THz systems, direct modulation based THz systas, and photoelectric combination
based THz systems. Firstly, as for the solid-state based THz commmication system 279, the sub-
harmonic mixer is used as modulator and demodulator at the Tx side ad Rx side, respectively. Notice-
ably, the super-heterodyne transceiver scheme is also adopted the 220 GHz solid-state communication
system where the 220 GHz sub-harmonic mixer performs the funain of spectrum conversion. However,
the solid-state THz system endures the phase noise deterioratiorronversion loss, and it needs high gain
power ampli ers. This solid-state THz system is easily integrated andsaves the power energy. Secondly,
with regard to the direct modulation based THz system, a continuows THz carrier wave is generated by
the THz source, and the amplitude shift keying (ASK) modulation signal from the BB is loaded on the
modulator to realize the modulation of the THz carrier wave directly. One may note that the direct mod-
ulation based THz system possesses high exibility, achieves highemput power and is easily integrated
with small size. However, this modulation mode is very di cult and endures relatively low spectrum
utilization. Then, to the best of our knowledge, the photoelectric ®mbination based THz system is able
to achieve extremely high data rates and high bandwidth utilization. Accordingly, this photoelectric
combination based THz system su ers from low transmitting power, short communication distance and
high power consumption.

There are di erent ways to generate and detect THz signals, but ér wireless communication appli-
cations, THz integrated circuits (ICs) are the most important. Up to now, lots of ICs at the 0.1{0.8
THz band based on SiGe, CMOS, GaAs, InP processes etc., have lmeeeported. For low-cost THz sig-
nal generation based on the semiconductor process, the mostlsstantial problem lies in the low output
power that is usually bellow 0 dBm. For instance, a 270{290 GHz multiplie chain ( 9) with an on-chip
dielectric-resonator antenna (DRA) was designed in a commercial .- m GaAs pseudomorphic high
electron-mobility transistor technology with cuto frequencies f/fuyax of 130/180 GHz 276, where the
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Figure 29 (Color online) Microphotograph of the multiplier with on-c hip antenna.

e ective isotropic radiated power (EIRP) is around 2 dBm. The microphotograph of the chip and the
on-chip antenna is shown in Figure29.

There are a number of challenges for THz technologies to be emplogén 6G. First, the propagation
of electromagnetic waves at THz frequencies su ers from severatmospheric losses, and it does not
have strong penetration and di raction abilities compared with microwave or mmWave. Second, with
semiconductor technologies, it is currently very hard to produce igh power THz Txs. Third, current
THz Rxs tend to have much higher noise gures. The rst challenge dctates that THz communications
are more suited for short distance line of sight (LOS) applications ornthe ground, or long-distance links
between satellites. The second challenge demands for researchionovative power ampli er designs. One
promising solution is power combining using antenna arrays. The thirdchallenge requires research on
sensitive THz Rxs. For communications between satellites for 6G, hig power THz Txs, highly sensitive
Rxs, and adaptive antenna arrays at both the Tx and the Rx are three areas of signi cant importance.

THz systems for imaging have been around for over two decadesn kontrast, research on THz commu-
nication systems is still in its infancy. Signi cant research e ort is needed to develop high performance
and low-cost device and packaging technologies to make them commagally viable for 6G.

4.2.4 Optical frequency bands

The optical spectrum is already a key enabler for the global Interet. Optical ber communication
networks not only connect all continents, they but also form the backbone of modern communication
networks that provide high speed data access to metropolis, citiegowns, and increasingly also to homes.
Extending the optical ber medium to include the free-space mediumfor last mile connectivity and for
mobile access seems a natural step.

Therefore, in recent years, there has been a signi cantly increasg interest from academia and indus-
try in optical wireless communication (OWC) technologies. Now, there is also a wide range of OWC
technologies, as a result of the many use cases they can suppoiithe main OWC technologies are (i) free
space optical (FSO) communications, (i) VLC, (iii) optical camera communications, and (iv) wireless
networking with light, which is also referred to as light delity (LiFi).

The optical spectrum can be used to provide fast, safe, robustand e cient next-generation com-
munication systems. In terms of the optical bandwidth, it is three orders of magnitude larger than
the spectrum resources available in the RF bands2B84. However, current OWC technologies require
electrical-to-optical (EO) conversion and optical-to-electrical (OE) conversion, which both are accom-
plished by optical devices such as light emitting diodes (LEDs) and lases at the Tx and photo-detectors
(PD) or solar cells at the Rx [285. The electrical bandwidth of these devices is limited, which limits the
full exploitation of the optical spectrum resources. However, clarly research e orts have increased in this
area within the last 15 years having led to step-change advancem&n For instance, recent results show
signi cant improvements of the bandwidth of organic light emitting dio des (OLED) leading to 20 times
higher data rates compared to state-of-the-art data rates abievable with OLEDs and this is now reported
in Nature Communications [286]. Moreover, it has been shown that it is possible to achieve link data
rates of 15.7 Gbps with COTS LEDs that cost less than $0.5487], as shown in Figure30.

Generally, the detectors are square-law detectors, which leadotlow Rx sensitivity. It is, therefore,
important to continue with the development of new OE/EO conversion devices, which have high band-
width in the order of the hundreds of gigahertz, and detector devwces, which can operate close to the
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Figure 30 (Color online) (a) SNR of a COTS red LED at a distance of 1.6 m an d bit loading pattern. Binary phase shift keying
(BPSK) is still achieved between 900 MHz{1 GHz which is well a bove the 3-dB bandwidth of the device. (b) Channel gains of th e
di erent colors (red, green, blue, and yellow) of the wavele ngth division multiplexing (WDM) system which achieved 15. 7 Gbps

with COTS LEDs [ 287].

guantum limit such as single photon avalanche diodes (SPADs)Z88. Moreover, it is important to con-
sider coherent transmission systems for VLC and LiFi. Initial results have shown that coherent reception
is feasible and achieves higher Rx sensitivity489.

Besides, light beams can achieve near perfect energy concenti@t, making them a promising solution
to achieve highest multiplexing gains while enabling very high energy e dency [29(. The super high
directional gain also makes the information transmission unlikely to beeavesdropped on, making the
links safer than their RF counterparts [291]. Furthermore, as the optical signals are not subject to fading,
because the size of the detector is signi cantly larger than the waglength, OWC systems also have the
potential to provide precise and reliable positioning services with cetimeter-level accuracy R92%296).
Unlike global navigation satellite systems or other RF positioning sysems, most optical positioning
systems do not rely on fast pseudo-noise codes, thus they cantgéd of precise synchronization units
and expensive RF chains. Prior knowledge of user locations can be et to signi cantly improve channel
estimation and beamforming in both RF and optical wireless BSs as welks enhance Al for resource
allocation and mobility management [297].

There are commercially available products for indoor wireless accesssing light and many real-world
pilots have been deployed284. An expansion of these networks to outdoor optical wireless netarking
will be the next stage of the development 298. Because of advanced digital modulation techniques
based on OFDM, the impact of ambient light and sunlight is almost negligide [299. Moreover, ordinary
solar panels can turn sunlight into energy and at the same time act aglata detectors for high-speed
optical wireless signals 285. A last-mile proof-of-demonstrator of an ordinary solar panel ating as an
optical wireless data receiver and energy harvesting device has ée deployed at the Orkney island in
Scotland/UK [ 300.

One of the major advantages of the optical spectrum for wirelessommunications is the containment
and control of the radiated signals by means of simple optical substems. This means that it is possible
to cover a few square meters down to a very small area of only a fegsguare centimeters with the same light
source. This makes this technology very versatile to build terabit pant-to-point backhaul systems as well
as ultra-small cell terabit mobile access systems. In the latter, tle signals can be piggybacked on existing
lighting systems. It has been demonstrated that LiFi can suciently and e ectively support indoor
mobile communication systems including both e ective interference nanagement and handover301]. In
addition, sleep mode concepts can be used e ectively. For instancevhile all the lights may be turned on
for illumination, only those luminaires may activate their communication function when there are active
users within their coverage area. This will enhance e ciency and at the same time will reduce co-channel
interference.

VLC is also a viable solution to enable gigabit wireless networks underwiar [302], as shown in Figure31.
This is deemed an important feature within the trends in 6G to extend wireless networking capabilities
beyond terrestrial cellular communications.

In terms of FSO systems, wireless optical links are constructed leeen buildings or satellites, where
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Figure 31 (Color online) Underwater communication system using micr o LEDs [ 302].

the relative position shifts are small enough to be compensated byanventional acquisition, tracking,
and pointing (ATP) subsystems [303 304]. This means that FSO appears to be an ideal candidate for
high-speed backhaul links and xed meshed optical wireless netwés. However, the requirements for
ATP systems in high-speed mobile communication scenarios are veryhallenging. In this case a grid-
of-beam and an associated beam-switching approach might be momedvantageous. Another promising
way to manage high-speed mobility and multi-user access in OWC is the ewly proposed optical mobile
communication (OMC) technology [29(0. OMC uses optical phased arrays to steer optical beams to
mobile users with high energy e ciency. Dierent from conventional ATP subsystems, optical phased
array steers the laser beams by changing the optical phases. Speally, a pixelated liquid crystal spatial
light modulator device can be used to adjust the beam phase. This gpoach introduces more DOF to
optical systems and makes the optical elements work in a way which isomparable to massive MIMO
systems. Through optical phased array, the original beam can bsplit with adjustable power allocations
and redirected to multiple users at di erent locations, making it possible to serve a large number of
mobile terminals.

4.2.5 Channel measurements and models for 5G and beyond

Currently there are nine standard 5G channel models, i.e., COST 21@ [272, MIWEBA [ 305,
QuaDRiGa [306,307], METIS [ 308, 5GCM, mmMAGIC [ 309, 3GPP TR 38.901 P74, IEEE 802.11ay B10,
and IMT-2020 [31] channel models. They are used to model various channel chargeistics, including
massive MIMO, dual/high mobility, 3D, mmWave, spatial consistency, blockage, atmosphere attenuation,
etc. However, none of them can fully capture all the mentioned chanel characteristics B12.

Many channel models have been proposed by using di erent chanhenodeling methods to accurately
describe the underlying channels. Here we brie y introduce channemeasurements and models for 5G
and beyond, including mmWave, THz, optical, satellite, UAV, maritime, underwater acoustic, HST, V2V,
ultra-massive MIMO, orbital angular momentum (OAM), and industr y loT communication channels.

mmWave and THz channels show similar channel characteristics, stcas large bandwidth, high di-
rectivity, large path loss, blockage e ects, atmosphere absorpbn, and more diuse scattering. THz
bands show more severe path loss, atmosphere absorption, andu$e scattering than mmWave bands.
mmWave channel has been well studied at 26/28, 32, 38/39, 60, ah73 GHz bands B13 314]. Even
though, mmWave channel measurements with MIMO antennas, highdynamics, and outdoor environ-
ments are still required [315 316. For THz channels, most of the channel measurements are arodn
300 GHz band B174319. The channel characteristics above 300 GHz are still not clear andeed exten-
sive channel measurements in the future. The deterministic mmWae channel models include ray tracing,
map-based, and point cloud models. The ray tracing model is appliedd IEEE 802.11ad, while the map-
based model is applied to METIS. The quasi-deterministic (Q-D) modé is used in MIWEBA and IEEE
802.11ay. The stochastic models include Saleh-Valenzuela (S-V), @pagation graph, and GBSM. GBSM
is used in several standardized channel models, such as NYU WIRHESS, 3GPP 38.901, METIS, and
mMmMAGIC. The ray tracing model and GBSM are also widely used in THz cannel modeling. Mean-
while, human/vegetation blockage and rain/cloud/snow/fog atten uations also need to be modeled for
mmWave/THz channels.

Optical wireless channels exhibit some unique channel characterists, such as complex scattering prop-
erties for di erent materials, non-linear photoelectric characteristics at Tx/Rx ends, background noise
e ects, etc. The channel scenarios can be further classi ed asitected LOS, non-directed LOS, non-
directed non-LOS (NLOS), tracked, etc. 320. The optical wireless channel has no multipath fading,
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Doppler e ects, and bandwidth regulation. The measured channelparameters include channel impulse
response (CIR), path loss, shadowing fading, root mean squareRMS) delay spread, etc. The proposed
deterministic models include the recursive model, iterative model, DUSIN algorithm, ceiling bounce
model, and geometry based deterministic model. The proposed stbastic models are classi ed as GBSM
and non-GBSM.

Satellite communication orbits can be classi ed as geosynchronousrbit and non-geostationary orbit.
The usually applied frequency bands for satellite communications ar&u (12{18 GHz), K (18{26.5 GHz),
Ka (26.5{40 GHz), and V (40{75 GHz) bands. The channel is largely aected by weather dynamics,
including rain, cloud, fog, snow, etc. B21]. Rain is the major source of attenuation, especially at frequency
bands above 10 GHz. Besides, satellite communication channel shevextremely large Doppler frequency
shift and Doppler spread, frequency dependence, large coveragange, long communication distance, etc.
As satellite communication channel is mainly LOS transmission, the reeived signal is stable in general,
except the e ects of weather condition and tropospheric scintillaton. The received signal amplitude can
be modeled by Markov-chains. Meanwhile, some preliminary studies ¥ to use GBSM to model the
satellite channel 322.

The UAV channel shows unique channel characteristics, such a€Bdeployment, high mobility, spatial
and temporal non-stationarity, and airframe shadowing [323 324]. In general, UAV channel can be
classi ed as air-to-air and air-to-ground channels. Both narrowband and wideband channel measurements
have been conducted, most of which are at 2, 2.4, and 5.8 GHz band¥he measured environments include
urban, suburban, rural, and open eld. The measured channel psameters include path loss, shadowing
fading, RMS delay spread, K-factor, amplitude probability density function (PDF), etc. A comprehensive
summary of air-to-ground large-scale path models was given in3R3. UAV small-scale channel models
include deterministic and stochastic ones. The deterministic models idude ray tracing and analytical
models such as two-ray model. The stochastic models include the GB&and Markov model.

Maritime communication channels mainly include air-to-sea and near-sa-surface channels325. For
air-to-sea channel, the UAV or relay is used as the BS to communicat with ships on the sea surface.
This type of channels is also named as the UAV-to-ship channel. For @ar-sea-surface channel, a ship
can communicate with other ships (ship-to-ship) or xed BS near the sea (ship-to-land). The unique
features of the maritime propagation environment cause sparsecattering, sea wave movement, ducting
e ect over the sea surface, time non-stationarity, long communiation distances, and climate factors.
Maritime channel measurements are conducted at 2.4 GHz and 5.8 GHbands with maximum distances
up to 10 km. The path loss is shown to be di erent for ship-to-ship, sip-to-land, moving, and drifting
scenarios. The underwater channel is prone to multipath propagton owing to refraction, re ection,
and scattering. It disperses in both time and frequency domain, with leads to the time-varying and
Doppler e ects. Channel measurements are unusually conducte@t several kHz, ranging from 2 kHz
to 32 kHz. Ray tracing can be used as a deterministic simulation methd for maritime channel and
underwater acoustic channel. Apart from it, the two-ray model and three-way model are also used in
practice. Stochastic models include GBSM and two wave with di usion power. Rayleigh, Ricean, and
log-normal distributions are usually used for underwater acousticchannel.

The HST channel has problems such as frequent and fast handovand large Doppler spread. mmWave/
THz and massive MIMO are potential key technologies to be utilized in FST communication systems.
Some preliminary channel measurements have been conducted in @p space, hilly terrain, viaduct,
tunnels, cutting, stations, and intra-wagon scenarios 826. Vehicular network is a typical industry vertical
application of 5G/6G for uRLLC scenario. V2V channel at sub-6 GHzband has been widely investigated,
while mmWave V2V channel needs more measurements. A survey ouoent mmWave V2V channel
measurements was given in327. In summary, V2V channels were measured at 28, 38, 60, 73, and
77 GHz bands. All of them are con gured with single antenna at both sides of Tx and Rx, and either
the Tx or the Rx can be xed or moving. The measured environmentsinclude highway, urban street,
open area, university campus, parking lot, etc. mmWave V2V MIMO o even massive MIMO channel
measurements with high mobility are promising in the future. For HST and V2V channels, the high
mobility and non-stationarity need to be considered. Ray tracing can be used to simulate the HST/V2V
channel. Stochastic channel models include the GBSM, QuaDRiGa-tsed model, dynamic model, Markov
model, and propagation graph model.

Ultra-massive MIMO utilizes thousands of antennas to largely improwe the spectral and energy ef-
ciency, throughput, robustness, and DOF of wireless communicéion systems. It can be combined
with other key technologies, such as mmWave/THz, V2V, and HST canmunications. Owing to the use
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of large antenna arrays, the channel shows spherical wavefrgnspatial non-stationarity, and channel
hardening properties, which have been validated by previous masssvMIMO channel measurements at
sub-6 GHz/mmWave bands in indoor and outdoor environments. At a1b-6 GHz band, the dimension of
the massive MIMO array can be several meters. At THz band, owingo the developments of plasmonic
nanoantenna arrays, it is possible to realize ultra-massive MIMO up 6 1024 1024 B2§. For massive
MIMO channel, the spherical wavefront, non-stationarity, and cluster appearance and disappearance
properties need to be considered. In general, the spherical wavent can be modeled in GBSM with
accurate propagation distance calculation for each individual antena element. The non-stationarity is
usually modeled by the concept of the visible region and the cluster bth-death process.

OAM represents electron rotation around the propagation axis geerated by the energy ow [329.
OAM based on communications can be obtained from traditional MIMO theory under certain conditions.
However, beam divergence and misalignment will severely decreasket transmission distance of OAM
waves. Moreover, re ection will destroy the orthogonality of OAM waves, thus degrading the performance
in NLOS scenario. Up to now, there are only very limited channel measrements to verify the feasibility
of OAM in di erent scenarios and no realistic OAM channel models are aailable. The current researches
focus on OAM wave generation/detection, antenna design, and tk discussion of OAM potentials in
wireless communications. The limited OAM channel analysis results maily aim to verify the feasibility
of OAM in di erent scenarios. Channel modeling for OAM wave propagation is still an open issue.

The industry 10T channel exhibits many new channel characteristcs, such as varied path loss, random
uctuations, NLOS propagation, large amounts of scatterers, and multi-mobility [ 330]. Only a few channel
measurements have been conducted in industry 10T environmentsThese measurements are mainly at
sub-6 GHz band as in current loT standards. However, channel masurements at mmWave bands are
also promising in industry 10T environments for future massive conrections with high transmission data
rates. In [330, di erent path loss channel models were compared for industry 1@ channels, including the
free space path loss model, single-slope model, 3GPP models (RMa, @VUMi, InH), industry indoor
model, and overall path loss model.

Wireless channels are the foundation of any new communication sysins, including the future 6G
wireless communication networks. As the 6G channel encounters ide frequency bands and complex
scenarios, it causes many new problems and needs to be studied inetffiuture [331,332.

6G wireless channel measurements. Channel measurement is thérett way to study any new
wireless channels. Current channel sounders are limited in their péormance to fully satisfy the demands
of channel measurements, such as the frequency band, signarmdwidth, number of RF channels, system
dynamic range, and measurement speed. Channel sounders angensive especially for high frequency
bands. Channel measurement is also time consuming and even impdsds for extreme environments. How
to design a high-performance channel sounder which can ful Il therequirements of future 6G channels
is urgent. Meanwhile, the measured data should be processed by lhigesolution channel parameter
estimation algorithms [333).

Channel measurements and models for intelligent re ection surfae (IRS) based 6G technologies.
IRS is a recently proposed concept beyond massive MIMO where fute man-made structures are elec-
tronically active with integrated electronics and wireless communicaton making the entire environment
intelligent [334. IRS can be implemented with ultra-massive antenna arrays and camolled by recon g-
urable processing networks with the aid of Al and ML. As the wirelesschannel becomes intelligent and
recon gurable, IRS shows great potential to satisfy the future 6G demands. Channel measurements and
modeling for IRS based 6G technologies are indispensable to validatend evaluate the performance of
IRS, but they are largely open issues in the current research.

Al enabled channel measurements and models. Some preliminary sties have shown the potential
of Al and ML based wireless channel measurements and models, fexample, MPCs clustering, scenario
classi cation, and channel prediction, by using clustering, classi ation, and regression algorithms 835].
Di erent ML algorithms, such as arti cial neural network (ANN), ¢ onvolutional neural network (CNN),
and generative adversarial network can be applied to wireless chael modeling 33€]. One of the bene ts
of applying Al and ML over traditional channel modeling methods is that they can partly predict wireless
channel properties for unknown scenarios, unknown frequenclgands, and future time instants.

A general standard 6G channel model framework. In the previoa communication systems, the
evolution of standard channel models showed a clear trend. In sead generation, the channel model
was for narrowband single-input single-output (SISO) channel. Inaddition, only 2D azimuth angle and
time domain were considered with wide sense stationary assumptionin third generation, the channel
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model dealt with wideband SISO channel and evolved to time-delay dmain. In 4G, the channel model
extended to wideband MIMO and further evolved to 3D (azimuth and elevation angles) and space-
time-delay domain. In 5G, the channel model extended to ultra-wickband massive MIMO. The channel
was fully characterized in 3D, non-stationary, and space-time-diy domain. The frequency bands also
increased from sub-6 GHz to mmWave bands. Meanwhile, the scenias have also been much more
complicated. The standardized 5G channel models prefer to use ageral channel model framework with
di erent parameter sets for di erent scenarios. In [337], a general 3D non-stationary 5G channel model
was proposed to cover the four challenging scenarios, i.e., massivelO, HST, V2V, and mmWave.
However, all of the existing standard channel models only concenated on terrestrial communication
networks and frequencies up to mmWave bands, while 6G channels shld cover space-air-ground-sea
integrated networks and frequencies up to optical frequency bads. It will be more challenging to derive
a general 6G channel model framework. As 6G wireless channelsdmme heterogeneous and show di erent
scales over the wavelengths, how to describe 6G wireless channelghna general standard channel model
framework is an open issue which needs careful investigations.

The complex relationship among channel model parameters, chamh characteristics, and system
performance. The channel model parameters include large-scafmrameters (path loss and shadowing)
and small-scale parameters (multipath amplitude, delay, angles, Dopler shift, etc.). Channel character-
istics include time autocorrelation function, spatial cross-correldion function, RMS delay spread, RMS
angle spread, Doppler power spectral density (PSD), stationaryinterval, etc. System performance uses
channel capacity, BER, energy e ciency, and spectral e ciency as the normal metrics. It is well known
that channel model parameters will a ect the channel characteistics as well as the system performance.
However, it is a complex non-linear relationship and needs more invegfations in the future.

The performance evaluation of 6G channel models. Accuracy, coptexity, and generality are three
metrics to evaluate the performance of 6G channel models. The aaracy of a channel model is measured
by comparison with measurement results or its e ect on system pdiormance. Complexity is measured by
the number of channel parameters, computation operations, ath simulation time. Generality of a channel
model is that whether it can be applied to multi-frequency bands andmulti-scenarios by adjusting channel
model parameters. A good channel model should be a trade-o awng the three metrics, while the theory
of such trade-o is still an open issue.

4.3 Full applications: Al enabled wireless networks

With the rapid progress in Al and ML, it is expected that 6G networks will have much higher intelligence
than their predecessors. The intelligence would cover both operains and services.

With given resources, the optimization of network operation is typically a multi-objective performance
optimization problem subject to a series of complex constraints. N&vork resources include node and
device ability, available spectrum, computing power, energy, and coimunications channels. It would be
desirable to meet multiple performance requirements with minimum preious resources such as energy.
These multi-objective performance optimization problems are usubly non-deterministic polynomial (NP)-
hard, and in situ optimization is hard to realize. With the development of ML techniques, especially DL,
however, BSs equipped with dedicated Al chips could carry out releant learnings to allocate resources
e ciently to achieve performance close to the optimum.

4.3.1 Al and ML technologies: an overview

The emerging Al and ML are powerful and scalable to improve the quéty of the next-generation wireless
network. Mobile big data (MBD) [ 338 339 is a new research area combining mobile computing and big
data, which poses great challenges on the source, analytics, apgitons, characteristics, and security. One
of the core advantages of Al and ML lies in their data-driven charateristics [340. According to [341], most
scenarios are hard to develop exact mathematical models in 5G netwk. Al and ML methods improve
the e ciency and latency of network by learning features from massive data rather than pre-established
xed rules. Besides, the next-generation wireless networks tendo evolve into complex systems and the
service requirements vary in di erent applications and networks B42. The adaptive and predictive Al
and ML algorithms can build self-aware and smart networks. The taonomy of ANNSs is listed in [343.
The massive data exchanged between the device and server can pecessed by both recurrent ANNs
and feed-forward ANNS.
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The Al and ML are applicable for various network layers [344] owing to their powerful capabilities.
Adaptive BS, proactive caching, and resource allocation are the thee crucial applications of Al and
ML techniques [345 other than big data. The ultra-dense future wireless network inceases the energy
consumption as well as data trac. Al and ML methods can help to imp rove the energy e ciency by
developing more e cient allocating and scheduling. ML methods can al® be applied to optimize the
physical layer of wireless networks. The conventional model-basemethods cannot handle some complex
and unknown channels and meet the higher requirements of nexteneration wireless systems. Potential
opportunities of ML can be utilized to redesign current BB system, sich as decoding and detection
modules.

The Al algorithms can be applied to solve various kinds of problems inclding sensing, mining, predic-
tion, and reasoning, which all contribute to enhancing the 5G cellularnetworks [346]. For example, Al
makes it possible to sense the variations in network tra c, resource utilization, user demand, and possible
threats, and further makes it possible to smartly coordinate UEs,BSs, and network entities B46{348. In
this subsection, Al-based wireless communication network architetures are introduced, which involves
applications in all layers of wireless networks.

4.3.2 Physical layer applications

With the fast growth of wireless communications, the requirementson both the spectral e ciency and
energy e ciency will advance beyond 5G. Dierent from 5G, the phy sical layer will become more and
more complicated in the new era, which poses many new challenge®4B, 350. First, it is hard to precisely
describe a communication system by a mathematical model becauseis too complicated and with many
practical imperfections. Second, in order to achieve the global apmality, the barriers between di erent
physical layer blocks must be removed through cooperation. Third the drastically increasing hardware
complexity to address new performance challenges requires new imementation methods to make the
algorithms more practical.

In order to deal with the aforementioned challenges, Al and ML hawe been taken into consideration.
On one hand, purely based on the training over MBD, Al and ML can hdp to optimize the physical layer
of communication systems. On the other hand, the construction 6 traditional communication systems
usually relies on expertise. Al and ML can also help address the probhes which could not be modeled
or exactly solved.

For the data-driven option, there have been many related work. h [351], DL was employed for channel
estimation and signal detection in OFDM systems. A DL based pilot defggn was proposed in 852 for
channel estimation of multi-user distributed massive MIMO systems In [353, deep neural networks
(DNNs) were considered for MIMO detection. In [354], DL was used for the decodability detection
and early stopping for polar code decoding. In355, a DL aided SCMA was developed to construct a
codebook minimizing the BER and learn an e cient decoding strategy. Though data-driven learning can
help address some challenges and is robust, it will su er from high coiexity, especially for a large-scale
system B49.

For the model-driven option, the DL approach can exploit both expeatise and big data to optimize
the system B56. The complexity can be signi cantly reduced because the prior knodedge can remove
some unnecessary learning e orts. Successful applications of ilimodel-driven DL have been reported
in literature. In [ 357, DL was combined with expert knowledge to generate an OFDM receier. A
learned denoising-based approximate message passing network fleamspace mmWave massive MIMO
systems was proposed by358. In general, many physical layer modules can be addressed by Basian
optimal estimators implemented by iterative approaches. DL can als be combined with unfolded iterative
estimation process to learn the required parameters, as shown inigure 32. This approach has found its
applications in massive MIMO detection [359,360 and polar decoding B61]. The corresponding hardware
implementation has also been studied362,.

As an extension of model-driven Al and DL, an interactive learning design paradigm (ILDP) recently
is proposed to make full use of domain knowledge of wireless commuaitons and adaptive learning
ability of Al and DL [ 363 364. In contrast to the conventional model-driven approach that follows
a non-interactive paradigm, the ILDP consists of communication malel module and adaptive learning
module, which work in an interactive manner, thus is able to extract useful information in real-time and
su ciently adapt to the ever-changing environments. The ILDP ha s been implemented to design e cient
beam training and tracking for multi-user mmWave communications, ful lled with DRL [ 363 and bandit
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Figure 32 (Color online) DL-aided Bayesian optimal estimators for ph ysical layer communications.

learning [364]. The results show that they can capture dynamic spatial patterns and adjust beam training
strategy intelligently, without knowing priori information about dyn amic channel modeling. The ILDP
is powerful in intelligently sensing the dynamic environment of wirelesscommunications and has a wide
application that is not limited to physical layer.

In addition to physical layer modules, DL can also be applied to design rd-to-end systems. In B63,
DL was used to generate an end-to-end system, which includes aigsal-related functionalities. In [364], a
new algorithm was developed to design an end-to-end system everhen the channel model is unknown.
This functionality is achieved by iteratively training both the Tx and th e Rx with true gradient and
approximated gradient, respectively. As indicated in B5Q, the DL-aided iterative Bayesian solver can
also be employed for the end-to-end system. The resulting systerhas advantages in implementation
e ciency because all physical layer functionalities can be uniformly implemented with the same hardware
accelerator, which is recon gurable and scalable for di erent appli@tions. In order to deploy the DL-based
approaches, e cient hardware implementation is essential to bridge the gap from theory to practice.

Existing researches have shown the advantages of applying Al ardL to physical layer communications.
Thanks to the power of DL, the issues that could not be addressedy traditional approaches can be well
taken care of. However, because this research topic is still in its iahcy, there are many issues remaining
for the future research B65. First, we need to identify whether DL will outperform the tradition al
approaches, or they have their own application areas. Second, weve to balance the training e orts of
performance of DL-based physical layer communications. Third, w need to gure out the proper learning
metric for communication systems. Fourth, it is important to generate su cient and valid MBD for
learning. Last, in order to make the DL-based approaches applicdb, e cient hardware implementation
is essential to bridge the gap between theory and practice.

4.3.3 Upper layer applications

Through learning features from the big data generated by wirelessetwork's infrastructure and sensor
devices, network con gurations can be optimized, resulting in beter network performance. Al aided
network tra ¢, and performance prediction and control have be en studied for cellular networks.
Because the customers' demand for quality and quantity of the d&a tra c increases immensely, the
network tra ¢ control in 5G scenario becomes a critical issue. Forthe 5G UDNs tra ¢ management, a
long short-term memory resource control algorithm was adoptedn [366] to predict the tra c load at BSs.
The resource action policy is adjusted to avoid congestion based ahe prediction results to obtain lower
packet loss rates, and higher throughput and mean opinion scoresOther applications of the wireless
tra ¢ prediction model for the 5G tra c management under the eM BB, mMTC, and uRLLC scenarios
have been discussed in367]. Supervised learning, unsupervised learning, and DRL algorithms add be
applied to tra c management. Distributed and e cient ML algorithms  for optimizing the uplink tra c
in 5G mMMTC and uRLLC scenarios have also been discussed. Furtherare, an Al assistant content
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retrieval algorithm framework was proposed in B67] for optimizing the data tra c.

ML techniques can help optimize and manage the mobile networks andeduce the operational costs by
performance prediction. In [368, prediction tasks were rst categorized, and then related ML methods,
such as Gaussian process regression, exponential smoothing whé series, and random forest, were used
to demonstrate satisfying prediction results for the real-world daa set, and to reduce the operational
costs for the management of wireless mobile networks. Ir8p9, the SINR, inter-carrier interference (ICl),
modulation coding scheme (MCS), and transmit power were used tolaracterize performance, predict
optimal radio parameters, and enhance network performance.n [370, the user tra c was exploited to
predict the mobile tra c demand and provide better resource allocation. Recently, federated learning has
also been considered for wireless edge networks and has drawn ieasing interests from both academia
and industry. A comprehensive survey of this speci c topic can be dund in [371].

One critical challenge in future 5G and 6G networks with massive MIMO is the introduction of in-
terference management based on beamspace transmissions. Imetbeamspace domain, the geometrical
information, e.g., user position, becomes signi cantly important for performance optimization. However,
the large number of beams and adjacent cells, along with the complerelationship between beamspace
channel and BS parameters, e.g., tilt angle, all make the interferece modeling and consequent perfor-
mance prediction/optimization very di cult. Therefore, by exploitin g the large amount of historical
beamspace channel information, ML tools can model an approximat function between the BS parame-
ters and beamspace channel information at any geometrical locain of an interested scenario or even the
straightforward performance metric. Several learning framewoks have been proposed to solve the above
problems. The common key problem is to compress beamspace chatinformation, which highly a ects
the complexity of learning network.

A typical framework of 5G network optimization based on DRL with th e help of physical model is
given in Figure 33. The network controller observes the network state 6;). Then the controller decides
the strategy of network con guration ( a;), such as beam pattern and power control, via neural network
according to the network state. represents the network with parameter and represents the
optimal policy, i.e., maximizing the accumulated performance gain. Theprobability of state transition
P (st+1]st; at) is dependent on the network environment, which is generally unknan to controller. After
network con guration, the network environment feeds back the performance gain ¢), such as coverage
and interference level, which can be used to train the DRL neural nvork. Besides, to further improve
the capacity of DRL, the framework introduces a reasonable 5G pysical model based on careful analysis
on measurement data and reasonable assumptions. The physicaladel can possibly expand the network
state or supervise the training process of the neural network. Te e ciency and e ectiveness of DRL
neural network are expected to be improved for further applicatons.

4.3.4 Resource allocation applications

One important task of resource allocation is to predict users' futue service requests, location and mobility,
and the network conditions in 5G cellular networks. This helps the ondemand resource orchestration
process to properly balance the resources, guarantee high resoe e ciency, and reduce network cost by
avoiding overision. For example, the processing resources of themtral unit can be properly con gured
to achieve more pooling gain according to the predicted tra ¢ uctu ation. In addition, some parts of
access resources can be turned o if no trac is predicted in the caresponding coverage area. Al has
great potential in these areas. A general framework of DL-bast resource management is illustrated in
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Figure 34, which consists of data collection, model construction, DNN optimization and con guration.

Al can help to allocate radio resources e ciently. An important exam ple of Al application in resource
allocation is the intelligent vehicular networks. The vehicular network brings unprecedented challenges
unseen in traditional wireless communications systems owing to its sict and diverse QoS requirements
as well as the inherent dynamics in vehicular environments, such asa$t time-varying wireless channels
and network topology. How to dynamically allocate the resources foITS to maximize the QoS for end
users with small provisioning overhead is a nontrivial task. Al provides a powerful tool to tackle these
problems 372. The key motivation of using Al for resource allocation in vehicular neaworks was discussed
in [373. According to [373, DRL approach can address resource allocation problems in ITS thaare
di cult to handle in the traditional optimization framework.

With the development of recent innovative applications, such as AR ad self-driving, more and more
computation-intensive and data-intensive tasks are delay-sensite. Al can also help improve these ap-
plications by using computing, caching, and communication wisely. MECin UDN is expected as an
e ective solution for meeting the low latency demand. However, thedistributed computing resource in
edge cloud and energy dynamics in the battery of mobile devices maki¢ challenging to o oad tasks
for users. To tackle the dilemma, a collaborative and on-demand DNNco-inference framework, named
\Edgent" was developed in [374]. Its core ideas include: (i) DNN partitioning that adaptively divides
DNN computation between device and edge to leverage hybrid comgation resources in proximity for
real-time DNN inference. (ii) DNN right-sizing that accelerates DNN inference through early-exit at a
proper intermediate DNN layer in order to further decrease the conputation latency. Furthermore, an
intelligent o oading system was constructed in [375 for vehicular edge computing by utilizing DRL.
Moreover, to design an e cient resource allocation policy, a DRL with the multi-timescale framework
was proposed in 76.

Al technology can be also applied to allocate caching and computing ources. According to 877, Al-
based cache-enabled communications are important research datons. A DRL based proactive caching
mechanism was developed ir378 for vehicular multi-view 3D video streaming, where clustering techrique
is used to implement the DRL algorithm working in an action space of vaiable size. Furthermore, coded
caching, which can create multicast opportunities depending on thecumulative memory available at all
users, was modied in B79 to make the transmission robust to in-and-out wireless network aality.
In this active eld of coded caching research, the placement deliver array (PDA) for characterizing
the coded caching scheme has attracted vast attention. Howevedesigning PDA has high computational
complexity. In [380, a deep neural architecture was proposed to learn the constrtion of PDAs to reduce
the computational complexity. The problem of variable size of PDAs issolved using neural attention and
reinforcement learning. Moreover, a DRL method was developed in38]] to reduce the complexity of an
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integrated framework for dynamic orchestration of networking, caching, and computing resources.

As pointed out in [377], Al for network trac control and resource management in cache-enable
networks remains immature, owing to the di culty in uniquely charact erizing the network environment
and tra c features subject to an appropriate input and output d ataset to the learning structures. We
should design an intelligent technique that can predict an environmehaction event a priori so that the
strategy and agents can be adjusted according to the potentiahction in a proactive manner.

4.3.5 Intelligence endogenous networks (IENS)

5G mainly focuses on addressing the urgent needs of speci ¢ sceiws and key applications in the vertical
industries. After that, how to expand network capacities to achieve high-bandwidth mobile connection for
anything, anytime and anywhere, and to further support sensoy interconnection, holographic transmis-
sion, and digital twin, becomes the new vision of mobile communication atwork evolution [3]. Facing the
service requirements on supporting virtual and physical fusion, inmersive, holographic, contextualized,
personalized, ubiquitous communication, and the network requirerents on the integrations of hetero-
geneous network technologies and space-air-ground-sea inte¢gd networks [387, the current networks'
operation paradigms with rule-based algorithms, limited by rigid presé rules, are di cult to dynami-
cally adapt to continuously changing user needs and network envineaments. Moreover, network operation
experience cannot be e ectively accumulated, which limits the continious improvement of network ca-
pabilities. This means that under the present operating paradigms,networks do not have the ability to
self-evolve. Any upgrade and improvement must rely on a lot of proéssional studies, which is unaccept-
able for 6G networks with unprecedented scale and operation contgxity. Adding \intelligence genes"
into the network to form intelligence and self-evolution capabilities is an important way to resolve the
above problems.

At present, Al technologies, represented by DL and knowledge @gph, are developing rapidly. By
introducing Al technologies into the network, multi-dimensional subjective and objective knowledge of the
network and the related users, services, and environments ardaracterized, constructed, learned, applied,
updated, and fed back. Based on the acquired knowledge, the s&o-perception, decision deducing, and
dynamic adjustment of the network can be realized. Thus, the netvork can automatically change as it
needs for whatever new services we want. We refer to such a netvk as \IEN". The IEN bene ts from
a self-evolution closed-loop structure, as shown in Figur&5.

Till now, quite a few Al methods have been applied to network reseaches, but most of them merely use
ML algorithms to solve speci ¢ network problems [383{385. However, the IEN is not the result of simply
applying Al methods into speci ¢ problems, but the practice to design and construct the Al system that
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ts well into network systems and the corresponding network arditecture and operating environment for
such a system. The realization of this goal is under the guidance ofrmciples and methods of modern
Al, combined with the natural attributes and operation characteristics of the network system.

Taking this direction, the theoretical problems and key technologies needed to be resolved to build an
IEN include the following.

Knowledge graph characterization and construction technology dér 6G networks. This is about
the mechanisms for characterization, construction, acquisition,governance, and evolution of the multi-
dimensional subjective and objective knowledge for 6G networksincluding structuring intelligent data
models and their interaction models, as well as automatic mining and re&ing of the potential models.
This is the theoretical basis for implementing IEN.

Stereo-perception technology for the holographic network. Thisincludes the methods for the con-
struction of stereo-perceptional information elements based orknowledge graph, as well as the mecha-
nisms for comprehensive, accurate and timely multi-dimensional infomation perception, extraction and
prediction. These technologies will form good information bases fonetwork decision-making.

Soft and exible network resources scheduling mechanism. Basedndknowledge graph and multi-
dimensional stereo-perceptional information, the research fagses on elastically distributing various types
of resources such as computing, routing, and caching, as well aké robust proactive provision and the
cross-layer and cross-domain collaborative optimization.

Network self-evolution mechanism. Research directions include eible network architecture to sup-
port self-evolution, the composition of the network self-evolutionkernel, design of the dynamic models
characterizing complex network evolution, methods for the intenfon-driven extraction, recombination,
and deduction of network experience.

4.3.6 Toward ICDT convergence in 6G

It is anticipated that the ICDT will be more and more converged in the 6G era. This ICDT convergence
will accelerate innovation and integration in various aspects of the etwork design, e.g., the network
architecture, the core network, RAN, physical layer, and higherlayer protocol stack. Smart, open, green,
and soft will be the key characteristics of the 6G networks. As gren [386{ 388, soft [389 390, and open
design of wireless communication networks have been investigatedtansively in 5G, in this subsection,
we will focus on the introduction of Al to the design of 6G.

The booming of big data technologies and Al in the wireless communicabn industry has given people
abundant imaginations on how smart the future wireless network cald become. With powerful data
acquisition platforms of operators and over-the-top companiesalmost all wireless data can be collected
from users in core network, RAN, and the service providers. As hee been demonstrated in various
applications, with e cient storage management of the collected data, big data analytics [347,391{ 397 is
capable of processing these data and help obtain the key feature$ each type of data, and label them with
su ciently ne granularity. In contrast to traditional data proce ssing at the BSs, big data platforms are
capable of both predictive and prescriptive analytics with powerful ML techniques, such as support vector
machine and DL. For example, reliable prediction on the user position,mobility behavior, and service
type can be made. Also, the RAN characteristics can be obtained,uxh as the channel environment, user
density and distribution, adjacent cell interference, spatial andtemporal tra c variations. Such predic-
tions enable exible RAN con gurations in stabilizing the wireless connections, making better utilization
of the radio resources, proactive network control, or even designg Al enable wireless communication
network with exibly con gured network functions, signaling, and p rocessing.

In recent years, there have been intensive studies on applying bigada analytics and Al to wireless
communications. For example, instead of viewing MBD as an unwantecburden, the authors in [39]]
proposed methods to capitalize on the vast data tra ¢ for building a big data aware wireless network
with better wireless service quality and new mobile applications. The athors of [392 addressed the
issues of resource management, cache server deployment, QoBdeling, and monitoring in heterogeneous
networks, and proposed solutions in a wireless big data driven franveork. It was discussed in B47] how
wireless big data can impact wireless communication network designydm the perspectives of network
architecture, protocol stack, signaling procedure, and physichlayer operations. The authors in [394
further proposed a novel data-driven intelligent RAN architecture that is hierarchical and distributed,
which operates in real-time and identi es the required data and resgctive work ows that facilitate
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intelligent network optimizations. This design methodology is well re ected in the RAN architecture in
the open radio access network (O-RAN) alliance.

Introducing the Al capability into the network design in the industry was started from the core network.
A study item on network data analytics (NWDA) was approved in 3GPP [398, which is a network
entity de ned to provide network analytics to the core network PC F. NWDA is envisioned to identify
service characteristics to form a big data model that is then used d classify incoming tra c to allow
for customized and improved service delivery. Furthermore, a stdy item on big data driven network
architecture for 5G was already approved in 3GPP service and sysin aspects working group 2 (SA2).
This study item aims to investigate solutions for a big data driven network architecture with information
management across all technical domains for context mining. This isruly necessary because the wireless
applications may not want to reveal their secrets to the operatos, which complicates the operation and
management of the wireless networks. However, this study foces on the core network, thus inherently
cannot handle some RAN enhancement e ciently owing to the interaction overhead and process delay.
In addition to the overhead and process delay considerations, it wah noting that most of the RAN
enhancement greatly depends on the RAN characteristics like thetmnnel environment, user density and
distribution, adjacent cell interference, radio resource availabili. Thus, for RAN enhancement, it is
more appropriate to also include the wireless big data analytics at thdocal RAN side. The core network
may potentially provide some useful context information and base nedeling. To support the wireless big
data analytics for RAN, it is quite necessary to introduce a logical bigdata function in the RAN side
and consider its interface with di erent layers of RAN and core network for data/model collection and
policy/parameter distribution. This is actively being investigated in th e O-RAN alliance.

The physical layer standardization design has always been closely leged to the implementations of
physical layer transceivers, which has taken the form of a sequéal module-by-module realization since
the initial commercialized communications, e.g., coding, modulation, waeform, and multiple antennas.
Such realization incurs heavy and complicated internal interfaces ad control signaling. The emerging
Al-enabled physical layer approaches could fundamentally breaktirough the limitations of conventional
module-by-module transceiver realizations. As proposed in3P9 400, the physical layer transceivers
could be implemented through the advanced ANNs. However, owingd the challenges in data collecting
and data size, the current physical layer end-to-end learning radts are trained based on simulated data
generated by statistical channel models. In fact, it is very challeiging for these statistical channel models
to exactly characterize all channels in the real radio environments Therefore, the performance of end-
to-end learning cannot be guaranteed when training on simulated d&, which promotes the necessity of
learning on data from real radio environment.

Being favorable to operators for potentially signi cant cost reduction, the Al-enabled auto-upgrade of
air interface (both physical layer and higher layers) B01 on the white-box infrastructure hardware will
inevitably a ect the R&D roadmap of infrastructure vendors and t here seems much debate ahead in the
future standardization. No matter how fast or slow is the standardization process, the Al-enabled design
methodology for wireless communication networks will be more and me popular.

4.4 Endogenous network security

Because 6G networks are expected to integrate all of the operanal networks, network security becomes
an important issue. Hence in this subsection, we summarize the reneadvances in physical layer security
(PLS) and quantum security. Then, the network security issues ad possible countermeasures in 6G in
the context of di erent types of networks are discussed.

4.4.1 Current status and main issues

In this subsection, we commence with a rudimentary introduction to classical cryptography, PLS, and
guantum-domain security systems. Anecdotally, the communicatirg partners are often referred to as
Alice and Bob, representing Tx and Rx or source and destination.

Classical cryptography. In a classical cryptosystem, the legitimate Tx generates the soalled
plaintext and transmits it to the Rx. To avoid divulging the information , the plaintext is encrypted to
generate the so-called ciphertext by using a secret key and a sgecencryption algorithm, which can
now be transmitted over an insecure public channel. Unless the easdropper knows the key, it is unable
to decipher the message. Because the Rx knows the secret keycin regenerate original plaintext using
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the secret key and his decryption algorithm. Therefore, to prevat the potential eavesdroppers from
intercepting the key, it must be transmitted from the Tx to the Rx o ver a secure channel.

However, the popular so-called \one-time pad" technique requires secret key, which is at least as long
as the plaintext, hence the overhead associated with generatingiciently long keys is quite substantial.
Apart from this huge overhead imposed by the requirement of long scret keys and the requirement of
a secure key-distribution channel, another disadvantage of clagsal cryptography is that it is unable to
detect, whether the information has been tempered with by an eagsdropper.

Physical layer security. PLS solutions exploit the random nature of wireless channels for gerating
secret keys used for encrypting con dential messages and a rge of other sophisticated techniques for
degrading the received signal qualities at the eavesdroppers andher malicious users. They are also
capable of supporting secure transmission without a secret key wltthe aid of sophisticated signal design
and signal processing techniques4p2 403.

Let us now brie y touch upon how to extract secret keys from the random time-variant physical-layer
channel characteristics of radio propagation. The conceptually isnplest scenario is, when the wireless
channel may be deemed identical in the uplink and downlink directions letween the Tx and Rx nodes. In
this context, the FDD and TDD modes have di erent issues a ecting the secret key generation, such as
sampling delay in TDD systems and the uncorrelated fading caused biigh frequency separation between
the uplink and downlink of FDD systems. Similarly, the hardware di ere nces between the uplink and
downlink result in imperfect reciprocity. The inter-symbol and inter -cell interference are also di erent at
the uplink and downlink receivers.

Hence it may be safer to avoid the assumption of perfect reciprocit Naturally, then the channel
has to be estimated with the aid of well-established techniques, typially relying on pilot signals. The
eavesdropper is typically at a di erent positioned experiences indepndent fading. If instead of exploiting
the reciprocity of the uplink and downlink channels both the uplink and downlink receivers individually
estimate the channel between them, the secret keys cannot beasily stolen by the eavesdropper.

One of the simplest ideas is to rely on the received signal strength (8S) for secret key generation, which
results in a su ciently high key generation rate for supporting high- rate data transmission, provided that
the propagation scenario is su ciently dynamic. Let us briey touch upon the four basic processes of
a simple TDD design example, where the RSS is typically evaluated both tathe uplink and downlink
receivers. These RSS values may be processed in three conseaitsteps: (1) quantization, which is
reminiscent of A/D conversion; (2) information reconciliation; (3) privacy ampli cation. To elaborate
brie y, information reconciliation and privacy ampli cation are neces sary, because the RSS samples of
the uplink and downlink receivers tend to slightly deviate, which will result in di erent quantized RSS
sequencesK o and Kg.

Quantum key distribution and secure direct communications . In contrast to classic cryptog-
raphy, where two channels are required, three channels in a quanin key distribution (QKD) system
are used, namely an insecure public channel, a quantum channel, angn authenticated public chan-
nel [404406]. A secret key can be agreed by the communicating partners Tx andRx over the insecure
guantum channel by relying on an authenticated public channel. In ®mewhat simplistic manner one
could argue that if an eavesdropper tries to observe the quantuadomain information, his/her tampering
with the quantum information destroys the quantum state, which hence collapses back into the classical
domain and the information becomes useless. Another benet of QR is that any malicious eavesdrop-
ping action can be detected. Once the Tx and Rx have agreed uporheir choice of secret key, one-time
pad based encryption may ensue, which is similar to that of the classicryptosystems. Hence a QKD-
based system also uses an insecure public channel for transmittirthe ciphertext after the secret key has
been generated by QKD.

There is also a high-security quantum communications protocol, whib goes beyond the secret key
distribution function of QKD. This is referred to as quantum secure direct communications (QSDC),
which is capable of eavesdropping detection. In QSDC, the con detial information is directly transmitted
by Tx to Rx over an insecure quantum channel, albeit it also requires a authenticated public channel,
which is only required for eavesdropping detection by the legitimate ger. This is achieved, e.g., by
mapping the con dential information to the spin of an electron onto photons and the legitimate Rx can
estimate the BER in order to detect any malicious tampering with the quantum information. Whilst
classic cryptography, PLS and QKD relay on a secret key agreemeérprotocol, followed by the actual
communication session. By contrast, in QSDC, no secret key is redeed, no con dential information is
divulged even in the presence of an eavesdropper in the quantum ahnel and it does not rely on explicit
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data encryption and decryption. Hence it has great potential forsecure next-generation communications,
once it becomes fully developed.

Under current technical conditions, many problems of network seurity need to be solved. The current
network security issues, the network security concerns in 6G andhe possible countermeasures to the
security and privacy issues are summarized in Subsections 4.4.2 and443.

The 5G mobile network with new networking concepts is inherently di erent from previous mobile
generations to provide broadband and customized capability of vapus novel network services including
mobile services, critical industry infrastructures, and vertical society services. These new network features
and widespread applications of 5G reveal potential security and gracy challenges.

In conventional networks, the salient functions, such as routingand tra ¢ engineering are typically
integrated into specialized hardware relying on bespoke operatingystem. However, such a rigid architec-
ture may be ill-suited to the dynamic resource demands of state-efthe-art data centers, cloud computing
and of the typical heterogeneous network environment. Furthemore, it does not lend itself to exible
upgrade to new innovative functions. Softwarization with advancel technologies, including SDN, NFV,
network slicing, and MEC, makes 5G a major shift from traditional hardware- and software-based net-
work architectures. The SBA of 5G core network makes the problms of virtualization security prominent.
Although SDN poses potential challenges to the network security ad privacy protection, it also enables
network-wide consistent security mechanisms382.

In particular, ETSI has specied security and trust guideline for NFV security [407]. Veri cation
identity, integrity checking, and access management among virtuafunctions are used to establish trust
relationship between di erent entities. Moreover, latest Al and ML techniques can provide rapid and
adaptive security and privacy protection for SDN/NFV related issues. As for the network slicing related
security issues, isolation of slices and access control of critical drsensitive data in each slice should be
guaranteed.

As for the privacy issues in 5G networks, 3GPP service and systemspects security group (SA3),
IEEE-P1912, 5G infrastructure public private partnership (5G PP P) security work group, and NGMN
5G security group have provided requirements and speci cationsdr the privacy preserving and protection
in the 5G networks. 3GPP de nes the requirement of privacy for the subscribers in release 1%08. IEEE
outlines the privacy architecture for the end user devices409. ETSI describes trust models to increase
the data privacy in untrusted environments [410.

To ensure the global commercialization of 5G networks and the evolion of telecommunication net-
works, standardization of 5G security architecture is the key. 3@P has outlined a six-level security
architecture in Release 15411]. The 5G security architecture can be divided vertically into Application
Stratum, Home Stratum, Serving Stratum, and Transport Stratum. These four stratums are securely
isolated. They are interconnected through standardized protools and can support secure interconnection
and interoperability among vendors. Overall, the global industry should work together to address security
risks of architecture, technology, and commercialization with a staadard 5G security architecture.

4.4.2 Network security concerns in 6G

Although 6G networks face a proliferation of mobile devices and incrasingly abundant applications,
human-centric mobile communication to achieve customized serviceis still the core of 6G. With the
exploitation of new enabling communication techniques, potential seurity and privacy issues in 6G
networks mainly lies in following aspects.

Security and privacy problems raised by Al Al raises concerns about security and privacy
problems, including data security, Al model and algorithm security, vulnerabilities in Al software systems
and frameworks, and malicious utilization of Al technologies.

For data security, service providers need to collect an enormousmaount of data to train the Al model,
however, the collected data may contain the user's sensitive inforiation, such as user identity, trajectory,
and location. The sensitive information may be leaked with high probalility during data transmission
and processing. For Al model and algorithm security, the attacke can get Al model through white
box attacks. Even if the architecture and parameters of Al modé are unknown, the attacker can still
approach the model through checking input and output, further nd the attack points and disadvantages
of the Al model. In this situation, the dynamic protection of Al mode | such as monitoring the data ow
and the output of the model is critical® .

5) https://blog.csdn.net/feibabeibei beibei/article/details/102766347
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The complexity of the implementation of Al systems leads to certain wlnerabilities in Al software
systems and frameworks. For example, Google's DL system Tenddlow has some traditional, basic
network security problems. After constructing a special model le and entering the DL framework, it
can control the entire Al system. The harm caused by these vulnebilities can lead to denial of service
attacks on DL applications, control ow hijacking, classi cation escape, and potential data pollution
attacks [417.

Security in 10T networks. The access and management of large-scale, low-power 10T devicesn
easily cause a signaling storm. E cient authentication mechanisms ae required to support massive loT
deployments. Because loT devices interact frequently, in terms fointerconnection, a uni ed security
standard should be established to prevent attackers from using itrerconnection protocols for malicious
operations.

Traditional encryption and decryption security mechanisms rely on key management systems and
computing resources. The security capability of 0T devices is resicted by their limited computing
capability, storage space, and battery energy. Therefore, it is acessary to design a lightweight security
mechanism to support energy-e cient access of low-power 0T deices. On the other hand, massive device
interconnection has expanded the attack surface of 0T netwdts. Therefore, 6G should strengthen the
security protection of network infrastructure and the distribut ed defense mechanism towards massive loT
devices.

Security in UAV networks. Owing to the strict requirements of power and weight, UAVs are not
able to support complex cryptographic algorithms like terrestrial base stations. As a result, UAVs are
more prone to security vulnerabilities. Lightweight encryption prot ocols should be designed for UAVs.
Considering the working mode of UAVs, the UAVs may fall into the hands of the attacker. Therefore,
UAVs should support internal attack protection mechanisms, whee physical incursion cannot permit
access to the internal functions of the operation system to preent physical tampering [413.

4.4.3 Possible countermeasures to the security and privacy isssén 6G networks

To address the above security and privacy challenges in the 6G netwks, advanced security and privacy
technologies should be developed.

Traditional cryptographic methods with much more lightwei ght algorithms.  Traditional
computation complexity-based cryptographic mechanisms such asncryption, authentication, authoriza-
tion, signature, and privacy-preserving, will still be the major way in safeguarding the network security
and data privacy. However, the boosting wireless connections, # prosperity of various delay-sensitive
tra cs as well as limitations of end-devices in energy, processing cpability, storage, and hardware in 6G
require more e cient and low-cost solutions for the security and privacy. Lightweightand exible solutions
such as group-based authentication and anonymous service-onieed authentication strategies [414, 415
will be the main research and development direction of the cryptogaphy-based security and privacy.

Physical layer-based methods. PLS has been initialized since 1949416 and developed since
1975 @17], and PLS is expected to provide another layer of defense besidepper layer cryptographic
techniques in the 6G networks 9,415 418. Take advantages of advanced technologies such as advanced
channel coding, massive MIMO, and THz, PLS techniques can provid secure transmissions of the wireless
signals. Moreover, physical layer secret key and physical layer dlentication can provide lightweight
secure protections for the air interface. To simultaneously satisf the requirements (such as latency,
overhead, reliability, and throughput) in the 6G networks, more e cient and robust PLS techniques
should be developed415.

Quantum-based methods. Quantum-based techniques, including guantum communication and
guantum computing, can provide much higher processing capability,more lightweight, and absolute
randomness compared with binary-based techniques. Quantum gptography, including pre- and post-
guantum cryptography, is seen as a strong solution to the data seurity and privacy in the 6G net-
works [418420. QKD system generates keys based on the uncertainty and irreprducibility of the
guantum state, and implements key distribution randomly, which thus can provide unconditional guar-
antee of the security of keys 421]. The QKD system is very expected to be applied in the various 6G
networks such as satellite networks422], optical networks, and oceanic networks 423.

Blockchain-based methods.  Traditional centralized authentication structure is faced great pressure
and risk because of the increasing demand of access equipment amdre frequent access authentication
requests. Blockchain technology, which was proposed in 200835 and has been widely studied in
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academia and industry, is seen as a promising solution to the data sedty and privacy in the 6G
networks [424427). As a decentralized data structure, blockchain has stronger aritcorruption ability

and recovery ability, so it is conducive to the safe operation of the athentication system [425. As a
result, the pressure of data transmission and processing is signiantly and the authentication e ciency

is improved [426]. With the application of cryptographic algorithms such as group sigrature and ring
signature in the data structure, the data has high anonymity [428 429.

Al-based methods. Al technology, especially ML and big data analytics technology, has leen widely
used to optimize the con gurations of heterogeneous networks irspeci ¢ scenarios 430. However, the
high complexity of Al technology limits its applications in wireless networks [195. With the increase of
the peak rate of 6G network, the processing capacity of 6G netwd elements will be greatly developed,
which will promote the deep integration of Al and 6G network security design §31], especially for en-
coding, authentication and anomaly detection B1§. The ML-based auto-encoder can e ectively detect
the abnormal tra c data in 6G network through reconstruction e rror [432. To achieve highly reliable
and robust authentication in 6G networks, ML based physical layerauthentication has been proposed
to mitigate the e ect of channel time-varying characteristics on physical layer attributes [433. Big data
analytics can be used to process the exponential growth of 6G nebrk data, and provide the detection
application for abnormal user detection §34.

5 Conclusion

In this comprehensive survey review, a vision, enabling technologiefour new paradigm shifts, and future
research directions of 6G wireless communication networks have ba proposed, after having pointed out
the limitations of current 5G wireless communication networks. New gerformance metrics and application
scenarios of 6G have been introduced, e.g., to provide global coge, enhanced spectral/energy/cost
e ciency, better intelligence level, security and resilience, etc. In addition, example industry verticals
of 6G wireless communication networks have been given, with cloud VRIOT industry automation, C-
V2X, digital twin body area network, and energy e cient wireless network control and federated learning
systems as illustrations. The enabling technologies to meet the 6G triirements have been provided.
Novel air interface and transmission technologies have been invegated, such as new waveforms, multiple
access, channel coding, CF massive MIMO, dynamic and intelligent strum sharing and accessing,
blockchain-based wireless accessing and networking, photonics ded radio, and MCo for uRLLC. Also,
novel network architectures have been studied, including SDN/NFV, network slicing, SBA, CSA, DEN?,
CF, and cloud/fog/edge computing. The four new paradigm shifts, i.e., global coverage (satellite, UAV,
terrestrial, maritime communications), all spectra (sub-6 GHz, mmWave, THz, optical frequency bands),
full applications (Al-enabled wireless communications), and strongnetwork security, have been proposed
to achieve a fully integrated 6G network. Future research directions have also been pointed out in each
part. We believe that this survey review can provide academic reseahers and industry experts with
su cient insightful thoughts on the developments of future 6G wir eless communication networks.
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Appendix A
Table A1 A list of abbreviations
Abbreviation De nition Abbreviation De nition
2D two-dimensional MBD mobile big data
3D three-dimensional MCS modulation coding scheme
3GPP 3rd generation partnership project MEC mobile edge computing
4G fourth generation MIMO multiple-input multiple-output
5G fth generation ML machine learning
5G-ACIA 5G alliance for connected industries and automatio n || MLSE maximum likelihood sequence estimation
5G PPP 5G infrastructure public private partnership MMSE minimum mean squared error
6G sixth generation mMTC massive machine type communications
ACK acknowledgment mmWave millimeter wave
A-CPI application-controller plane interface MPC multipath component
AID analog-to-digital MR maximum ratio
Al arti cial intelligence MRC maximum ratio combining
AMF access and mobility management function MRT maximum ratio transmission
ANN arti cial neural network MS mobile station
AP access point MTC machine type communication
AR augmented reality MUST multi-user superposition transmission
ASK amplitude shift keying MzM Mach-Zehnder modulator
AUSF authentication server function NAS non-access stratum
BB baseband NEF network exposure function
BCH Bose-Chaudhuri-Hocquenghem NFV network functions virtualization
BCJR Bahl, Cocke, Jelinek, and Raviv NFVI NFV infrastructure
BER bit error rate NFV M&O NFV management and orchestration
BPF bandpass lter NGMN next-generation mobile network
B-RAN blockchain radio access network NG-RAN next-generation radio access network
BS base stations NLOS non-line-of-sight
BSS business support system NOMA non-orthogonal multiple access
CcC central controller NP non-deterministic polynomial
CF cell-free NR new radio
CGM continuous glucose monitoring NRF network function repository function
CIR channel impulse response NR-V new radio vehicle
CNN convolutional neural network NWDA network data analytics
CoMP coordinated multi-point OAM orbital angular momentum
COTS commercial o -the-shelf OFDM orthogonal frequency-division multiplexing
CPM continuous phase modulation OMA orthogonal multiple access
CPU central processing units ONF open networking foundation
CR cognitive radio O-RAN open radio access network
CRC cyclic redundancy check OSsSs operations support system
CSA cognitive service architecture OTFS orthogonal time frequency space
Csl channel state information owcC optical wireless communication
CT computed tomography P2P peer-to-peer
C-v2X cellular vehicle to everything PAPR peak to average power ratio
D/A digital-to-analog PCC parallel concatenated codes
DAS distributed antenna system PCF policy control function
D-CPI data-controller plane interface PDA placement delivery array
DEN ? deep edge node and network PDF probability density function
DetNet deterministic networking PDP power delay pro le
DL deep learning PLS physical layer security
DN data network PSD power spectral density
DNN deep neural network QAM quadrature amplitude modulation
DOF degree of freedom Q-D quasi-deterministic
DRL deep reinforcement learning QKD quantum key distribution

(To be continued on the next page)
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(Continued)

Abbreviation De nition Abbreviation De nition

EAP extensible authentication protocol QoE quality of experience

ECG electrocardiogram QoS quality of service

EEG electroencephalogram QsDbC quantum secure direct communication
EIRP e ective isotropic radiated power RAN radio access network

eMBB enhanced mobile broadband RAU remote antenna unit

EMG electromyogram RF radio frequency

EMS element management system RMS root mean square

ETSI European telecommunication standards institute RSC radio side controller

euRLLC enhanced-uRLLC RSS received signal strength

EXIT extrinsic information transfer RTT round trip time

FBMC Iter bank multi-carrier Rx receiver

FCC federal communications commission RZF regularized zero-forcing

FDD frequency division duplex SBA service-based architecture
FDMA frequency division multiple access SC successive cancellation

FEC forward error correction ScC serially concatenated code
FSO free space optical SCM spatial channel model

FTTA ber-to-the-antenna SCMA sparse code multiple access
GBSM geometry-based stochastic model SDN software de ned network

GFDM generalized frequency division multiplexing SFFT symplectic nite Fourier transform
GPS global positioning system SGS satellite ground station

HA horn antenna SIMO single-input multiple-output

HAP high altitude platform SINR signal-to-interference-plus-noise ratio
HARQ hybrid automatic repeat request SISO single-input single-output

HCC hybrid concatenated codes SLC satellite local controller

HD high de nition SMF session management function
HST high-speed train SNR signal-to-noise ratio

IC integrated circuits SR symbiotic radio

ICDT information, communication, and data technology S-v Saleh-Valenzuela

ICI inter-carrier interference TCP transmission control protocol
ICT information and communication technology TDD time division duplex

IEN intelligence endogenous network TLC terrestrial local controller

IETF Internet engineering task force THz terahertz

ILDP interactive learning design paradigm ToF THz-over- ber

IoE Internet of everything TSAP terrestrial-satellite access point
loT Internet of things TX transmitter

P Internet protocol UAV unmanned aerial vehicle

IRS intelligent re ection surface UDM un ed data management

ISFFT inverse symplectic nite Fourier transform UDN ultra-dense network

ISM industrial, scienti ¢, and medical UE user equipment

IT information technology uHDD ultra-high data density

ITS intelligent transportation system UHSLLC ultra-high-speed with low-latency
ITU international telecommunication union communications

KPI key performance indicator uMUB ubiquitous mobile ultra-broadband
LAP low altitude platform UPF user plane function

LDPC low-density parity-check code uRLLC ultra-reliable and low latency communications
LED light emitting diode UTC-PD uni-traveling-carrier photodiode
LEO low Earth orbit uv ultraviolet

LO local oscillator vav vehicle-to-vehicle

LOS line of sight V2X vehicle to everything

LTE long term evolution VHF very high frequency

LTE-LAA LTE license assisted access VLC visible light communication
LTE-U LTE unlicensed VNF virtualized network function
LTE-V long time evolution vehicle VR virtual reality

MAC media access control XR extended reality

MAEC multi-access edge computing ZF zero forcing
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